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ABSTRACT 

The "Brittle Materials Design, High Temperature Gas Turbine" program 
objective is to demonstrate successful use of brittle materials in demanding 
high temperature structural applications.  A small vehicular gas turbine 
and a large stationary gas turbine, each using uncooled ceramic components, 
will be utilized in this iterative design and materials development program. 
Both the contractor, For^ Motor Company, and the subcontractor, Westinghouse 
Electric Corporation, have had in-house research programs in this area prior 

to this contract. 

In the vehicular turbine project, a major program milestone, comprising 
a 100 hour durability test of the stationary ceramic hot flow path components 
in an engine was completed.  In the fabrication of ceramic turbine rotors, 
significant improvement in bonding the components of the silicon nitride duo 
density rotor resulted when hot pressing of the shaped hub was combined with 
press bonding to the blade ring. Spin testing of seven hot pressed silicon 
nitride rotor hubs, with burst speeds ranging from 102,000 to 120,000 rpm, 
confirmed that this material was adequate for rotor requirements. A silicon 
carbide combustor tube has been successfully tested in a combustor rig for 
a total of 171 hours, including 20 hours at an outlet temperature of 2500 F. 
A redesigned ceramic flow path. Design D, was conceived using common one piece 
stators and common rotors in both first and second stage locations. Through 
variations in particle size distribution, it was found that injection molded 
reaction sintered silicon nitride of 2.7 gm/cm3 density (84.5% of T.D.) could 
be made. The effect of oxidation on lower density forms of reaction sintered 

silicon nitride was evaluated. 

In the stationary turbine project, static rig testing of hot pressed silicon 
nitride and silicon carbide stator vanes up to 2500 F was initiated.  Cracks 
were observed visually on two of the four silicon carbide vanes during the third 
cycle, but the vanes remained functional.  During the fifth cycle, the metal 
combustor basket imploded, throwing metal debris into the^anes, followed by a 
temperature excursion to 3000oF and a rapid quench to 600 F under choked flow 
conditions.  Following this accident, it was found that all four silicon carbide 
vanes had been shattered. One of the four silicon nitride vanes was cracked, 
while the remaining three vanes were still intact, an encouraging example of 
ceramic material survival under unexpected catastrophic conditions^ The static 
test rig is being modified and rebuilt for the continuation of 2500 F testing. 
Additional tensile strength and creep tests were performed on hot pressed silicon 

nitride. 
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FORWARD 

This report is the seventh semi-annual technical report of the 
"Brittle Materials Design, High Temperature Gas Turbine" program 
initiated by the Advanced Research Projects Agency, ARPA Order Number 
1849, and monitored by the Army Materials and Mechanics Research 
Center, under Contract Number DAAG-46-71-C-0162-. This is an 
incrementally-funded six year program. 

Since this is an iterative design and materials development 
program, design concepts and materials selection and/or properties 
presented in this report will probably not be those finally utilized. 
Thus all design and property data contained in the semi-annual reports 
must be considered tentative, and the reports should be considered 
to be illustrative of the design, materials, processing, and NDT 
techniques being developed for brittle materials. 

The principal investigator of this program is Mr. A. F. McLean, 
Ford Motor Company, and the technical monitor is Dr. A. E. Gorum, 
AMMRC. The authors would like to acknowledge the valuable contri- 
butions in the performance of this work by the following people: 

Ford Motor Company 

N Arnon R. R. Baker, P. Beardmore, D. J. Gassidy, J. C. Caverly 
H A. Cikanek, D. A. Davis, G. C. DeBell, E. F. Dore, A. Ezis, W. A. Fate, 
M. U. Goodyear, E. T. Grostick, D. L. Hartsock, P. H. Havstad, D. W. Huser, 
R. A. Jeryan, C. F. Johnson, K. H. Kinsman, C. A. Knapp, J. T. Kovach, 
J. G. LaFond, J. A. Mangels, W. E. Meyer, M. E. Milberg, W. M. Miller, 
J J. Mittman, T. G. Mohr, P. F. Nicholls, A. Paluszny, G. Peitsch, 
N. P. Peters, J. J. Schu.-Iies, J. R. Secord, K. H. Styhr, L. R. Swank, 

W. Trela, J. Uy, T. J. Whalen, W. Wu 

Westinghouse Electric Corporation 

J. Allen, G. W. Bauserman, C. R. Booher, Jr., E. S. Diaz, A. N. Holden, 
R. Kossowsky, T. Lam, F. F. Lange, S. Y. Lee, W. Malchman, A. M. Elshmnawy, 
D G Miller, S. Mumford, T. J. Rahaim, S. C. Sanday, S. C. Singhal, J. P. Smed, 
L. C. Szema, W. Van Buren, C. Visser, R. Weidenbacker, J. White, C. A. Andersson, 
C. B. Brenneman, S. E. Gabrieles, B. Acchione, C. W. Carlson, R. K. Smith, 

D. Wood 

Army Material and Mechanics Research Center 

E. M. Lenoe, R. N. Katz, D. R. Messier, H. Priest 
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1.  INTRODUCTION 

As stipulated by the Advanced Research Projects Agency of the Department 
of Defense at the outset of this program, the major purpose is to demonstrate 
that brittle materials can be successfully utilized in demanding high temperature 
structural applications. ARPA's major program goal is to prove by a practical 
demonstration that efforts in ceramic design, materials, fabrication, testing 
and evaluation can be drawn together and developed to establish the usefulness 

of brittle materials for engineering applications. 

The gas turbine engine, utilizing uncooled ceramic components in the hot 
flow path, was chosen as the vehicle for this demonstration. The progress of the 
gas turbine engine has been and continues to be closely related to the development 
of materials capable of withstanding the engine's environment at high operating 
temperature. Since the early days of the jet engine, new metals have been 
developed which have allowed a gradual increase in operating temperatures. 
Today's nickelchrome superalloys are in use, without cooling at turbine inlet 
gas temperatures of 1800° to 1900oF. However, there is considerable incentive 
to further increase turbine inlet temperature in order to improve specific air 
and fuel consumptions. The use of ceramics in the gas turbine engine promises 
to make a major step in increasing turbine inlet temperature to 2500 F. Such 
an engine offers significant advances in efficiency, power per unit weight, 
cost exhaust emissions, materials utilization and fuel utilization  Successful 
^plication of ceramics to the gas turbine would therefore not only have military 
significance, but would also greatly influence our national concerns of air 
pollution, utilization of material resources, and the energy crisis. 

From the program beginning, two gas turbine engines of greatly different 
sizo were chosen for the application of ceramics. One is a small vehicular 
turbine of about 200 hp (contractor Ford) and the other is a large stationary 
turbine of about 30 MW (sub-contractor Westinghouse). One difference m 
philosophy between the projects is worth noting. Because the ceramic materials, 
fabrication processes, and designs are not fully developed the vehicular 
turbine engine was designed as an experimental unit and features ease of 
replacement of ceramic components. Iterative developments in a component s 
ceramic material, process, or design can therefore be engine-evaluated fairly 
rapidly  This work can then parallel and augment the time-consuming efforts 
on material and component characterization, stress analysis, heat transfer 
analysis, etc. Some risk of damage to other components is present when 
allowing this approach, but this is considered out-weighed by the more rapid 
acquisition of aSual test information. On the other hand, the stationary 
turbine engine is so large, so expensive to test, and contains such costly and 
long lead-fimJ components ^hich could be damaged or lost by premature _ faiure, 

that very careful material and design work must be performed to minimize the 

possibility of expensive, time-consuming failures. 

It should be noted that both the contractor and sub-contractor had in- 
house research programs in this area prior to initiation of this program. 

i 
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Silicon nitride and silicon carbide had been selected as the primary material 
candidates. Preliminary design concepts were in existence and, in the case 
of the vehicular engine, hardware had been built and testing had been initiated. 

At the out-set, the program was considered to be both highly innovative 
and risky. However, it showed promise of large scale financial and technolo- 
gical payoff as well as stimulation of the pertinent technical communities. 
The program is now in its fourth year and major accomplishments have been 
achieved. 

This is the 7th semi-annual report of progress, 
broken down into three major elements: 

Prior reports have been 

- Vehicular Turbine Project 
- Stationary Turbine Project 
- Materials Technology (applicable to both projects) 

However, it is now apparent, that, at the current stage of the program, 
materials technology is no longer "general" but rather specifically related 
to the objectives of each project.  In addition, the widespread interest from 
the turbine technology community centers on either the vehicular turbine project 
or the stationary turbine project.  For these reasons, this report and subsequent 
reports on the program will be broken down into sections; each section will be 
complete in itself and will include its own introduction, again to be of more 
help to the reader. The two sections will be titled: 

- Vehicular Turbine Project 
- Stationary Turbine Project 

.1 
t 
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2.  INTRODUCTION AND SUMMARY-VEHICULAR TURBINE PROJECT 

The principal objective of the Vehicular Turbine Project is to develop 
ceramic components and demonstrate them in a 200-HP size nigh temperature 
vehicular gas turbine engine. The entire hot flow path will comprise uncooled 
parts. The attainment of this objective will be demonstrated by 200 hours of 
operation over a representative duty cycle at turbine inlet temperatures of 
up to 2500oF  Successful completion of this program objective demonstrates that 
ceramics are viable structural engineering materials, but will also represent a 
significant breakthrough by removing the temperature barrier which has for so 
long held back more widespread use of the small gas turbine engine. 

Development of the small vehicular regenerative gas turbine engine using 
superalloy materials has been motivated by its potentially superior character- 
istics when compared with the piston engine. These include: 

Continuous combustion with inherently low exhaust emissions 

Multi-fuel capability 

Simple machine - fewer moving parts 

Potentially very reliable and durable 

Low maintenance 

Smooth, vibration-free production of power 

Low oil consumption 

Good cold starting capabilities 

Rapid warm-up time 

With such impressive potential, the small gas turbine engine using 
superalloys has been under investigation by every major on-highway and off-highway 

vehicle manufacturer in the world 

In addition, the small gas turbine engine without exhaust heat recovery 
(i e. non-regenerative) is an existing, proven type of power plant widely used 
for auxiliary power generation, emergency standby and continuous power for 
generator sets, pump and compressor drives, air supply units, industrial power 
plants, aircraft turboprops, helicopter engines, aircraft jet engines, marine 
engines, small portable power plants, total energy systems, and hydrofoil cratt 
engines. While this variety of applications of the small gas turbine using 
superalloys is impressive, more widespread use of this type engine has been 
hampered by two major barriers, efficiency and cost. This is particularly so 
in the case of high volume automotive applications. 

Since the gas turbine is a heat engine, efficiency is directly related to 
cycle temperature. In current small gas turbines, maximum temperature is limited 
not by combustion, which at stoichiometric fuel/air ratios could produce temperatures 
well in excess of 35000F, but by the capabilities of the hot component materials. 
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Today, nickel-chrome superalloys are used in small gas turbines where blade 
cooling is impractical, and this limits maximum turbine inlet gas temperature 
to about 1800 F. At this temperature limit, and considering state-of-the-art 
component efficiencies, the potential overall efficiency of the small regener- 
ative gas turbine is not significantly better than that of the gasoline engine 
and not as good as the Diesel. On the other hand a ceramic gas turbine engine 
operating at 2500°? will have fuel economies superior to the Diesel at signifi- 

cant weight savings. 

The other major barrier is cost and this too is strongly related to the 
hot component materials. Nickel-chrome superalloys, and more significantly cobalt 
based superalloys which meet typical turbine engine specifications, contain 
strategic materials not found in this country and cost well over $5/lb.; this is 
excessively costly with respect to high volume applications such as trucks or 
automobiles. High temperature ceramics such as silicon nitride or silicon carbide, 
on the other hand, are made from readily available and vastly abundant raw materials 
and show promise of significantly reduced cost compared to superalloys, probably 

by at least an order of magnitude. 

Thus, successful application of ceramics to the small gas turbine engine, 
with an associated quantum jump to 2500oF would not only offer all of the 
attributes listed earlier, but in addition offer superior fuel economy and less 

weight at competitive cost with the piston engine. 

4 
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2.1 VEHICULAR TURBINE PROJECT PLAN 

The vehicular turbine project is organized to design and develop an entire 
ceramic hot flow path for a high temperature, vehicular gas turbine engine. 
Figure 2.1 shows a schematic of this regenerative engine. Air is induced through 
an intake silencer and filter into a radial compressor, and then is compressed and 
ducted through one side of each of two rotary regenerators. The hot compressed 
air is then supplied to a combustion chamber where fuel is added and combustion 

takes place. 

Combustor 

Regcoeralor 

Radial 
Compressor 

rator 

Figure 2.1 Schematic View of the Vehicular Gas Turbine Engine 

Flowpath 

The hot gas discharging from the combustor is then directed into the turbine 

stages by a turbine inlet nose cone. The gas then passes through the turbine 
stages which comprise two turbine stators, each having stationary airfoil blades 
which direct the gas onto each corresponding turbine rotor. In passing through 
the turbine, the gas expands and generates work to drive the compressor and 
supply useful power. The expanded turbine exhaust gas is the.i ducted through 
the hot side of each of the two regenerators which, to conserve fuel, transfer 
much of the exhaust heat back into the compressed air. The hot flow path components, 
subiect to peak cycle temperature and made out of superalloys in today's gas turbine, 
are the combustor, the turbine inlet nose cone, the turbine stators, the turbine 
tip shrouds, and the turbine rotors. These are areas where the use of ceramics 
could result in the greatest benefits, therefore these components have been 
selected for application in the vehicular turbine project. 

; 
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Successful development of the entire ceramic flow path, as demonstrated in 
a high temperature vehicular gas turbine engine, will involve a complex iterative 
development. Figure 2.2 shows a block diagram flow chart, including the feed- 
back loops, of the major factors involved, and serves to illustrate the magnitude 
of this complex and comprehensive iterative development program. Of particular 
importance is the inter-relationship of design, materials development, ceramic 
processes, component rig testing, engine testing, non-destructive evaluation 
and failure analysis. One cannot divorce the development of ceramic materials 
from processes for making parts; no more so can one isolate the design of those 
parts from how they are made or from what they are made. Likewise, the design 
of mountings and attachments between metal and ceramic parts within the engine are 
equally important.  Innovation in the control of the environment of critical 
engine components is another link in the chain. Each of these factors has a 
relationship with the others, and to obtain success in any one may involve 
compromises in the others. Testing plays an important role during the iterative 
development since it provides a positive, objective way of evaluating the various 
combinations of factors involved. If successful, the test forms the credibility 
to move on to the next link in the development chain. If unsuccessful the test 
flags a warning and prompts feedback to earlier developments to seek out and 
solve the problem which has resulted in failure. Finally, all of the links in 
the chain are evaluated by a complete engine test, by which means the ultimate 
objective of the program will be demonstrated. It is important then to recognize 
that this is a systems development program—no single area is independent, but 
each one feeds into the total iterative system. 
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2.2 PROGRESS AND STATUS SUMMARY - VEHICULAR TURBINE PROJECT 

To meet the program objectives, the work has been divided into two major 

tasks: 

1. Ceramic Component Development 

2. Materials Technology 

The progress and present status in each of these is summarized in Section 2.2.1 

and 2.2.2. 
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2.2.1  CERAMIC COMPONENT DEVELOPMENT 

Two categories of ceramic components are under development: rotating 
parts (i.e. ceramic rotors), and stationary parts (i.e. ceramic stators, 
rotor shrouds, nose cones, and combustors). In this iterative development, 
each component will pass through various phases comprising design and analysis, 
materials and fabrication, and testing. 

Ceramic Rotors 

Development of the ceramic turbine rotor is by far the most difficult 
task in the ARPA program. This is because of: 

The high centrifugal stresses associated with maximum rotor speeds 

of 64,240 rpm. 

The high thermal stresses associated with thermal shock and the high 
temperature gradients from the rotor rim to the rotor hub. 

The high temperature of the uncooled blades associated with turbine 

inlet gas temperatures of up to 2500 F. 

The very complex shape of the turbine rotor. 

The hostile environment associated with the products of combustion 

from a turbine combustor. 

Progress and Status 

•Fully dense SigN^ first and second stage integral rotors were designed and 

analyzed (1>2>*»1+-). 

•A method of attaching rotors was conceived and designed (1>2J. 

•The following approaches for making integral rotors were investigated but 

discontined: 

Direct hot pressing of an integral Si^Hi^  rotor CD 

Ultrasonic machining of a rotor from a hot pressed Si3^ billet 
(1,2,3), 

Hot pressing an assembly of individually hot pressed SigN^ blades 
(1,2). 

Pseudo-isostatic hot pressing of an injection molded SigN^ preform 

n,2,3). ' ' 
Hot pressing using comformable tooling of preformed SigN^ blades 
and hub (2, 3,1*). 

Fabrication of a dense SiC blade ring by chemical vapor deposition 
(l,2,3,4). 

Electric discharge machining of a rotor from a hot pressed SiC billet 

(2,3,lt). 

Note: Numbers in parentheses refer to references listed in Section 8. 
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•A "duo-density" SiaNit ceramic rotor was conceived and designed (3) . 

•Tooling to injection mold SiaN^ blade rings was designed and procured (3). 

•Hundreds of blade rings were molded for bonding experiments, cold spin tests, 

and developing blade ring quality. 

•Over two hundred hot press bonding of duo-density rotors were carried out. 
These have progressed from rotors with flat-sided hubs to current fully-contoured 
hubs made simultaneously with the hot press bonding operation  Prior severe 
blade ring distortion problems have been solved by using a blade fill to support 
the blade ring during bonding.  In addition, the diffusion bond has improved 
to its current excellent quality as evidenced by microstructure examination. 

However, remaining problems are cracking of the blade ring during hot press 
bonding and inconsistency from run to run particular with regard to the degree 

and mode of rim cracking O»5»6»7). 

•Cold spin testing resulted in blade failures over a range of speeds all lower 
than design speed. This emphasizes the need for three-dimensional blade stress 
analysis as well as development of a higher strength, better quality blade 
material. Cold spin testing of rotor hubs of hot pressed Si3^ showed a 
characteristic failure speed of 115,965 rpm with a Weibull slope of 17.66 
0,5,6,7). 

• A three dimensional model of the rotor blade along with heat transfer 
coefficients has been generated for three dimensional thermal and stress 

analysis (5,6). 

•Development of better quality blade rings continues  X-ray radiography of 
preen narts has proved effective in detecting major flaws.  Slip cast bigN^ 
Sst bars havSgPa density of 2.7 gm/cm3 show four point MOR of 40,000 psi, 
therefore processes to slip cast a rotor blade ring are under investigation 
as are methods of achieving 2.7 gm/cm3 density with injection molded material 

(6,7). 

•Thermal ohock testing simulating the engine light-off condition was conducted 
on rotor blade rings-for approximately 2,500 cycles without damage I > -». 

• A technique to evaluate probability of failure using Weibull's theories was 

developed and applied to ceramic rotors C5J. 

A test rig was designed and built to simulate the engine for hot spin testing 
of ceramic rotors. A set of low quality duo-density rotors was spin tested 
to 20% speed and 1950oF for a short time before failure, believed due to an 

axial rub C3'4»5»7). 

Cold spin testing was 
blade rings O,5»6). 

conducted on a number of blade rings and segment of 
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Ceramic Stators, Rotor Shrouds, Nose Cone, and Combustors 

While development of the ceramic turbine rotor is the most diffcult task, 
parallel development of the stationary ceramic flow path components is necessary 
to meet the objective of running an uncooled 2500 F vehicular turbine engine.  In 
addition, success in designing, making, and testing these ceramic components will 
have an important impact on the many current applications of the small gas turbine 
where stationary ceramics alone can be extremely beneficial. The progress and 
status of these developments is summarized below taking each component in turn. 

Progress and Status 

Ceramic Stators 

•Early Design A first stage stators incorporating the turbine tip shrouds had 
been designed, made by assembling individual injection molded Si3^ vanes, and 
tested, revealing short time thermal stress vane failures at the vane root C1). 

•Investigations of a numbar of modified designs led to Design B where the rotor 
shroud was separated fro.n the stator. Short time thermal stress vane failures 
at the vane root were eliminated C1). 

1 

I 

•In the fabrication of stators, the starting silicon powder, the molding mixture 
and the nitriding cycle were optimized for 2.2 gm/cni3 density material (2,3J. 

•Engine and thermal shock testing of first stage Design B stators revealed a 
longer term vane cracking at the vane mid-span. This led to modification of 
the vane cord, designated the Design C configuration, which solved the vane 
mid-span cracking problem C3»1*). 

•A remaining problem in first and second stage stators was cracking of outer 
shrouds, believed due to notch effect between adjacent vanes. To solve this, 
tooling for a one-piece first stage Design C stator was procured (S5). 

•The second stage stator could not be made in one piece due to vane overlap, so 
an "inverted channel" design was investigated to eliminate notches at the stator 
outside diameter. However, engine testing showed that axial cracking of the 
outer shroud remains a problem C3»1*»5»6). 

Completed 50 hour duty-cycle engine test of the hot flow path components to 
1930oF. The assembled first stage Design C stator was in excellent condition; 
some vanes in the second stage inverted channel stator had developed fine 
cracks (6J. 

•Completed 100 hour duty-cycle engine test of the hot flow path components 
without a second stage stator to 1930 F. The one piece first stage Design C 
stator successfully survived this test t7). 

Ceramic Rotor Shrouds 

•Separate first and second stage ceramic rotor shrouds, which are essentially 
split rings, evolved in the stator change from Design A to Design B t1). 

•As a result of rig and engine testing, rotor shrouds made of cold pressed, 
reaction sintered SisNi, were modified to have flat rather than conical side 
faces (2). 

10 
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•Because of occasional cracking, cold pressing was replaced with slip casting for 
making higher density rotor shrouds, resulting in 2-3 times increase in strength 

(3). 

•Slip casting of rotor shrouds solved the cracking problem but revealed a 
dimensional change problem as a function of operating time. This was solved 
by incorporation of nitriding aids and heat treatment cycles in the fabrication 
process which reduced instability to acceptable levels L > > J. 

•Completed 50 hour duty cycle engine test of the hot flow path components to 
1930oF, after which both first and second stage rotor shrouds were m excellent 

condition C6^. 

•Completed 100 hour duty-cycle engine test of the hot flow path components to 
1930OF, after which both first and second stage rotor shrouds were m excellent 

condition (7). 

•Further such testing of rotor shrouds to 245 hours showed them to remain crack 

free and in excellent condition (7). 

Ceramic Nose Cones 

•Early Design A nose cones had been designed, made from injection molded reaction 

sintered Si3^, and tested W. 

•The nose cone was modified to Design B to accommodate Design B first stage stator. 
Several Design B nose cones were made and tested in rigs and engines 1 ). 

•Voids in molding nose cones were minimized by preferentially heating tooling 

during molding C5). 

•Circumferential cracking and axial cracking problems led to preslotted, scalloped 

nose cones designated Design C C3»1*.5.6). 

•Completed 50 hour duty-cycle engine test of the hot flow path components to 
1930oF, after which the Design C nose cone was in excellent condition L J. 

•Completed 100 hour duty-cycle engine test of the hot flow path components to 
1930oF after which the Design C nose cone was in excellent condition i. ). 

•Further such testing of the nose cone to 221 hours showed it to remain crack 

free and excellent condition (7J. 

Ceramic Combustor 

•To facilitate materials development, a combustor design was completed comprising 

a simple ceramic tube attached to a metal dome. 

•Combustor tubes made of slip cast SigN,, and various grades of recrystallized SiC 
(Crystar) cracked during light off tests in the combustor test rig I J. 

-A combustor tube made of reaction sintered SiC (Refel) successfully survived 
171 hours of rig testing simulating the engine duty cycle with 20 hours at 

2500oF combustor outlet temperature C7). 

11 
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2.2.2 MATERIALS TECHNOLOGY 

Materials technology forms the basis for component development including 
component design, component fabrication, material quality in the component 
as-made, and evaluation by testing. There are three major categories under 
materials technology—-materials engineering data, materials science, and 
non-destructive evaluation. Progress and present status in each of these 

areas is summarized below: 

Materials Engineering Data 

•Techniques were developed and applied for correlating the strength of simple 
ceramic disks with bend test specimens using Weibull probability theories L J. 

•Elastic property data as a function of temperature was determined for various 
grades of silicon nitride and silicon carbide (.2,3,t,5, , j. 

•The flexural strength vs temperature of several grades of SiC and Si3!^ was 
determined {3,^,5,b) ^ 

•The compressive strength vs temperature of hot pressed SiC and hot pressed 

SisNi^ was determined ^ . 

•Creep in bending at several conditions of stress and temperature was determined 
for various grades of reaction sintered silicon nitride ^>   >  J. 

•The specific heat vs temperature of 2.23 gm/cm3 reaction sintered Si3!^ was 
measured, as were thermal conductivity and themal diffusivityvs temperature 
for both 2.23 gm/cm3 and 2,68 gm/cm3 reaction sintered SisN^ L J. 

•Stress-rupture data was obtained for reaction sintered silicon nitride under 

several conditions of load and temperature (6). 

Materials Science 

•A technique was developed and applied to perform quantitative x-ray diffraction 

analyses of the phases in silicon nitride C2). 

•An etching technique was developed and used for the study of the microstructure 

of several types of reaction sintered SiaNi» t J. 

•The relationship of some processing parameters upon the properties of reaction 
sintered SigN^ were evaluated C3,l',5,6Jt 

•The oxidation behavior of 2.2 gm/cm3 density Si3^ was determined at several 
different temperatures. The effect of oxidation was found to be reduced when 

the density of reaction sintered SisNi^ increased C . J. 

•The relationship of impurities to strength and creep of reaction sintered 
silicon nitride was studied, and material was developed having considerably 

improved creep resistance C*1»5»6). 

Fractography and slow crack growth studies were performed on reaction 

sintered SiC (5j and hot pressed Si3nh  C
6.7J. 

The development of sintered Sialon-type materials was initiated (7). 
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Non-Destructive Evaluation 

•Ultrasonic C-scan techniques were developed and applied for the measurement 

of internal flaws in turbine ceramics l1»2»^ J. 

•Sonic velocity measurements were utilized as a means of quality determination 

of hot pressed SisNi* C2.3»5). 

•A computer-aided-ultrasonic system was used to enhance the sensitivity of 

defect analysis in hot pressed SisNi* t3>k'  J . 

•Acoustic emission was applied for the detection of crack propagation rate and 
the onset of catastrophic failure in ceramic materials \. ,  >  > ) . 

•A method was developed and applied for the detection of small surface cracks 
in hot pressed SigN^ combining laser scanning with acoustic emission ^ J. 

•X-ray radiography was applied for the detection of internal defects in turbine 

ceramics (2> 3>^'5-). 

•Hidden flaws in as-molded stators and rotor blade rings were located by x-ray 

radiography C5 >6 > 7J . 

•A state-of-the-art summary of NDE methods as applied to the ceramic turbine 

programs was compiled C J. 
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2.3 FUTURE PLANS 

It is clear from progress to date that an enormous amount of ground has 
been covered on all fronts with respect to identifying and solving the real 
problems in applying ceramic materials to gas turbine engines. Nonetheless, 
a large number of difficult problems remain before full success can be demonstrated 
on stationary flow path components and, in particular, on ceramic turbine rotors. 
To expedit solution of the really fundamental problems in ceramic design, an 
important .ecision with respect to future plans was recently made  This is 
discussed under Component Development below and involves a simplification ot the 

hot flow path configuration. 

Component Development 

As summarized in paragraph 2.2.1, the latest first stage Design C Stators 
are made in one piece, and, as a result, are made more readily and have greatly 
improved durability. However, cracking problems with the second stage stator 
persist, since a way to design and fabricate this stator in one piece has not 
been found  Therefore, it has been decided to modify the flow path configuration 
to use a one piece first stage stator in both the first and second stage locations. 

In addition, considerable development remains to successfully and consistently 

fabricate duo-density rotors; minimizing the types cf parts would provide a more 
intense effort on the real problems of producing good quality blade rings ana 
good quality hot press bonds between the blade ring and hub. Therefore, as part 
of the flow path modification it was decided to use one basic rotor configuration, 
for both first and second stage locations. The preferred aerodynamic match 
selected was to use a second stage ceramic rotor machined to a smaller diameter 
to fit the first stage location, and another second stage ceramic rotor machined 
to fit the second stage location using the one piece stator. This will immediately 
reduce the amount of tooling required in the ceramic rotor project, an4 will, 
in addition, ease possible future tooling changes required to accommodate blade 
redesign based on three-dimensional stress analyses now underway. A further 
benefit is the somewhat reduced rotor stresses because of the smaller rotor 

diameters. 

This revised flow path configuration has been designated Design D and 
is compared schematically with Design C in Figure 2.3. Although there is no 
appreciable change at part load, aerodynamic efficiency is lower at ^11 POWer- 
However, this change will significantly enhance fabrication and durability 
development toward the 200 hour objective. Because of the compromise m 
aerodynamic efficiency, future plans will include design studies of an updated 
flow path configuration optimized for aerodynamic efficiency, ceramic manufac- 

turing and durability. 

In addition to adopting the new Design D flowpath, future plans on component 
development will focus on material and process improvement, and continued rig 
and engine testing. Technology will be researched to fabricate molded and/or 
slip cast higher density (2.7 gm/cra3) Si3Kh  components, in particular rotor 
blade rings and one-piece stators. Also more emphasis will be placed on 
producing parts in prototype quantities to facilitate assessing consistency 

both of making the part and of the part quality. 

With regard to testing, ceramic rotors of higher density Si3^ will be cold 
spin tested to evaluate part quality and material strength; this will lead to 
subsequent testing in the high temperature turbine rotor test rig. Two major 
test series are planned for the stationary ceramic components: the first is 
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Figure 2.3 Schematic Cross-Section View of Design C and Design D 

Hot Flow Path Configurations 
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a 175 hour engine test over the ARPA duty cycle ug 
the second is a test of the components up to 2500 I 

to 1930oF (metal turbine rotors); 

the second is s  lest ox rne components up to ^5UU3F in a specially designed 
stationary flowpath test rig which does not incorporate rotating parts. Success 
in each of these phases of testing will provide the basis for building and 
testing engines with the entire ceramic flowpath including ceramic turbine rotors. 
Continued development of this complete system will then lead to the final program 
objective of completing a 200 hour engine durability test with ceramic temperatures 

up to 2500oF. 

Material Technology 

Feedback from engine and rig testing of stationary components made from 
reaction sintered Si3^ indicates that improved durability could be expected if 
improvements in strength and oxidation resistance could be obtained. Therefore, 
major emphasis is being placed on the development of higher density injection 
molded Si3Nk  for rotor blade rings, nose cones, and stators. Such material would 
be expected to have significantly improved strength and oxidation resistance; m 
addition, other means of improving oxidation resistance are being studied. 
Another area receiving major emphasis will be processing improvements in both 
molded and slip cast reaction sintered Si3^. Integral with this effort will be 
the application and continued development of non-destructive evaluation techniques 
to assist in the elimination of flaws-in particular, those flaws which are found 

by testing to have a critical effect upon component life. 

In the final stages of the program, increasing attention will be given to 
material characterization, including the higher density reaction sintered 
silicon nitride materials currently being developed. It is expected that materials 
eigineerSg data will be compiled and statistically analyzed for those materials 
which are utilized for the 200 hour demonstration which constitutes the major 

program objective. 
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PROGRESS ON CERAMIC COMPONENT DEVELOPMENT-VEHICULAR TURBINE PROJECT 

3.1 CERAMIC ROTOR DEVELOPMENT 

SUMMARY 

Tru outside computer codes are being evaluated for use in three- 
dimensional analysis of turbine rotors, while modifications to m-house 

computer programs for such analyses continue. 

To provide a set of boundary conditions for 3D thermal and stress 
calculations, heat transfer film coefficients were computed at 55 and 
100 percent speed conditions for the first stage turbine rotor and 100« 
speed for the second stage rotor at one blade radius. Average values 

of film coefficients were computed for the rotor inter-blade channel and 

outer tip shroud. 

Calculation of thermal stresses in the common profile disks has 
progressed with generation of the thermal boundary conditions. 

Tests were conducted to determine the effectiveness of the 
installation tool used to preload the bolt assembly for the two turbine 
stages. The purpose of the tool is to minimize torsional stress m the 
bolt during pre-loading. Thß tool provides a means for pre-loading the 
bolt and transferring the load to the nut upon removal of the tool. 
Efficiency of this transfer was measured and found to be eighty percent. 

A method of filling the cavities of a blade ring with slip cast silicon 
nitride material, prior to fabricating a duo-density wheel, was developed. 
Se blade fill is ?equired to back-up the blade ring during the bonding 
^ocess to avoid dLage to the blades from the high pressure loads applied. 

Two methods of fabricating a duo-density turbine rotor have been under 
development  In one, a pre-hot pressed hub of silicon nitride is bonded to 
aTaSd blade ring. Quality of the bond achieved has been -adequate with 

incomplete bonding and distortion of the blade ring. The other method is 
desSed to correct these conditions, and combines hot pressing of the hub 
to shape from silicon nitride powder with simultaneous press bonding of the 
hub to the blade ring. Excellent bonding, without blade ring distortion 

has been demonstrated with this second technique. 

One method of making rotor blade rings is by a shell mold sliP ^st-ing 
process under development at the Georgia Institute of Technology Experiment 
Station. Shell molds have been made for casting a monolithic rotor or a blade 
ring consisting of airfoil blades and supporting rim. Several slip castings 
havl been made using materials with green densities sufficient to produce parts 
with both 2.7 gm/cm3 and near-theoretical final density  However, removal of 
the shell mold after nitriding has so far resulted in blade damage because 

current molds have excessive strength. 

The development of methods to use a high pressure nitrogen atmosphere to 
facilitate nitridation of high green density silicon compacts has continued at 
Battelle Memorial Institute with several test runs at pressures from 10,000 to 
20 000 psi ^d various time-temperature schedules. Test samples with various 

ereen densities were prepared which simulated the turbine rotor cross section 
to be nitrided. The first autoclave run at 20,000 psi nitrogen pressure 
produced specimens severely reacted and distorted because of exudation of 

■: 
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molten silicon caused by an uncontrolled exothermic reaction. In an attempt 
to prevent the uncontrolled reaction the process was varied by pre-nitriding 
the specimens, modifying the nitriding cycle pressure, time, and temperature, 
and changing the nitriding aids. However, successful nitriding of high green 
densitv silicon compacts has not been achieved to date, although the results 
obtained are encouraging enough to warrant continuation of the program. 

Seven hot pressed silicon nitride rotor hubs were spun to failure in the 
cold spin pit for evaluation of strength and correlation with MOR bar test 
data. Burst speeds ranged from 102,000 to 120,000 rpm. The Weibull slope for 
the hubs, based on burst speed, was 17.66, with a characteristic speed of 

115,965 rpm. 

In order to check out the turbine rotor test rig, two hot pressed Si3^ 
hubs (without blades) were run to 15% speed (10,125 rpm) and 1850 F. Following 
this, a set of ceramic turbine rotors of recognized low quality were spun to 
12,848 rpm and 1950oF for a short time before failure, due to an axial rub. 
This test therefore revealed insufficient cold clearances. 

An assessment of the current project status indicates that the primary 
approach for rotor development continues to be the duo-density SisNi^ concept. 
Significant improvement in bond quality has been achieved by hot pressing the 
hub and press bonding to the blade ring in one operation. Spin testing confirmed 
room temperature strengths of hot pressed rotor hubs; based on this, strength 
at temperature should be adequate for the rotor requirements. Full confirmation, 
however, must come from actual operational testing in a representative high 

temperature environment. 
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3.1.1 DESIGN AND ANALYSIS 

Introduction 

Development of in-house computer codes discussed in the last report t-6) 
for three dimensional analysis of temperature and stress is continuing. Two 
additional finite element computer codes are discussed, along with associated 

model modifications. 

Heat transfer coefficients for the first stage rotor at various operating 
conditions were calculated for typical blade sections.  Convection coefficients 
for the second stage rotor at full speed operation were determined for a typical 

section. 

Work was continued on the design of the common profile rotor disks, 
including a method of evaluating heat transfer in the interstage hub cavity. 

Three Dimensional Analysis of Ceramic Rotors 

The previous report (6) discussed development of the Ford version of the 
SAP C8^ three dimensional stress analysis code.  Further work is needed to 
complete modifications to allow analysis of repetitive structures (y), and 
apply this to the ceramic turbine rotor. 

In the meantime, two alternate finite element computer codes are being 
investigated for three dimensional rotor analysis. These alternate codes, 
designated ANSYS (10) and NISA C11), are proprietary and are being made 

available from their owners on a royalty basis. 

Both NISA and ANSYS utilize the frontal technique for equation solution 
whereas SAP makes use of the bandwidth technique. This basic difference 
requires the model of the rotor to be constructed differently for SAP analysis 

than for analysis by the alternate codes. ANSYS and NISA, however, have 
virtually identical input requirements, although there are differences between 
the two. The ANSYS code is limited to the eight noded brick for solid element 
analysis; this element incorporates Wilson's (12) incompatible displacement 
functions. NISA is available with 8, 20, and 32-noded solid elements, the 
higher order elements being used for rotor analysis.  In addition, ANSYS 
has both steady state and transient heat transfer capability whereas NISA, 
to date, has steady state capability only. Material properties may be input 
as a function of temperature for both NISA and ANSYS stress analysis and for 
ANSYS heat transfer analysis, while the NISA heat transfer analysis accepts 
only constant material properties. Another major difference is that NISA 
is mounted on an in-house computer whereas ANSYS must be conducted on an 

outside computer. 

As mentioned, both alternate codes are proprietary and can be used only 
on an as-is basis; therefore, they do not meet some of the special requirements 
of the total rotor analysis program. An example is their lack of output data 
in a form suitable for input directly to the Weibull strength analysis computer 

program.  Therefore, work is continuing on the Ford version of the SAP code, 
which can be modified to suit the overall needs of ceramic rotor analysis. 

Work is also continuing on the Ford TAP three dimensional heat transfer 
code to incorporate temperature-dependent material properties. A refinement 
of the analytical design process, discussed in the previous report, i  )  was to 
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provide accurate three-dimensional analyses of mechanical and thermal loadings 
on ceramic structures.  Utilizing the methods described in this approach, heat 
transfer film coefficients were computed at 55 percent speed and 100 percent 
speed conditions for the first stage rotor at three radii, representing 
three separate airfoil cross-sections of the blade.  Also, film coefficients 
for the second stage rotor were computed at 100 percent speed at a given radius. 

These data provide spatial variations of film coefficients from leading- 
to-trailing edge.  Step-wise temporal variations are achieved at 55 percent 
and 100 percent speed conditions. The transient conditions between these 
steps are taken into account by using the 55 percent speed coefficients 
from light-off (time = 0) to 55 percent speed conditions.  Likewise, the 
100 percent speed film coefficients are employed to account for transients 
between 55 and 100 percent speed and for steady state conditions at 100 
percent speed. 

Average values of film coefficients for the rotor inter-blade channel 
and outer tip shroud were computed by an empirical method give: by Zysina- 
Molozhen and Uskov (13). These data, when combined with the airfoil film coeffi- 
cients, may be mapped through interpolation and extrapolation to cover the 
full hot flow path wetted-surface area. As such, they constitute a set of 
boundary conditions for three dimensional as well as two dimensional rotor 
thermal and stress calculations and provide spatial and step-wise temporal 
variations which accurately simulate the critical engine running environment. 

The method involves computation of initial flow angles, relative blade 
inlet velocities, and other flow parameters for all turbine stages for various 
radii throughout the flow path by use of a modified Ainley-Mathieson 11+ computer 
program. This established both the relative and the total inlet and exit flow 
conditions for all radially distributed stream tubes for airfoils in both 
turbine stages. These data were used as input to the TSONIC f15) computer program 
which was utilized to determine the velocity distribution tangent to the airfoil 
surface. The velocity distribution adjacent to the boundary layer as computed 
by TSONIC and the accompanying total or free-stream conditions computed by 
the Ainley-Mathieson program were directly input to BLAYER C16)^ the boundary 
layer program. Output of BLAYER encompasses all principal boundary layer 
information.  Film coefficients were obtained directly from a modified 
BLAYER which utilizes re  gas conductivity for air at the film temperatures 
under consideration. 

All vane airfoil boundary film coefficients were obtained directly 
from BLAYER except the stagnation coint (S/S   = 0) which was computed 
by a method of Cohen and Reshotko C17). This empirical method, which is 
applicable to stagnation point heating on the leading edge of cylinders, 
was used as an approximation for leading edge heating on vanes. On page 
58 of the last report f6), equations (1), (2), and (3), used in this empirical 
relationship, were inadvertently printed in error.  These should be corrected 
to read: 
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Figures 3.1 through 3.6 show film coefficient predictions on the 
suction and pressure surfaces of the first stage rotor blades at radii of 
17 1.994 and 2.294 inches at 55% and 100% speed. These locations are 
indicated on the profile for the rotor blade inset in Figure 3.1. All 
suction surfaces of the first stage rotor exhibited both laminar and 
turbulent flow with the transition regime approximated with the dotted 
line  Transition between laminar and turbulent flow appeared to vary 
between S/S   of 0.3 to 0.55, depending on flow rate, radial stream tube 

position an9afocal surface angle. 

i 
'' 

All first stage rotor pressure surfaces exhibited both laminar and 
turbulent flow except the 55 percent speed case for radii of 1.994 and 
2.294 inches. These flow regimes had been predicted earlier to be laminar 
only.  Experimental data from work of Barnes and Edwards C18) appears to 
corroborate the prediction of turbulent flow observed .on the first stage 
rotor pressure surfaces, since experimental values of turbulent flow were 
evident on similar pressure surfaces examined in that study..  Prediction 
criteria for detecting turbulent flow transition is difficult, and there 
is much disagreement among methods presently available. However, it appears 
that the Schlichting-Ullrich-Granville C19.2".21) method built into BLAYER 
does an adequate job of predicting turbulence on turbomachinery blades. 

Figure 3.7 shows heat transfer coefficients for the second stage rotor 
blade at a radius of 1.7 inches for 100 percent speed.  This location is also 
indicated on the blade profile. The suction surface, unlike that of the first 
stage rotor, exhibited all laminar flow. The pressure surface exhibited both 
laminar and turbulent flow but transition occurred very far downstream at 

S/S max 0.9, 

Figures 3.8 through 3.11 present adiabatic wall (or recovery) temperatures 
computed by BLAYER for the hot flow path cross-sections examined for the rotors 
in the course of this study.  These temperatures are used with their corres- 
ponding filia coefficients as indicated in the previous report t-6-). 

Table 3.1 presents average film coefficients for first stage rotor 
inter-blade channels (or grooves) and outer tip shrouds. These data were 

computed by empin il methods (6>13). 

When this work on the TAP three dimensional heat transfer code is 
completed, along with the SAP modifications for repetitive structures, these 
two finite element codes - used in conjunction with the Weibull statistical 
strength analysis code - will form a very useful package for the design of 
brittle materials in general and ceramic turbine rotors in particular. 
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Blade, at 100% Speed, 2960oR Inlet Temperature, and 
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Heat Transfer Film Coefficients, First Stage Rotor 
Blade, at 55% Speed, 2390oR Inlet Temperature, and 
Radius of 2.294 Inches 
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Figure  3.6 Meat Transfer Film Coefficients,  First Stage Rotor 
Blade,  at  100% Speed,   29600R Inlet Temperature,  and 
and Radius of 2.294  Inches 
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Figure 3.7 Heat Transfer Film Coefficients, Second Stage Rotor 
Blade, at 100"* Speed, 29600R Inlet Temperature, and 
Radius of 1.7 Inches 

Figure 3.8 Adiabatic Wall Temperature of First Stage Rotor Blade 

at Radius of 1.7 Inches 
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Figure  3.9 Adlabatic Wall Temperature of First  Stage Rotor Blade 
at Radius of 1.994 Inches' 

Figure 3.10        Adiabatic Wall Temperature of First Stage Rotor Blade 
at  Radius  of 2.294  Inches 
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TABLE  3.1 

AVERAGE FILM COEFFICIENTS FOR 
INTER-BLADE  CHANNEL GROOVE AND SHROUDS 

Average Convective Heat 
Transfer Film Coefficient 

Btu/(Ft2-Hr-0R) 

Outer Shroud 

55% 

182 

100% 

395 

Inner Shroud 
or Channel 

197 

100% 

449 

: 
Figure 3 ,11        Adiabatic Wall  Temperature of Second Stage Rotor Blade 

at Radius of 1.7 Inches 
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Thermal Stresses in Rotor Disks 

The centrifugal stresses calculated for the common profile rotor disks 
were tabulated in the previous report (6). The calculation of thermal stresses 
of the common profile disks is in progress, commencing with the generation of 
the thermal boundary conditions.  The finite element grids used for the 
centrifugal stress analysis are also being used for the heat transfer analysis; 

these grids were shown in the last report t6-). 

In order to generate thermal boundary conditions for the common profile 
rotors, it. was necessary to calculate the temperatures of the curvic couplings 
and the rotor attachment bolt using the thermal model of the assembly which 
includes the rotors and shaft. This finite element thermal model was shown in 
a previous report (3), and was modified to reflect the common profile rotor disks. 

The gas flow in the common cavity between the first and second stage rotors 

is considered to bo fed by the first stage rotor discharge.  The assumed 
circulation is shown in Figure 3.12. Hot gas leaks into the cavity between the 
first stage rotor and the second stage stator. Some flows down the center 
of the cavity and up the faces of the disks, while the remainder crosses the 
bottom of the second stage stator platform; both streams exit between the second 
stage stator and rotor. Some of the gas is recirculated, but it is impossible to 
predict the amount. The gas entering the cavity has a calculated static 
temperature of 2150oF and a calculated static pressure of 34 psia at 100 percent 
speed with a turbine inlet temperature of 2500DF. The cavity gas is assumed to 
be circulating such that the heat transfer correlation for a free disk with 
radially uniform heat flux applies. The heat transfer correlation l^J used is 

0.80 
h = 0,25 

(pur2 \ (Cyy        \ 
\  y  /      \0.70 k^ 

0.60 (4) 

Where 

k = thermal conductivity 

r = radius 

p = density 

a) = angular velocity 

y = dynamic viscosity 

C = specific heat 
F 

This !<= plotted in Figure 3.13 with the corresponding adiabatic wall 
temperature. The adiabatic wall temperature is based on a static temperature 

of 2150OF. 

The heat transfer coefficients for the first and second stage rotor 
blades were shown earlier in this section. The heat transfer coefficients 
for the blade are not directly applicable to the two-dimensional finite element 

program, but are used with the fin efficiency of the blade to calculate an 
equivalent heat transfer coefficient that is utilized in two-dimensional 
thermal stress axisymetric analyses. The formula for this calculation has 

been given previously C1). 
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Figure 3.12        Assumed Hot Gas  Circulation in Cavity Between First 
and Second Stage Rotors 
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3.1.2 MATERIALS AND FABRICATION 

Introduction 

The primary in-house effort on fabrication of ceramic turbine rotors con- 
tinues to be expended on the silicon nitride duo-density rotor.  Blade fill 
reinforcement and restraint systems have been developed and simultaneous hot 
pressing of contoured hubs and hub-to blade ring bonding has been accomplished. 

The development of slip casting of silicon nitride shapes by a modified 
investment casting technique has been extended to complete rotor blade rings 
in an effort to obtain higher strength reaction sintered parts for improved 
hot-press bonding.  Remaining problems are removal of the shell mold after 

forming and complete nitriding of the blade ring. 

A process for nitriding silicon shapes which were slip cast to very high 
densities, such that the resulting material approaches theoretical density, 

is under development. 

Duo-Density Silicon Nitride Rotors 

The duo-density concept is one of several techniques being investigated 
for fabricating a ceramic turbine rotor.  In this concept, the high strength 
of the hot-pressed Si3N^  is utilized in the hub region where stresses are highest 
but temperatures are moderate and, therefore, creep problems are minimized. 
Reaction sintered Si3N^,  which can be readily formed into complex airfoil blade 
shapes by injection-molding, is utilized for the blades. The blades are generally 
exposed to the higher temperatures but lower stress levels than the turbine rotor 

disk. 

Work on the duo-density approach during this reporting period was directed 

toward further developing the graphite wedge hot pressing system t5'SJ   as the 
fabrication technique for bonding the reaction sintered Si3n^  blade ring and hot- 
pressed hub together. The blade ring assembly was injection molded in one piece 
from silicon metal powder and subsequently nitrided to form SisN^ having a 
density of 2.2 gm/cm3. Since the thin rim of the blade ring has insufficient 
strength to support the applied pressure during hot press bonding, a "double" 
blade fill" technique (6) was devised.  This technique consists of first filling 
the space or cavities between the blades with slip cast silicon and subsequently 
nitriding to Si3nk.    The Si3N1+ blade cavity inserts are independent of one another, 
A second blade fill of slip-cast silicon is applied, entirely encasing both the 
turbine blades and blade cavity inserts and is subsequently converted to SiglV 
Boron nitride is used to prevent the various blade fill materials from bonding 
to each other and to the turbine blades. The theoretically dense SisN^ contoured 
hub region was fabricated by hot-pressing AME alpha SigN^ powder with 2 to 5 w/o 
MgO added. The MgO is a densification aid which enables the alpha Si3n^  powder 
to be hot-pressed to theoretical density. The bond surfaces of all component 
parts were machined to remove any oxide or reaction surface layers just prior 

to hot-press bonding. 

Two press bonding fabrication techniques were the subject of develop- 
ment work during this reporting period. One technique (5J consisted of first 
hot-pressing a contoured SijN^  hub followed by press bonding the SisN^ hub 
and blade ring together. The other technique, although similar, involves 

both hot-pressing the contoured hub and hot-press bonding the hub to the blade 
ring in one operation.  Figure 3.14 illustrates the hot-press bonding rig used 
for the first technique. The inside diameter of the blade ring and outside 
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diameter of the dense Si3Xh  hub are machined to within a 0.001 inch slap fit 
and assembled in the hot-pressing rig.  Graphite foil is used throughout to 
minimize surface reactions and sticking.  A compression rig ^J is used to 
independently apply and control the pressure on both the outside graphite 
wedge system and inside hub component.  The graphite wedge system is used 
to restrain and prevent deformation of the blade ring during hot-press bonding. 

GRAPHITE 
SLEEVE 

TAPERED 
GRAPHITE 
OUTSIDE 
WEDGE 

TAPERED 
GRAPHITE 

INSIDE 
WEDGE 

Figure 3.14   Hot Press Bonding Assembly 
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The rotor assembly is hot-press bonded at 1750oC and 2500 psi for 2 hours. 
In an effort to improve bonding, the magnesium oxide additive in the hot 
pressed hub was increased from 2 to 5 w/o.  Preliminary microprobe analysis 
indicated magnesium diffusion across the bond interface.  Although not 
verified as yet by vacuum spin testing, it is assumed that stronger and more 
uniform bonds will result by increasing the MgO concentration in the Si 3^ 
powder from 2 to 5 w/o.  This should not affect the performance of the 
Si3N4 turbine rotor as the projected temperatures in the hub region are below 
the critical temperature at which creep becomes a significant problem.  In 
addition, the 5 w/o MgO concentration eliminated the slight density variations 
previously experienced in the Si^Ni^  contoured hubs and was needed to consistently 
insure complete densification of the curvic region in the hub.  Figure 3.15 
siiows a typical bond interface which is at the turbine blade radial centerline 
axis.  Although excellent bonding was produced near the blade centerline 
axis, bonding at the outer extremities of the rim was only fair to poor.  This 
is a result of insufficient pressure applied to the bond interface at these 
extremities due to the shape of the contoured graphite piston in this region. 
In addition, slight convex bowing of the blade rim was observed due to the 

higher concentration of pressure in this area. 
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ill 
Figure 3.15   Microstructure of Bond Interface Between Hot Pressed 

Silicon Nitride Rotor Hub and Reaction Sintered Silicon 

Nitride Blade Ring (500 X] 

Small variations in the hot-press bonding rig design have eliminated many 
of the previously experienced cracking problems. The excessive circumferential 
cracking problem was essentially eliminated by using the same graphite contoured 
pistons to hot-press the hub and hot-press bond the hub to the blade ring.  This 
eliminated slight dimensional variations between the hub and pistons that were 
responsible for the circumferential cracking during bonding. 
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To improve  the bonding over the  entire  interface,  the hot-press 
bonding  rig was   altered slightly  to  enable the  simultaneous  hot-pressing and 
hot-press  bonding  of the Si3N4 hub  to  the blade  ring.     The hot-press bonding 
rig  for this  operation  is  shown  in  Figure  3.16.     In  the previously described 
hot-press bonding  technique,   the Si3N^ hub  was  hot-pressed  to  theoretical 
density at  4000  to  5000 psi  pressure prior to the bonding  cycle.     However, 
the  reaction  sintered blade  ring  could not withstand this  pressure.     It was 
found that  complete  densification  at  much  lower pressures   (2000  to  2500 psi) 
could be  achieved  if magnesium nitrate  rather than MgO was  used  as  the 
densification  additive.     The magnesium nitrate was  dissolved  in  the  alcohol 
used to wet ball-mill  the AME  Si3Hh powder,   thus  producing  a more  uniform 
distribution.     The  magnesium nitrate was  added to produce  a concentration 
equivalent  to  2 w/o MgO. 

GRAPHITE 
SLEEVE 

OUTSIDE 
GRAPHITE 

PISTON 
FOR WEDGE 

TAPERED 
GRAPHITE 
OUTSIDE 
WEDGE 

BLADE 
FILL 

TAPERED 
GRAPHITE 

INSIDE 
WEDGE 

REACTION 
SINTERED 

BLADE 
RING 

Figure  3.16 Hot Press  Bonding Assembly for Simultaneous Forming 
and Bonding a Silicon Nitride Rotor Hub  to a Blade Ring 
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Figure 3.18   Microstructure of Bond Interface (250 X) 

Monolithic Turbine Rotors 

It has been previously reported C5'6) that a program had been initiated at 
the Georgia Institute of Technology Experiment Station directed at the develop- 
ment of investment casting techniques for forming precision cast ceramic shapes. 
Single airfoil blades and rotor segments of three adjacent blades were success- 
fully cast from silicon slip in experimental fused silica shell molds and the 
shell mold subsequently removed after the shape had been nitrided to SisN^. 

The effort has been extended to complete rotor shapes in each of two 
designs;  1) a second stage rotor complete with contoured hub plus additional 

stock for the grinding of the curvic coupling and 2) a second stage rotor 
blade ring having airfoil blades and supporting rim structure but containing 
no central hub.  Recent emphasis has been on the latter configuration, which 
is intended for use in duo-density Si 3^ rotors having a hot-pressed Si3N4 

contoured hub. 

Figure 3.19 is a photograph of a wax turbine rotor blade ring pattern 
(right) molded as one piece. On the left is a completed shell mold, made 
from such a wax pattern, photographed after the wax pattern had been removed 
and the silica mold air-fired to achieve strength adequate for casting and 
handling and to remove any residual traces of wax.  Figure 3,20 shows such 
a mold after filling with silicon casting slip by a centrifugal casting method 
whereby all blade cavities are forcibly filled and a common blade ring formed 
in a shape suitable for the duo-density press bonding method.  Such blade rings 
have been formed using both a casting sUp which may be conventionally nitrided 
to 2.7 gm/cc density SigNi, and a high density casting slip which when nitrided 

would yield near theoretical density. 
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Figure 3.19   Wax Pattern (Right) and Completed Shell Mold (Left) 
for Slip Casting of Rotors 

Figure 3.20   Shell Mold as Filled with Slip 
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Current silica shell molds have exhibited too high a fired strength for 
complete removal of the mold after nitriding without some blade damage. 
Experiments directed at weaker molds after nitriding are in progress. 

High Pressure Nitriding of Reaction Sintered Silicon Nitride 

Since near theoretical density is required to meet the high stress 
conditions in the hub region of silicon nitride turbine rotors, work has 
been directed toward the duo-density turbine rotor concept incorporating 
a hot pressed hub bonded to a molded blade ring. However, if high density 
reaction sintered Si3^ could be made with sufficient strength to satisfy 
all the stress conditions of the turbine rotor, the fabrication of monolithic 
Si3N4 turbine rotors would be simpler than a duo density rotor and the blades 
would be stronger. 

To increase the density of reaction-sintered SijNij components, the 
green density of the silicon compacts must correspondingly increase.  Silicon 
metal compacts have been slip-cast to a density of 1.91 gm/cm3, equivalent to 
3.18 gm/cm3 density when fully converted to SißN^. Experience has shown that 
complete nitriding cannot be accomplished for a silicon compact having a green 
density greater than 1.6 gm/cm3 (equivalent to 2.7 gm/cm3 SisN^) under conventional 

ambient pressure nitriding conditions. 

Preliminary work has shown that high density slip-cast silicon test bars 
nitrided under standard conditions at one atmosphere of nitrogen resulted in 
a high density SigN^ surface layer approximately 0.030 inches thick with little 
nitriding at the interior.  The surface layer of such a nitrided test bar is 
shown in Figure 3.21.  It appeared that the high density SigN^ surface layer 
sealed off the interior and thus prevented penetration of nitrogen gas 

to the interior. 
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Figure 3.21 Section of Silicon Nitride Test Sample Showing High 
Density Surface Layer (100 X) 
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The gas permeability in porous structures is a function of pore size, 
pore volume, and gas pressure gradient. The pore size and pore volume of 
slip cast silicon compacts are governed by the starting material size distri- 
bution and powder packing efficiency to obtain the desired final Si2Nh  density 
and thus are relatively fixed.  A technique which would increase the access- 
ability of the nitrogen gas to the inner structure in both the initial 
and final sintering stages would provide a means of achieving a fully reacted, 
high density material. Therefore, a program has been undertaken with Battelle 
Memorial Institute to investigate the potential of using a high pressure 
nitrogen atmosphere to enhance the nitriding of high density silicon compacts. 

The high temperature, high pressure autoclave facility at Battelle has the 
capability of exerting gas pressures up to 50,000 psi on specimens of various 
shapes and sizes. The program plan was to determine the effect of nitrogen 
pressures on the degree of nitriding and the resultant final density. Pressures 
of 10,000 to 30,000 psi were to be utilized in conjunction with the current 
Ford atmospheric reaction-sintering time-temperature cycleö This cycle 
consisted of 24 hours each at temperatures of 2000 F, 2300 F, and 2660 F. 
Samples were prepared from silicon powder at various density levels from 
74 to 82 percent of theoretical (74% dense silicon, if fully nitrided would 
be converted to Si3^ at 90% of theoretical, 82% dense silicon would be 
equivalent to 100% dense Si3N1+).  Several specimens contained CaF and Fe^ 
as nitriding aids. The samples were nitrided in unsealed molybdenum 
cans and the nitrogen gas was cleaned by passing through a "getter" prior to 

specimen contact to remove traces of oxygen. 

The first autoclave cycle was run at 20,000 psi nitrogen pressure. The 
specimens from the first run were severely reacted and distorted. Metallographic 
examination of these specimens revealed incomplete nitriding with large amounts 
of porosity apparently resulting from the exudation of molten silicon from 
the structure. At sometime during the cycle, the exothermic reaction became 
prematurely uncontrollable, causing temperatures to exceed the melting point of 
the silicon metal before a supporting nitride structure had formed within the 
specimen. At 20,000 psi nitrogen pressure, the runaway exothermic reaction 
appeared to have begun at about 1200 C (2192 F), which is a lower temperature than 
normally observed during nitriding at atmospheric pressure. 

Several of these specimens did retain their shape and did develop internal 
patches of high density silicon nitride. However, the thermal runaway caused 
acceleration of the reaction kinetics and loss of control of the reaction. If 
high pressure nitriding is to be developed into a viable process, the optimum 
time-temperature nitriding cycle at a selected pressure(s) must be determined. 
The major consideration at any pressure will be to maximize reaction rate and 
final density without initiating a thermal runaway due to the exothermic 

nitriding reaction. 

It is postulated that an entirely new set of kinetic relationships are 
in effect under high-pressure nitriding conditions. To optimize the high- 
pressure nitriding technique, it was concluded that increased pre-nitndmg 
at both lower temperatures and pressures may permit better control over the 
exothermic reaction.  In addition, by reducing the pressure to 10,000 psi, 
considerable cost advantage would be realized both in terras of operating 
costs and future capital equipment expenditures. Therefore, the program was 
redirected toward increasing the degree of nitriding at both lower temperatures 

and pressures. 
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Slip cast silicon cylinders were prepared at density levels equivalent to 
90, 95, and 100 percent 813]^.  In addition, silicon samples were prepared containing 
1 and 3 w/o iron oxide at 95 and 98 percent equivalent Si3Ni+ density levels, respec- 
tively. The program plan was to evaluate the degree of nitriding under 10,000 psi 
nitrogen pressure in the 900 C (1652 F) to 1350 C (2462 F) temperature range for times 
ranging from 5 to 15 hours.  Figure 3.22 illustrates typical reaction curves 
for 95% equivalent SisNi, density level silicon specimens for several autoclave 
cycles.  Complete nitriding corresponds to a 67 percent weight gain. The results 
showed less than 2%  nitriding at temperatures up to 1150oC (21020F) .  Increasing 
the temperature to 11750C (23270F), not illustrated in Figure 3.22, caused the 
exothermic reaction to occur, resulting in exuded silicon metal.  In an attempt 
to increase the reaction temperature to 1200 C and avoid the exotherm, the heat- 
ing rate was decreased by a factor of 3-1/2 (from 2 to 7 hours to temperature). 
At 1200OC (21920F) , approximately 16% nitriding was obtained in the pure silicon 
metal specimen in 15 hours, while the iron oxide-containing specimens achieved 
ahout 18% nitriding in the same period. Nitriding times in excess of 10 hours 
did not produce significant improvements as indicated by the relatively level 
reaction curves. Thus, nitriding temperatures in excess of 1200 C are required 
to completely convert the silicon to Si^i^  under 10,000 psi pressure; however, 
as nitriding temperatures increase, it becomes more difficult to control the 
exothermic reaction and exudation of silicon metal. 

Several samples that were high pressure nitrided at 1200 C for 15 hours 
to about 15-18 percent were rerun at 10,000 psi nitrogen pressure in the auto- 
clave at 13500C (2462C'F) for 5 and 15 hours. The results of these autoclave 
cycles are summarized in Figure 3.22 and are indicated by the square data points. 
Nitriding of approximately 40 percent was obtained for silicon specimens con- 
taining 3% iron oxide, which would be 95% dense if completely nitrided. The 
higher nitriding temperature of 1350 C produced a significant increase in the 
degree of nitriding, and iron oxide additions appear to be more effective at 
higher temperatures. No exudation of silicon metal was observed. This 
nitriding temperature is 100 C lower than the 1460 C (2660 F) nitriding temperature 
used in the standard atmospheric nitriding cycle. Again, longer times at 
temperature and pressure had little, if any, effect on nitriding. 

Although the results to date are incomplete, they are encouraging. 
Further effort will be concentrated on evaluating the effect of nitriding 
temperatures in excess of 1350 C.  From the work to date several conclusions 
appear evident, which are: 

1) High pressures do not lower the reaction temperature but appear 
to increase the reaction kinetics at a particular temperature. 

2) Temperatures in excess of 1350 C (2462 F) are required to 
completely nitride 95 percent equivalent dense 813^ silicon 
compacts. 

3) Temperatures of about 1200oC (21920F) will initiate an uncontrollable 
exothermic reaction under 10,000 psi nitrogen pressure unless 
significant nitridation (15-20 percent) is achieved beforehand. 

4) Green density level does not excessively effect the nitriding 
rate at high pressures, as there was little difference noted in 
the 90, 95, and 100 percent equivalent Si-^h,  density level silicon 
specimens. 

5) Iron oxide appears to increase the nitriding rate and the amount 
of nitriding obtained, especially at the higher temperatures. 

(• 
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Figure  3.22        Nitriding Rates  at Various Temperatures of 95% Equivalent 
Silicon Nitride Density Slip Cast Samples at  10,000 psi 
Nitrogen Pressure 

 — 



yijljljj^pi,^^^ '."'J'1 

üiai^mijiii . ■   r^.+f+mm 

>{ 

■ 

3.1.3 TESTING 

Spin testing of ceramic turbine rotor components has continued during 
this reporting period. A test group of seven hot-pressed Si3^  ™tor 

hub . Tde unle? the same conditions, were spun to ^^ -^f/^ 
evaluation.  While analysis of the results is incomplete, relatively 

low scatter is indicated. 

Shakedown testing of the turbine rotor test ^^^''TllTofs 
using metal rotors. The initial testing of ceramic turbine rotors 
ended in failure, believed caused by inadequate clearance between the 

rotors and the stators. 

Further testing of the rotor bolt attachment tool was conducted, 

and design improvements are discussed. 

Testing of Hot-Pressed Si^N\ Rotor Hubs 

len hot-pressed SioN. rotor hubs, similar to those used in fabricating 
duo-deSit /oto", were3 processed for strength evaluation testing A single 
batch of 5% MeO - AME SioN. powder mixture was used to hot press tne rmos. 
Care was taken to fabriclte 'these parts under as nearly identical conditions 

as possible. 

Seven of the ten test hubs were selected for destructive spin pit 
teMZ    T„o others,were set aside to he - ^ -tor g- s^he^ ^ 

r;- rrVtS AAfsfat-LJ anai^is     Correiation of the 
MOR data and rotor hub burst data is  currently m progress. 

The seven rotor hubs  for spin testing were radiographically and 

LBbLiiig.     in    ^ J ♦„ i   Tzn inrVipq      The center bore   [0.5U  mcnj  was 
Sl^to8. rooorinch8»" A    i«nd   "«ed'foS^grinding tool »as used to 

-ihBr:: ^rÄou^rr ää ^ 
used in press bonding in order to minimize finish machining. 

ThP test urocedures adapted for this test have been described in 
detail (2)  AU hubs were tested to destruction, and photographs at burst 
^  'w re'obtiined in most cases. A typical hub burst is sho^ - ^ -  " 

A'cross-section of one hub after burst ^of °w\ J"^^ ^^^'o^ferarof the 
from a central location near the center bore. This is typical ^ sev 
la?2er pieces recovered from the spin pit; it is impossible to tell from 
hectographs at burst if the larger sections are associated with the 
orLination of the burst. A series of photomicrographs up to 1000X (Hgure 3.25J 
did nofreveal anything unusual in this region. Burst speeds ranged from 
102 MO to  120  no rpm  The Weibull slope for hub burst speed was 17.66 with 
fciaracteristlc spSd of 115.965 rpm. Characteristic speed is the Weibull scale 
parameter of the distribution and is always equal to the speed at 63.2„failure 
on the Weibull curve. This indicates a high degree of consistency m this 
particular batch of rotor hubs.  This Weibull modulus should not be confused 
with the material strength modulus reported elsewhere. 
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Figure 3.23   Hot Pressed Silicon Nitride Rotor Hub at Burst 
[1(32,800 rpm) 

Figure 3.24   Large Section of Rotor Hub Recovered from Spin 
Pit After Burst Test, Indicating Suspected Area 

of Fracture Origin 
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Figure S.25   Suspected Area of Fracture Origin of Rotor 
Hub (1000 X) 

A finite element stress analysis was performed for a typical hub at 
burst speed. The resulting maximum principal tensile stress contours are 
shown in Figure 3.26.  Stress concentrations are seen at the center bore and 
neck regions of the hub.  The maximum tensile stress is indicated at the bore. 
However, the relatively small volume of material under high stress may make 
the center bore less critically stressed than the neck.  Completion of the MOR 
correlation study and the hub Weibull analysis should resolve this question. 
These calculated strengths are comparable to previously reported average tensile 
strengths, and are encouraging in excess of calculated bore stresses in the com- 
plete duo density rotor iH). 
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MAXIMUM  PRINCIPAL STRESS (PSD 

Figure 3.26   Maximum Principal Stress Contours (psi) of Rotor 
Hub at Burst Speed of 116,000 rpm 

Testing in the Turbine Rotor Test Rig 

Shakedown of the turbine rotor test rig (TRTR), shown in Figure 3.27, 
was completed with metal turbine rotors at a turbine inlet temperature of 
1930OF, and a speed of 32,000 rpm or 50% of design speed. 
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Figure 3.27   The Turbine Rotor Test Rig 

Following this checkout, the rig was rebuilt with two hot pressed 
Si3N4 rotor hubs without blades (spacers) utilizing the previously described ^2-) 

folded bolt attachment hardware. This initial shakedown of the ceramic 
attachment design performed flawlessly through three thirty minute cycles 
from room temperature to 1850oF inlet temperature (0-15% design speed). Higher 
temperatures were not possible in this configuration due to backflow of hot 
exhaust gases through the compressor, as a result of running without turbine 
blades.  Post-testing examination of the test hardware indicated the curvic 
coupling had allowed the required radial motions between metal and ceramic 
components. The rotor bolt had not taken a permanent set indicating design 
cooling air flows were adequate. 

Prior to the next build, a set of 
to 20,000 rpm in the vacuum spin pit. 
indicated this set of rotors were not 
tested at low temperature and speed, 
mounted to the turbine shaft prior to 
qualified ceramic rotors, a set of me 
previously used in the initial cerami 
between stators and rotors were held 
leakage between the two rotor stages. 

ceramic turbine rotors were qualified 
Radiographic and visual inspection 

of high quality and would therefore be 
Figure 3.28 shows the two ceramic rotors 
buildup. The rig was rebuilt using the 

tal stators, and all other test hardware 
c shakedown test. Axial clearances 
to 0.015 inches to minimize hot gas 
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Figure 3.28   First Set of Ceramic Rotors Mounted on Power 
Turbine Shaft 

After startup, a speed of 12,848 rpm and a turbine inlet temperature 
of 1950oF was reached and held for five minutes when failure occurred. The 
ceramic rotors failed, with severe damage to other components of the rig. 
This failure has been attributed to insufficient cold clearances between the 
rotors and the stators, causing an axial rub after thermal equilibrium was 
reached. This test was considered significant for the following reasons: 

(1) The combustor light-off with a set of ceramic rotors was 
accomplished without incident. 

(2) The test objective, the attainment of 1950oF and 20% engine 

speed, was accomplished. 

The TRTR is being rebuilt in preparation for testing higher strength 

turbine rotors in 1975. 
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Ceramic Rotor Attachment 

Tests were conducted to evaluate the effectiveness of the installation 
tool used to preload'the folded bolt during assembly of the turbine. The 
tool is designed to stretch the bolt to the required preload while intro- 
ducing essentially zero torsional stress, and utilizes a conventional 
method for producing controlled clamping load in a bolt where torsional 
stress of any magnitude would be undesirable. Operation of the tool was 

described in a previous report C5). 

The tool was initially designed using the principle f at rotation 
would only occur at the lubricated needle bearings and that relative motion 
between the threaded puller and the tension member of the bolt would not 
occur.  Initial evaluation indicated that a lower than expected coefficient 
of friction of the threaded end of the tension member did in fact permit 
rotation to occur.  The puller body was redesigned to include a retractable 
spring-loaded pin lock engaging a slot across the end of the tension member. 
Parts were modified and additional testing confirmed that this was a workable 
solution which would permit evaluation of the tool at the design (3900 pound) 

clamping load level. 

Load was applied through the tool to produce the required preload in the 
bolt, as indicated by a calibrated strain gaged load ring.  Holding this 
load, the engine nut on the tension member was tightened using the tool 
until the load ring output indicated that the nut had accepted a small portion 
of the load. At this point the tool was removed and the strain (and preload) 
induced in the folded bolt was expected to remain. The efficiency of this load 
transfer from fixture to rotor nut was checked by accurately measuring the 
extension of the tension member caused by the induced load.  Length measurements 
taken under controlled conditions before and after stretch indicated that this 
efficiency of transfer was approximately eighty percent but was repeatable. 

Further testing is planned to determine whether this loss of load is due 

to thread deformation when the full load is applied to the rotor nut or 
whether radial looseness in the nut thread is a contributing factor.  If 
the exact cause cannot be determined, the load applied by the tool can be 
artificially increased to produce the desired load in the bolt so long as the 

efficiency of transfer remains repeatable. 

I 
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3.2 CEP^MIC STATORS, ROTOR SHROUDS, NOSE CONES, AND COMBUSTORS 

SUMMARY 

Work continued on the three-dimensional heat transfer and thermal 
stress analyses of first and second stage stators. Heat transfer film 
coefficients were computed for second stage stators at 55% and 100% speed 
conditions. Additional heat transfer film coefficients were determined 
for the first stage stator at the 100% speed condition. 

First stage stators of higher density (2.55 gm/cm3) silicon nitride were 
injection molded with outer shrouds free of detectable defects, using changes 
in gating configurations to improve quality.  Several stators were transfer 
molded from silicon carbide using the one-piece first stage stator tooling. 
Fabrication of slip cast Si^N^  rotor shrouds continued with no additional develop- 
ment work. Thermal shock rig testing of low density (2.2 gm/cm3) one-piece first 
stage stator vanes resulted in failures in 800 to 1000 cycles at a maximum cycle 
temperature of 2300 F. Higher density (2.55 gm/cm3) vanes were crack free after 
3000 cycles at the same peak temperature. 

A ceramic combustor made from "Refel" reaction sintered silicon carbide 
was tested for 171 hours over a cyclic test sequence. This combustor survived 
the test, which included 20 hours at a combustor outlet temperature of 2500 F. 

Successful completion of the 100 hour engine durability test for hot 
flow path ceramic components was accomplished during this reporting period. 
The ceramic components consisted of a nose cone, a one piece first stage 
stator, first and second stage turbine rotor shrouds, and a spacer to replace 
the second stage stator. The test consisted of 17 cold starts, 14 hot starts, 
and 100 one-hour cycles during which the speed was automatically varied to 
follow the test cycle with a flat steady-state temperature schedule of 1930 F. 
All components survived 100 hours without structural failure. The nose 
cone and both shrouds remained crack free after over 200 such hours of cyclic 
durability. The first stage stator had no vane cracks, although two outer 
shroud cracks occurred at 103 hours. 

As an overall assessment, the development of ceramic stators, rotor 
shrouds and nose cones has achieved a major milestone - one hundred hours 
of demonstrated engine durability.  Cracking of the first stage stator outer 
shroud beyond 100 hours occurred at locations containing known defects; 
processing and material improvements should increase the life of this component. 
In addition, the nose cone and rotor shrouds of present configuration have 
achieved 200 hours durability at 1930OF. To enhance future fabrication and 
durability development, at some expense to aerodynamic efficiency, a Design D 
flow path configuration will be adopted, comprising common stators and common 
rotors in both first and second stage locations.  In addition, study of an 
updated flow path configuration, optimized for aerodynamic efficiency, ceramic 
manufacturing, and durability, will be carried out, culminating in a design 
layout. 
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3.2.1    DESIGN AND ANALYSIS 

Introduction 

In generating input for three dimensional stress and heat transfer 
analyses of stators, convective heat transfer coefficients for both 
first and second stage stator vanes were determined along with the 
adiabatic wall temperatures for the respective vane sections. The 
coefficients are given for various airfoil sections at 55 and 100 percent 

speeds and temperatures. 

Stator Stress and Heat Transfer Analysis 

The methodology for three-dimensional heat transfer and thermal stress 
analysis was elucidated in the last report (6) and was discussed briefly in 

Section 3.1.1 of this report. 

Stator analytical progress to date includes a complete set of heat 
transfer film coefficients computed by programs TSONIC and BLAYER. These 
data include convective film coefficient distributions on airfoil cross- 
sections at radii of 1.7, 1.95, and 2.2 inches for the first stage stator and 
at radii of 1.7, 2.05 and 2.4 inches for the second stage stator. These 
locations are indicated on vane profiles inset into Figures 3.29 and 3.35 
respectively.  Coefficients for both stators were computed at 55 percent and 
100 percent speeds in order to cover the range of engine running conditions. 
Estimates of convective film coefficients on the inner and outer shrouds 
between blades were also computed.  By cross-plots or extrapolation of these 
combined data, the full three dimensional wetted-surface can be mapped to 
simulate all the critical engine running environments. These coefficients 
are used in a manner similar to that used for rotors, as discussed in Section 

3.1.1 of this report. 

Figures 3 29 through 3.34 present film coefficients as a function of 
dimensionless surface distance S/Smay  at speeds of 55 and 100 percent for both 
suction and pressure surfaces of tlie first stage stator vane. Pressure surfaces 
exhibited entirely laminar flow during these conditions. From the stagnation 
point (S/S   = 0) to the dotted curve, the suction surface also exhibited laminar 
flow  Transition from laminar to turbulent flow is shown by the dotted curve. 
From the end of the transition regime to Smax, turbulent flow was predicted 

on the suction surface boundary layer. 

Figures 3.35 through 3.40 show heat transfer film coefficients computed 
on the pressure and suction surfaces of the second stage stator vanes for 55 
percent and 100 percent speed conditions. Suction and pressure surfaces, in 
all cases, exhibited both laminar and turbulent flow regimes. Transition 
(indicated by the broken curves) on suction and pressure surfaces generally 
occurred between an S/S   of 0.25 to 0.50. Physical phenomenon and transition 
criteria are discussed ^Section 3.1.1 of this report and in the last report ^J 

Figures 3.41 through 3.46 show the adiabatic wall temperatures computed 
by BLAYER for first and second stage stator vane surfaces. These data are 
used per the recommendations of Section 3.1.1 of this report and the last 

report t6J. 

Table 3.2 presents average film coefficients for first and second stage 
stator inner and outer shrouds. These data were also computed by empirical 
methods discussed in the last report C6) and are used according to recommen- 

dations presented therein. 
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Figure  3.29 
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Heat Transfer Film Coefficients, First Stage Stator 
Vane, at 55% Speed, 2390oR Inlet Temperature, and 

Radius of 1.7 Inches 
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Figure J.30   Heat Transfer Film Coefficients, First Stage Stator 
Vane, at 100%  Speed, 2960oR Inlet Temperature, and 
Radius of 1.7 Inches 
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Fieure 3 31   Heat Transfer Film Coefficients, First Stage Stator 
Vane, at 55t Speed, 2390oR Inlet Temperature, and 

Radius of 1.95 Inches 
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Figure 3.32   Heat Transfer Film Coefficients, First Stage Stator 
Vane, at 100* Speed, 2960oR Inlet Temperature, and 

Radius of 1.95 Inches 
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Figure 5.33   Heat Transfer Film Coefficients, First Stage Stator 
Vane, at iS'i  Speed, 2390oK Inlet Temperature, and 

Radius of 2.2 Inches 
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Figure 3.34   Meat Transfer Film Coefficients, First Stage Stator 
Vane, at 100'. Speed, 29()0ÜR Inlet Temperature, and 
Radius of 2.2 Inches 
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Figure 3 35   Heat Transfer Film Coefficients, Second Stage Stator 
Vane, at 55'. Speed, 2J90'JR Inlet Temperature, and 

Radius of 1.7 Inches 
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Figure 3.36   Heat Transfer Film Coefficients, Second Stage Stator 
Vane, at 100% Speed, ;!)60oR Inlet Temperature, and 
Radius of 1.7 Inches 
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Figure  3.37        Heat Transfer Film Coefficients,  Second Stage Stator 
Vane,  at ^5'. Speed,   2390oR Inlet Temperature,   and Radius 
of 2.05  Inches 
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Figure 3.58   Heat Transfer Film Coefficients, Second Stage Stator 
Vane, at 100%  Speed, 29()0oR Inlet Temperature, and 
Radius of 2.05 Inches 
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Heat Transfer Film Coefficients, Second Stage Stator 
Vane, at 55*» Speed, 2390"R Inlet Temperature, and 
Radius of 2.4 Inches 
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Figure 3.40   Heat Transfer Film Coefficients, Second Stage Stator 
Vane, at loot Speed, 2960oR Inlet Temperature, and 
Radius of 2.4 Inches 
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Figure 3.41        Adiabatic Wall   leraporature of First Stage Stator Vane 
at  Radius of 1.7  Inches 

Figure  3.-t2        Adiabatic Wall Temperature of First  Stage Stator Vane 
at  Radius of  1.95  Inches 
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Figure 3.43   Adiabatic Wall Temperature of First Stafe Stator Vane 
at Radius if 2.2 Inches 

Figure 3.44   Adiabatic Wall Temperature of Second Stage Stator Vane 
at Radius of 1.7 Inches 
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Figure 3.45   Adiabatic Wall Temperature of Second Stage Stator Vane 
at Radius of 2.05 Inches 
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Figure 3.46   Adiabatic Wall Temperature of Second Stage Stator Vane 
at Radius of 2.4 Inches 

TABLE  3.2 

AVERAGE  FILM COEFFICIENTS  FOR 
INTER-BLADE CHANNEL GROOVE AND SHROUDS 

Stage" 

First Stator 

Second Stator 

Average Convcctive Heat 
Transfer Film Coefficient 

Btu/(Ft2- hr-0R) 

Inner Shroud 
Outer Shroud or Channel 

55% 100% 55%        100% 

150 374 157          391 

143 314 158           55b 
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3.2.2 MATERIALS AND FABRICATION 

Introduction 

Work during this reporting period was directed toward fabricating flaw- 
free one-piece first stage stators using a silicon metal powder injection 
molding composition yielding reaction sintered Si3N^  of 2.55 gm/cm3 density. 
Stators previously fabricated and discussed in the last report t6) were of 2.2 
gm/cm3 density.  In addition, some work was done on transfer molding a reaction 
sintered SiC material, developed by Ford Motor Company on another program. The 
transfer molding process was used because this composition utilizes thermoset 
polymers which cannot be handled on available injection molding equipment. 

Silicon Nitride Stator Fabrication 

During this reporting period, development of a higher density one-piece 
first stage stator was continued.  Higher density parts (2.55 gm/cm3) have been 
molded which have no identifiable cracks or voids when inspected by x-ray 
radiography and a low power microscope.  Absence of internal voids in the 
.iter shroud represents a marked improvement over p-evious injection molded 

one-piece stators. These earlier one-piece stators which were engine tested 
(refer to Section 3.2.3 of this report) were noted to have failed through the 
outer shroud in a region con' aining cold shut (knit) lines. The cold shut lines 
were caused by material cooling at a surface as it advanced through the die 
cavity.  When two cooled surfaces contact as the part fills out, they fail to 

knit, leaving a crack-like defect. 

In an effort to eliminate cold shut and internal voids, new gating 
configurations were evaluated. Gating the material into the tool using a sprue 
bushing with 25 gates yielded 25 well defined knit lines. Changing to a 5 
runner gate reduce the well defined knit lines to 5 and diminished the other 20 
knit lines to a level barely visible.  A single runner gate with a reduced area 
at the cavity entrance yielded a component having no knit lines.  The mechanism 
which controlled knit line formation seemed to relate to the shear put into the 
material during injection. Greater shear forces yielded a more homogeneous part 
and produced a flaw free component, although mold release was a problem due 
to increased surface abrasion during injection of the entire shot through 
one vane cavity. Other gating systems and new mold releases are being evaluated 

to eliminate part release problems. 

Silicon Carbide Stator Fabrication 

The first stage one-piece stator tooling was adapted for transfer molding 
a special reaction bonded silicon carbide, developed under a separate in-house 
program.  Components were molded of several compositions incorporating slight 
variations. Some of the components molded had completely filled the die cavity 
and appeared visually perfect. These components are presently being processed 
aid results of their testing will be reported at a later date.  In addition 
several individual SiC stator segments were processed for thermal shock testing, 

as reported in Section 3.2.3 of this report. 
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Two major problems became evident during silicon carbide moldings: (1) 
tooling wear, and (2) excessive flash.  Both problems, although possible to 
eliminate with tooling changes, make molding of silicon carbide stators slow 

and difficult. 

Rotor Shroud Fabrication Development 

A heat-treat process for producing slip cast Si^N^  rotor shrouds was 
discussed in the previous report (6).  This process was successfully used to 
produce rotor shrouds having gap and diameter stability after exposure to 
engine operating stresses and temperatures. No further development work 
was carried out on rotor shroud fabrication during this reporting period. 
Engine testing results of rotor shrouds produced by this process are given 

in Section 3.2.3 of this report. 

I- 

  

57 ,4 

J 



^?v^^v^^m^mm^mm!f^^s!m^swmfmm^ R^WEWPfSSSpseBIE'TO^^ 

3.2.3 TESTING 

Introduction 

The stationary hot flow path components include the combustor, turbine 

inlet nose cone, first and second stage stators, and first and second stage 
rotor shrouds.  In order to evaluate these components, three different types 
of test rigs were used.  The Combustor Test Rig was used for combustor 
evaluation, the Thermal Shock Test Rig was used for initial testing of stator 
vane designs and materials, and Engine Test Rigs were used to evaluate and 
demonstrate the durability of the nose cone, stators: 
prescribed duty cycle. 

and shrouds over the 

ß  : 

Thermal Shock Rig Testing 

During this reporting period, testing was performed on 2.55 gm/cm3 silicon 
nitride one-piece first stage stator vanes.  Preliminary results showed that 
the higher density material was superior to the 2.2 gm/cm3 silicon nitride 
at 2300OF. The operation of the thermal shock test rig has been discussed in 
previous reports T3'14'5»6). 

Simultaneous thermal shock testing of one-piece first stage stator vanes 
made of both density materials resulted in the low density vanes failing at 
800 to 100^ cycles at 2300oF and no failures of the high density vanes.  During 
this testing, a visual difference in heating rate was observed between the high 
density and low density vanes.  Starting at room temperature, the low density 
vane heated more rapidly than the high density vane.  Temperature measurements 
with an infrared pyrometer verified that a temperature difference of 200 F existed 
at steady state.  The low density vane stabilized at 2300 F and the high 
density vane at 2100oF. This temperature difference was compensated during 
additional testing of high density material. Heat input was increased and 
quench air increased to yield a 2300oF part temperature and a 600 F/sec down- 
shock.  Subsequent testing of high density stator vanes subjected eight test 
samples to 2300oF part temperatures and 600oF/sec downshock with no failures in 

3000 cycles. 

Transfer molded reaction sintered silicon carbide stator segments were also 
tested in thermal shock. The fabrication of these stators was discussed in 
Section 3.2.2 of this report.  In all, eight three-vane segments from one-piece 
first stage stators were evaluated. This included testing of segments of two 
types of Ford silicon carbide for 1000 cycles at 2300 F. All samples survived 
without failure, although a fine crack approximately 1/8 inches long developed 

at the leading edge of one vane. 

Ceramic Combustor Testing 

Evaluation of ceramic combustors has been conducted by subjecting 
prototype components to a series of tests simulating engine conditions. The 
results of these tests were reported previously C4-6), and showed that dense, 
high strength, reaction bonded silicon carbide was the best candidate.  During 
the previous reporting period (6), a combustor made of "Refel" SiC was successfully 
evaluated for 50 hours over a cyclic durability test representative of the 

prescribed engine duty cycle.  During this reporting period the cyclic 
H ability testing of the same "Refel" combustor continued toward the 

200 hour milestone. 
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The "Rofel" SiC combustor was tested in the Combustor Test Rig shown 
In Figure 5.47.  This rig provides a simulation of the operating conditions 
that a combustor will experience in an engine, and its matures were described 

in some detail in the last report CO 

lie 

Figure 3.47   Combustor Test Rig 

"Refcl" silicon carbide combustor used for the testing reported 
previously O was used again tor continuation of the durability testing.  The 
total time accumulated on this combustor and the operating temperatures are 
listed in Table 3.3.  Since the Combustor Test Rig is not equipped with an 
automatic control system, the length of each cycle through the simulated 
engine speed conditions was extended to 10 hours as a matter of expediency. 
The normal duty cycle would be completed in one hour. 

This combustor was also subjected to 16 additional cold lights, making 
a total of 56 cold lights since testing was started.  A photograph of the 
"Refel" combustor, taken after completion of 56 cold lights and 171 hours of 
testing, is shown in Figure 5.48.  Visual inspection and a check using 
fluorescent dye penetrant confirmed that there was no cracking.  The com- 
bustor showed no sign of any visual change as compared to its appearance 

before testing. 
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Speed 

TABLE 3.3 

ACCUMULATED TEST TIME 
ON "REPEL" SiC COMBUSTOR 

imc 
Combustor 

Outlet Temperature 

55 

59 

69 

77.5 

86.5 

100 

TOTAL 

85 hours 

40 hours, 15 minutes 

10 hours, 55 minutes 

8 hours, 45 minutes 

8 hours, 5 minutes 

20 hours 

171 hour 

1950 

1930 

1930 

1930 

1930 

2500 

•#.;>'""- 

% 

Figure 3.48   "Refel" Silicon Carbide Combustor After Completion 
of 171 Hours of Testing 
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Because of the success of this test, the "Refel" type of silicon carbide 
continues to be considered as the leading candidate material for use in ceramic 
combustors. The test will be continued, using the same combustor, until 200 
hours of cyclic durability have been completed.  Additional testing on more 
combustors will be performed in order to ascertain the reliability of the material 

in this design. 

Hot Static and Dynamic Testing of Stators, Shrouds, and Nose Cones 

The evaluation of the turbine inlet nose cone, first and second stage 
stators, and first and second stage rotor tip shrouds continues in Engine 
Test Rigs. These components are evaluated over a cycle known as the ARPA 
duty cycle that was presented in detail n the previous report ^J but will 
be partially reviewed again. 

Initially, each component is qualified by subjecting it to 10 cold lights 
followed by immediate engine shutdown.  This is done with the rotors removed 
from the rig to minimize the risk of damage to other components.  This is 
referred to as qualification testing.  Following this, the components are 
subjected to engine durability testing.  This testing is done with rotors 
installed in the engine. The durability cycle using metal rotors is such 
that, every hour, engine speed is varied automatically in steps from 55% to 
87% while turbine inlet temperature is maintained at 1930 F. The evaluation 
is conducted in 15 hour segments and, during each segment, the components are 
subjected to 2 hot shutdowns followed by 2 hot lights. 

Table 3.4 shows the results of engine testing on ceramic stationary 
components performed to date. The top line indicates the target values 
established for each component.  The balance of the table summarizes test 
data for all ceramic components which have both passed the qualification 
test and been subjected to engine durability testing over the ARPA duty 
cycle. 

In reviewing the data, two significant events should be noted. The first 
event, described in the last report, was a 50 hour durability run, in which 
all of the components were in excellent condition after the test, except for 
the second stage stator which did exhibit some fine trailing edge vane cracks. 

The second event was a .1.00 hour component durability test to meet a major 
milestone of the program. The objective was to complete a minimum of 100 hours 
of duty cycle testing on each component. The components used in this test were 
as follows: a turbine inlet nose cone of injection molded silicon nitride of 
2.2 gm/cm3 density, a first stage stator of the new one-piece design made from 
injection molded SijH^  at 2.55 gm/cm3 density, and first and second stage rotor 
tip shrouds of slip cast Si3Hh  of 2.7 gm/cm3 density. A 2.7 gm/cm3 slip cast silicon 
nitride spacer was used in lieu of a second stage stator because persistent cracking 
problems had previously occurred on both second stage stators and early first 
stage stators, made by assembling and bonding individual vanes. A way had been 
found to make the first stage stator in one piece, and one of them was scheduled 
for the 100 hour evaluation test.  However, a way to make second stage stators 
in one piece had not been found because of the desired blade overlap for 
aerodynamic reasons. Therefore, so as not to jeopardize the 100 hour test, 
it was decided to run the durability test without a second stage stator. More 
importantly, success in testing a one-piece first stage stator would give 
emphasis to the development of a suitable one-piece second stage stator. 
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TABLE 3.4 

SUMMARY OF COMPONENT TESTS OVER THE ARPA CYCLE 

QUALIFICATION TESTING 

Component and 
Serial Number 

ENGINE STATIC 

Lights   Shutdowns 
Cold   Cold  Hot Hours 

Target 

Nose Cone 

10 

102 10 
103 19 
130 - 

First Stator 

372 10 
428 - 
430 10 

Second Stator 

5 10 

First Shroud 

24 19 
111 13 

9 
17 

CYCLIC TESTING 

Lights    Shutdowns 
Cold Hot Cold Hot Hours 

14 26 40  200 

Second Shroud 

38 
106 

19 
10 

17 
12 

17 
9 

,4 

,4 
.2 

1 
61 

1 
61 

2 
41 

2 
41 

0 
34 

0 
34 

3 
68 

3 
68 

50.5 

50.5 
245 

50.5 
245 

COMPONENT 
STATUS* 

44 36 21 59 221.5 S 
1 2 0 3 50.5 F,0 
5 3 2 6 24.5 F,H 

1 2 0 3 50.5 S,C 

17 14 6 25 103 F,C 
14 13 6 21 61.5 F,C 

F,V 

S 
S 

S 
S 

*   S-Serviceable 
F-Failed 
0-Failure occurred in testing other than the ARPA duty cycle 
H-Part failed during handling 
D-Cracked Shroud 
V-Vanes (s) failure 

At the completion of the 100 hours of duty cycle testing, the turbine 
inlet nose cone, shown in Figure 3.49, was in good shape and was crack free. 
In fact, this nose cone has achieved a total cyclic test time of 221.5 hours. 

The first stage one-piece stator completed the 100 hour component durability 
objective. A complete inspection after 94 hours showed this component to be 
crack free, both in the 25 vanes and the outer shroud. Rig performance data taken 
at 95 98 and 101 hours showed no change in the test data, and the test was 
terminated at the end of the work shift, at which point the stator had accumulated 
103 hours. Subsequent inspection revealed two axial outer shroud cracks, as 
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shown in Figure 3.50, but no cracks in the 25 stator vanes.  The axial outer 
shroud cracks are similar to a crack which occurred at 61.5 hours in a similar 
cyclic test of another Si3Hk  monolithic stator (No. 430). 

Figure 3.49   Molded Silicon Nitride Nose Cone After Completion 
of 100 Hour Cyclic Durability Test 

Figure 3.50   Molded Silicon Nitride First Stage Stator After 
Completion of 100 Hour Cyclic Durability Test 
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Both the first and second stage rotor tip shrouds, Figure 3.51, success- 
fully completed the 100 hour durability objective and are crack free and in very 
good condition.  In fact, both shrouds have each achieved a total duty cycle 
test time of 245 hours. 

The stators tested during this period had been evaluated for defects by 
x-ray radiography in the as-molded condition, using procedures described in the 
last report (6J.  Figure 3.52 is the as-molded radiograph of stator No. 430, which 

i 

Figure 3.51   Slip Cast Silicon Nitride Rotor Shrouds After 
Completion of 100 Hour Cyclic Durability Test 

Figure 3.52   X-Ray Radiograph of Stator No. 430 Indicating 
Defect Which Initiated Failure 
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developed one crack in the outer shroud after 61.5 hours of cyclic testing. 
The arrow in the radiograph indicates the defect - in this case an axial 
knit line of low density - which apparently caused this crack.  Likewise, 
Figure 3.53 is the as-molded radiograph of stator No. 428, which exhibited 
two outer shroud cracks after 103 hours of cyclic testing.  Arrows indicate 
the defects which were located at the failure points.  This information is 
very informative, and has been used a? the basis for deciding that future 
one-piece stators of 2.55 gm/cm3 density should contain no detectable defects 
in the outer shroud in order to be acceptable for rig and engine use. 

as 

'***-'» ■■» «»*«» ""^ 

Figure 3.53   X-Ray Radiograpli of Stator No. 428 Indicating 
Defects Which Initiated Failure 

The results of this duty cycle testing of stators, nose cones and rotor 
shrouds are very encouraging. While further improvements in the stator are 
needed, it is clear that fabrication in one piece has resulted in an important 
step forward. This illustrates once again the iterative nature of the ceramic 
turbine development program; since the second stage stators as originally designed 
could not be made to survive reliably, a change to the one-piece design is 
indicated.  For this reason, as well as the desire to concentrate resources on 
ceramic rotor development, a major decision has been made with respect to the 
remainder of the program.  This decision is to utilize a first stage stator 
in both the first and second stage locations.  At the same time, the second 
stage rotor, with different machined dimensions, will-be used for both the first 
and second stage rotor locations. This flow path configuration has been designated 
Design D.  Changing to this configuration will greatly enhance fabrication and 
durability development, although a loss in turbine efficiency will be realized 
at full speed.  In order not to lose sight of high efficiency, a separate study 
will culminate in a design layout of Design E flow path configuration by the end 
of the ARPA program.  In this configuration, the first stage stator, first stage 
rotor, second stage stator, and second stage rotor will all be different and 
optimized for aerodynamic efficiency, ceramic manufacturing, and durability. 
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3.3 GAS BEARINGS 

SUMMARY 

A 3-leaf compliant foil gas bearing system has been tested in a 
dynamic simulator test rig. A severe resonance problem was encountered 
around the second critical speed (45,000 rpm) of the system.  Insufficient 
damping is suspected as the cause. Immediate plans call for modification 
of system components, including bearings, to alleviate the resonance problem 
and for a detailed mapping of system dynamic responses near the resonant 

conditions. 

A bearing test aparatus, designated for testing and development of 
individual bearings and high temperature bearing coatings, has been 

designed and is ready for procurement. 

:
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3.3.1    GAS BEARING DESIGN AND DEVELOPMENT 

Introdue!ion 

Testing of the first generation single leaf HYDRESIL (23) foil bearing 
system m a dynamic simulator test rig has been previously reported (6)  Because 
of assembly and fabrication problems, a second generation, three leaf HYDRESIL 
foil bearing was designed and is being tested. Tests to date indicate that the 
three leaf bearing has less damping capacity than the single leaf bearing 
therefore, a compromise system must be designed which can be easily assembled 
and fabricated and which has adequate damping capacity to avoid resonance problems 

Testing 

The three leaf second generation HYDRESIL foil bearings   C6)  have been tested 
in the dynamic simulator test rig.     Bearing temperatures were monitored.    Bearing 
deflections and rotor shaft excursions were also monitored at various axial 
stations by a capacitance displacement instrumentation system.    The capacitance 
probes provide both a vertical and a horizontal signal at each station      The 
signals are combined and displayed on oscilloscopes as Lissajous diagrams of 
shaft whirling motion.    A high speed Visicorder is being installed to provide 
permanent records of test runs and to aid in the diagnosis of failures. 

Testing of both generation bearings has established that the rotor bearing 
system has regions of resonance occurring at 21,000 rpm and at 45,000 rpm     The 
rotor bearing system with single  leaf foil bearings was able to pass successfully 
through these two resonance regions.    The rotor bearing system having three 
leaf foil bearings passes through the first resonance region but will not pass 
through the second resonance region.    The system is stable up to 42,500 rpm   but 
upon increasing speed to 45,000 rpm,  whirling of the journal goes out of bounds 
(0.004 inches in diameter)  as indicated in Figure 3.54.    This condition has been 
repeated in a number of tests and is believed to be caused by insufficient damping 
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Figure 3.54        Oscilloscope Traces of High Speed Shaft Excursions 
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In spite of excessive whirling,  the compliant  foil bearings have only 
incurred slight damage.     Some of the corrugations  are flattened due to the 
induced loading which occurs  during excessive whirling.     The  foil blanket also 
shows  a slight scuffing over the  corrugations due to intermittent  loss of minimum 
air film. 

Compliant  Foil Journal  Bearing Test Rig 

A compliant foil journal bearing test rig has been designed and is shown 
schematically in Figure  3.55.     The rig will be used to evaluate candidate 
foil bearing materials and surface treatments and to investigate journal-bearing 
sliding compatibility and high  temperature corrosion resistance. 

-    ■ 

COMPLIANT FOIL 
TEST BEARING 

SUPPORT SLEEVE 

STATIC LOADING 
ARM 

Figure 3.55   Compliant Foil Journal Bearing Test Rig 

The rig consists of a single shaft mounted on two high speed preloaded 
angular contact ball bearings and driven by an air turbine capable of 70,000 rpm. 
The test bearing is overhung on the other end of the support shaft and is pressed 

into a support sleeve that is free to rotate as the bearing rides on the shaft 
journal. A thin cantilevered beam is strain gaged and attached to the support 
sleeve for measurement of torque between the test bearing and journal. Static 
weights are attached to the bearing sleeve to simulate bearing loading conditions. 
The components of this rig have been detailed and a:e ready for procurement. 

In the development and application of non-destructive evaluation techniques 
to materials and components, the room temperature ultrasonic velocity of silicon 
nitride was found to vary linearly with density over the range of 2.3 - 3.18 
gm/cm3. A linear relationship also exists between acoustic impedance and modulus 
of elasticity in silicon nitride.  X-ray radiography of as-molded second stage 
stator vanes played a major role in refining molding materials and molding 
parameters. A marked increase in the yield of flaw free molded parts resulted 
when these parameters were applied to the fabrication of engine components. 
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4.   PROGRESS ON MATERIALS TECHNOLOGY - VEHICULAR TURBINE PROJECT 

SUMMARY 

Materials technology is a very important portion of the systems approach 
employed in this project for the development of high temperature gas turbine 
engines. The generation of ceramic material property data, in progress since 
the beginning of the project, has been instrumental in component design 
modifications and failure analysis.  As testing and fabrication experience 
was gained, improvements in materials have also been made. The properties ot 
these improved materials are determined and fed back into design modifications 
and failure analysis, thus closing the loop.  The work on determining material 
properties and material improvements for the vehicular ceramic turbine project, 

is reported in this section. 

Reaction sintered Si3N4 components, made by the injection molding process, 
are inlet nose cones, stators, and rotor blade rings for use in the duo-density 

process  While testing has shown that nose cones molded from 2.2 gm/cm 
density material have been generally satisfactory, improved materials are_ 
needed for stators and rotor blade rings.  Development work has resulted m molded 
Si,Nu of 2.55 gm/cm3 density, which was followed by the attainment of 2.7 gm/cra_ 
density  While further work is needed to finalize the 2.7 gm/cm3 density material 
and to obtain property data, this material should be far superior to the earlier 

2.2 gm/cm3 density molded SisN^. 

Work reported previously (3) indicated that norous reaction sintered Si3N1+ 

oxidized more rapidly at temperatures around 1900 F thrn at higher temperatures, 
primarily because the self-prutecting oxide film is not sufficiently formed 
at 1900OF.  Data shows that 2.2 gm/cm3 density SigN^ is seriously oxidized after 
200 hours at 1900°?, exhibiting a loss in strength from 17,000 psi before 
oxidation to 10,000 psi after oxidation.  An increase in thermal expansion 
rate was also found after this exposure.  While work continues to quantify 
and solve this problem, encouraging preliminary test results on 2.7 gm/cm 
density Si,Nu indicate that successful development of this material will 
substantially diminish the oxidation problem as well as provide stronger 

material. 

Fracture mechanics technology, as applied to ceramic materials for 
gas turbine engines, is being utilized in order to develop a broad under- 
standing of the behavior cf these materials. Work presented in this section 
describes the mechanism of slow crack growth in materials also exhibiting 
some high temperature plast city, using hot pressed silicon nitride as tne 

model system. 

A relatively new class of oxygen-nitrogen ceramics named Sialon have been 
proposed as candidate materials for high temperature ceramic turbine engines. 
The results of a preliminary investigation of pressureless sintered Sialon 
materials is included in this section. This work was concerned with composition 
studies and phase analysis of Sialon mate-ials, with the objective of attaining 
high strengths. To date, only modest strengths (M0R of 35,000 psi) have been 

achieved using a composition of 60% Si^  and 40% AI2O3. 
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4.1 DEVELOPMENT OF IMPROVED MOLDED SILICON NITRIDE 

Introduction 

The development of injection molded SigN^ before the start of this 
contract resulted in a material with a density of 2.2 - 2.3 gm/cm3 and a 

rc/eaed     So ?i "ithout increasing density; however, these techniques 
iere not read i; applied to engine components  Oxidation experxments were 
carried out on this improved material at 190üoF for 120 hours, with weight 
Sns of approximately 8.7%, which is similar to the weight gam of standard 

Serial ofthe same density.  Refer to Section 4.2 of this report for 

a further discussion of oxidation of SisN^. 

Further improvements in properties could be achieved ^ increasing the 

hi h'erthemal conductivity 'than the 2.3 gm/cmB density in3ectxon molded SxN, 
T^e higher density Si3N4 should also yield improvements -n ^xdatxon - ^ance. 

r msiT:f irbitsSir^ ^s^ 
jTTist along with the  fabrication advantages of inaction molding. 

High Density Molded Silicon Nitride 

is valid. 

The viscosity of a filled organic system change rapidly when solids 

S article size      However,  at the 60 volume percent concentration,  the 

^^iSilx^if^Xs between 70 ^73% loading   theMni.-v.^ 

Z^Cf^X^ ^"ntscosur ^nzuJs^ that fo. 
shows the ettecr or   uic p fi„p/7q% coarse")  the mean particle size ratio 
^^rJs0^"^ rfor^ ^ai^in ^ini^lis^o^itreL     The cho ce of an opt™ 
^anicie distribution of silicon powder is  the basis  for the development work 
undertaken to achieve the high density injection molded S^. 
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FILLER  OF  SILICON  METAL POWDER  PLUS 

COMPOSITION   FOR 
75  SERIES 

\ 
COMPOSITION   FOR 

74 SERIES 

\ 
COMPOSITION  FOR 

PREVIOUS  MATERIAL 

NOTE: 
FOR 3.18 gni/cni3  Si3N4 
86.4 VOL.%   FILLER  IS 
REQUIRED 

2.2 2.3 2.4 2.5 2.6 2.7 

FIRED SijN,,  DENSITY, gm/cm3 

2.8 

Figure 4.1    Relationship Between Volume Percent Filler of 
Injection Molding System and Final Silicon Nitride 

Density 

1000 

o 
u 

10 20 30 40 

VOLUME PERCENT SOLIDS 

50 

Figure 4.2    Relative Viscosity as a Function of Percent Solids 
Content of a Monodispersed System ^J 
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O 
O 

0.40 

0.30 

NUMBERS ON  EACH  CURVE ARE 
VOLUME  FRACTION  SOLIDS 

_L 
0.2 0.4 0.6 0.8 

COARSE FILLER  FRACTION  BY VOLUME 

1,0 

I1   I Figure 4.3    Calculated Viscosity for Various Bimodel Suspensions 
vs Distribution Ratios and Concentrations (2^) 

The particular particle size distributions used in this work are shown 
in Figure 4.5. The D, Pr; and P materials were obtained by dry ball milling 
silicon powder feed stock for various periods of time. Material P required 
142 hours of ball milling. The A material was obtained by air classification 
of the silicon feed stock, with an upper cut point of 40 ym. 

The powders were mixed into the injection molding batches listed in 
Table 4.1. The 74 series yields Si^^  of 2.55 gm/cm3 density, while the 75 series 
results in material of 2.7 gm/cm3 density. Moldability tests were then 
conducted for each material This test consisted of injecting thf materials 
under controlled temperatures and pressures into the second stage stator 
vane die. The moldability was qualitatively determined to be either poor, 
fair or good. The blades were then subjected to x-ray radiography to 
determine the presence of internal molding flaws.  Refer to Section 5.2 
of this report for radiography results. The yield of good parts was; determined 
by the number of flaw free parts divided by the total number of pars. These 
parameters, along with pertinent comments, are also shown in Table 4.1. 
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VOLUME  FRACTION   OF  SOLIDS 

Calculated Viscosity of Monomodel and Bimodel 
Suspensions vs Volume Fraction of Solids With a 
Volume Fraction of Fine Particles of 25% t24) 
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Figure 4.5 
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EQUIVALENT SPHERICAL DIAMETER (/xm) 

Various Particle Size Distribution Curves of Silicon 

Metal Powders 

76 

MA. Aa^gAm«viJ»wiauJi-BJa ■a^'^^^'f.wäiiiTf 





.wj.flsjw.wv Ämm<MKm.»u< uHHAUfti^i*"! ifmnaiiimMfmmmmuttmimm: H m mm «Kim m»v*w*^mmmmK>mmm 

nia jua"     i****» 

m ^^ 

f. ■    :W*& W&r* 

Figure 4.6 Optical Micrographs (500 X) of Molded Silicon Nitride 
at (a) Density of 2.25 gm/cm3 (Type B) (b) Density of 
2.55 gm/cm3 (74D) and (c) 2.7 gm/cm3 (75F) 

An anomaly was noted in the strength results presented in Table 4.2. 
The MOR results for the 74A averaged on the high end of the predicted band. 
The 74D results were on the low end of the band, while the average results 
for the 74F were significantly below the predicted range.  It seems that as 
the starting particle size of the silicon is made finer and the distributions 
broadened, the strength decreases. This is opposed to current thinking, which 
is that the finer the particle size of silicon the smaller the inherent flaws 
in the Si3^ and the higher the strength. Experiments are currently in progress 
to investigate this phenomenon and determine the cause for these low strength 

values. 

TABLE 4.2 

PHYSICAL PROPERTIES OF INJECTION MOLDED SisNi* 

Measured Anticipated MOR From 
Slip Cast Data 

32-40 ksi 

32-40 ksi 

32-40 ksi 

40-48 ksi 

MOR values are based on the following conditions: 

1/8 x 1/4 x 1 1/3" samples, as nitrided surfaces 
3/8 x 1 1/8" test fixture, 4 point loading 

0.02 in/min loading rate 

Mat'l density Ave MOR* 

74A 2.52/2.58 38 ksi 

74D 2.52/2.58 33 ksi 

74F 2.52/2.58 27 ksi 

75F 2.68/2.72 35 ksi 
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Preliminary bend creep results were obtained on the 74A injection 
molded Si3Ni+. The data presented in Table 4.3 shows that the creep resistance 
of this class of materials is as good as the slip cast material of similar 
composition. More testing will be performed to obtain the creep and stress 
rupture parameters for the 74 series and 75 series materials. 

TABLE 4.3 

FLEXURAL CREEP PROPERTIES OF HIGH DENSITY 

(2.55 gm/cm3 INJECTION MOLDED Si^N^ 

Mat' 1 Temp ATM Stress Te; ;t Duration e in/in/hr 
—s  

74A 2300OF Air 10 ksi 117 hours 1.6 x 10"6 

2300OF Air 20 ksi 90 hours 1.6 x 10"6 

\ 2300OF Air 25 ksi 35 hours 1.7 x 10"6 

Failed when loaded to 35 ksi 
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4.2 OXIDATION RESISTANCE OF REACTION SINTERED SILICON NITRIDE 

Introduction 

Earlier studies of the oxidation characteristics of reaction sintered 
Si^i^  at several temperatures indicated that oxidation rate varied 
inversely with temperature. This effect is illustrated in Figure 4.7, which 
is reproduced from the third report C3), showing a relatively high weight gain 
at 1890oF. Samples tested at this temperature did not exhibit any visible 
protective coating, leading to the conclusion that internal oxidation was 
proceeding at a more rapid rate than was the case when a glassy coating was 
initially formed by oxidation at higher temperatures. Since almost all of 
the engine and rig testing of silicon nitride turbine components is taking 
place at temperatures around 19000F, pending ehe development of ceramic turbine 
rotors, a more detailed investigation of the oxidation of silicon nitride at 
1900OF was started. While most of this work was done using injection molded reaction 
sintered Si3Nk  of 2.2 - 2.3 gm/cm3 density, some testing was performed using 
the higher density materials discussed in Section 4.1 of this report. 
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o 2335 0F 
c  18900F 
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2.0 

■vO- 
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Figure 4.7    Weight Gain vs Time for 2.3 gm/cm3 Density Reaction 
Sintered Silicon Nitride at Several Temperatures (3) 
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Evaluation of Oxidation of Reaction Sintered Silicon Nitride 

From thermodynamic data t25), the tendency of silicon nitride to oxidize 
to beta cristobalite (SiOg) at the test conditions is readily apparent from 
the following reaction at 1900 F: 

SigN^ + 3 02 -> 3 Fi02  (B Cris.) +2 N2. 

The free energy is - 411,275 K  /mole. This is a very large driving force 
favoring the oxidation of silicon nitride, i.e., intrinsically, silicon 
nitride is prone to oxidation.  The fact that silicon nitride has very good 
oxidation resistance in practice is due to the same mechanism operative in 
stainless steel and aluminum, i.e., the oxidation product protects the material 

from continued rapid oxidation. 

Similar calculations for other reaction products of silicon nitride and 
oxygen indicated that the above is the most likely reaction to take place, barring 
kinetics problems, since the free energies of the other reactions are either 
positive or smaller negative numbers. In addition, similar calculations at 
other temperatures showed that the tendency for the above reaction decreases 
with temperature. However, the kinetics are generally more favorable at the 

higher temperatures. 

The oxidation of silicon nitride into beta cristobalite produces a 
78% increase in volume and 29% increase in weight. Experimentally, a low o 

density material of 2.2 gm/cc density, when subjected to 200 hours at 1900 F 
in air, loses 25% silicon nitride and picks up 14.7 weight percent oxygen. 
This is equivalent to 27 weight % or 35 volume % of silica (which is mostly 
ß cristobalite at 1900OF but inverts to « cristobalite when cooled to room 

temperature) for an overall weight gain of 6.5%. 

The rate of weight gain is shown in Figure 4.8 for small test bars 
(1/8 inch by 1/4 inch by 1-1/4 inches long) of injection molded reaction sintered 

2.2 gm/cm3 density Si-N^ over a 200 hour test in still air at 1900 F. These bars 
were made from lov; calcium silicon metal of less than 40p particle size with 1% 
Fe?0 3 added as a sintering aid and were sintered in nitrogen with 1% added hydrogen. 
Other samples of this same material were heated in both argon and nitrogen for 200 
hours at 1900OF with no change in weight, indicating that the weight gain in air 

is indeed due to oxidation. 

Strength measurements at room temperature, taken on these bars before 
oxidation, resulted in an average four point modulus of rupture of 17,000 psi. 
After oxidation for 200 hours at 1900OF, this strength decreased to 10,000 psi, 
indicating a serious degradation in strength had occurred.  Figure 4.9 illustrates 
a positive change in thermal expansion which resulted from the oxidation treatment, 

further evidence of changes in material properties. 

Analytical investigations on both oxidized and unoxidized samples revealed 
a large increase in silica content, primarily = cristobalite, as identified 
by x-ray diffraction. Very little silicon oxynitride was xound in either 
samples, nor was there any significant change in alpha/beta ratio. 

Another experiment was performed, using the same injection molded material, 
to determine the relative rate of oxidation between the surface and the center 
of the test bars. As shown in Figure 4.10, the surface oxidized at a higher 
rate initially, and still contained more oxygen than the interior after 200 
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hours at 1900oF. However, the extrapolation indicated in Figure 4.10 shows 
that the oxygen content would equalize in about 300 hours. 

50 100 
OXIDATION  HOURS 

150 200 

Figure 4.8    Weight Gain of Reaction Sintered Silicon Nitride of 
2.2 gm/cm3 Density vs Time at 1900 F 
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2000 - 
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Figure 4.9 

100  200 300  400  500  600 
TEMPERATURE, "C 

700  800  900 

Effect of Oxidation for 200 Hours at 1900 F on the 
Thermal Expansion of 2.2 gm/cm3 Reaction Sintered 

Silicon Nitride 
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Oxygen Concentration vs Time at Surface and Interior 
of 2.2 gm/cm3 Density Silicon Nitride Oxidized at 

1900oF 

Samples of higher density injection molded Si^t,,  described in Section 4.1 
of this report, were also oxidized for 200 hours at 1900 F. The results of the 
weight gain after 250 hours are plotted comparatively in Figure 4.11, and show 
an encouraging decrease in weight gain as density increases. Also encouraging 
is the finding that the 2.7 gm/cm3 density material suffered no loss m strength 

after this treatment. 
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HOT-PRESSED 
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/ 

2.2 2.4 2.6 2.8 3.0 

Si3N4 DENSITY, gm/cm3 

3.4 

Figure 4.11   Weight Cain vs Density for Silicon Nitride Oxidized 

for 200 Hours at 1900OF 

Further work to define and solve the oxidation problem of porous reaction 
sintered Si3N4 is in progress, and consists of a more detailed study of the 
high density material plus evaluating the effects of preoxidation at higher 
temperatures, as suggested by work discussed earlier C3), and development and 
testing of various coatings to limit the transport of oxygen into the interior 

of the material. 
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4.3 HIGH TEMPERATURE FRACTURE BEHAVIOR OF SILICON NITRIDE 

Introduction 

The technique of studying the fracture behavior of turbine ceramics 
using purposely introduced flaws of controlled size and geometry continues 
to be applied as described previously (6). Work on hot pressed Si3^ has been 
extended to include fractographic observations of time dependent fracture 
behavior. Those results include a schematic description of the response 
to applied load of a precracked brittle material in a regime where time dependent 
physical processes influence the ultimate load bearing ability of the material. 

Time-Temperature Dependent Fracture Behavior 

The influence of flaw size on fracture strength is schematically illustrated 
in Figure 4.12. The encircled letters refer to three different flaw sizes - B and 
C emplaced in a fracture specimen in a controlled manner, and A serving to 
indicate the smaller, naturally occurring flaws of uncontrolled morphology. The 
temperature dependence of fracture strength for these three flaw sizes in hot 
pressed silicon nitride (Norton HS-130) appears in Figure 4.12. The overall 
shape of this dependence and the mechanisms involved have been described 
earlier C6). The difference in shape of curve (A) compared to (B] and (C) 
indicates a profound influence on the fracture process of the high stress 
supported by the small natural flaws.  Smaller cracks support a higher stress 
and consequently lead to onset of viscosity (diffusion) controlled fracture 
processes at a lower temperature. The temperature dependent fracture behavior 
of specimens carrying the intermediate size fracture initiating flaw is a 
consistent illustration of this fact.  At crack size (B) the fracture strength 
lies higher than for (C), the onset of diffusive processes influencing fracture 
occurs at a lower temperature, and the relative stress advantage (peak height) is 

smaller. 

SILICON  NITRIDE 
(NORTON  HS-130) 

120 

100 

t/>   60 

40 

20 - 

® 

PRECR/iCKED,  1000 gm load 

p 

A 

(D / 

© 
O 

A 
A                       JL                       X                       A         * 

\ 
PRECRACKED, 4000 gm load 

A 

500 1000 1500 

TEMPERATURE, "C 

Figure 4.12 Temperature Dependence of Fracture Stress as Influenced 
by Fracture Initiating Flaw Size, Showing (inset) a 
Schematic of the Griffith Relationship of Fracture 
Stress, öf, to Crack Size, d. 
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It is well established (26_29)that viscosity (diffusion, plasticity) 
influenced fracture processes are a dominant feature of the mechanical 
behavior of hot pressed silicon nitride and numerous other brittle materials 
which are candidates for structural application.  Such materials are strain 
rate sensitive. This effect typically appears as creep deformation and 
commonly adopts the mechanistic process of subcritical crack growth. 

In the case of an emplaced semicircular crack perpendicular to the 
maximum tensile stress in the surface of a flexure test bar (6), the stress 
state at any point along the crack rim will be a function of position crack 
velocity and a nonlinear function of displacement (d) as the crack enlarges 
at a temperature in the viscosity controlled fracture regime. The response 
to two imposed strain rates is shown schematically in Figure 4.13a.  The 
ability of the material to respond to the imposed strain by viscous accommo- 
dation is established by the relevant diffusivity, plotted at two temperatures 
in Figure 4.13b.  In the case of hot pressed silicon nitride (Norton HS-130) 
the viscosity (diffusivity) of the glassy grain boundary film is the strength 
controlling factor. 

Superposition of the diffusivity at two temperatures upon two enforced 
strain rates (Figures 4.13a and b) results in the plot in Figure 4.13c. Using 

this representation, the crack size corresponding to the limit of slow crack 
growth (and the onset of catastrophic or fast fracture) is found at the inter- 
section of the imposed crack velocity with the upper limit of the ability of 
the material to accommodate (through thermally activated means) the mechanical 
processes at the crack tip. Thus a crack of original size d may grow to size 
dj or d2 (Figure 4.13d), depending upon the combination of imposed strain rate 
and temperature of the test. 

These considerations contribute to an understanding of the fracture 
mechanisms which lead to the temperature dependence of fracture strength shown 
in Figure 4.13e, representing the behavior of hot pressed silicon nitride, or 
Figure 4.13f, typical of the behavior of many other brittle ceramic materials. 
At low temperatures, the ability of the material to accommodate deformation 
at the crack tip by thermally activated molecular motion (diffusional 
processes) usually does not match the relatively higher rate of imposed 
strain.  In that regime, the fracture behavior (strength and mechanism) is 
taken as essentially loading-rate independent over a wide range because the 
diffusion aided processes are essentially frozen.  At relatively high temp- 
eratures, thermally activated processes are competitive over a significant 
r^nge of crack tip velocities (Figure 4.13c) at the imposed strain rate. 
In this regime, cracks enlarge "slowly" until the rate of enlargement exceeds 
the rate of accommodation by the operative thermally activated mechanism.  At 
this critical crack size, the general Griffith criteria for onset of catastrophic 
failure (fast fracture) is fulfilled for a specific combination of strain rate 
and temperature.  Under given conditions of strain rate, the extent of subcritical 
crack growth would be expected to be larger the higher the temperature.  The 
load bearing ability, of course, decreases inversely with the extent of subcritical 
crack growth and is very sensitive to strain rate.  At intermediate temperatures, 
the existance of significant subcritical crack growth depends strongly on the 
operative strain rate. Therefore, within this temperature regime, it is particularly 
important that engineering judgment should not be based entirely on flexural 
tests typically run at relatively high strain rates. 

The processes described schematically above have been demonstrated to 
occur in hot pressed silicon nitridQ (Norton HS-130) in two ways.  First, pre- 
cracked flexural bars were loaded to failure at different loading rates, there- 
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Figure 4.13   Rationale for the Influence of Temperature T, and 
Strain Rate, e, on the Mechanical Resistance to 
Fracture of Brittle Materials 
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by allowing fracture stress to remain the free variable.  The extent of 
subcritical crack growth prior to catastrophic failure, as a function of loading 
rate, is shown fractographically in Figure 4.14 for tests at 1300 C, and 
in Figure 4.15 based on more limited data at 1350 C. The decreasing extent 
of subcritical crack growth at progressively higher loading rates is 
consistent with the higher measured fracture strength in these specimens. 
Comparison of these results at equivalent loading rates (i.e., Figure 
4.14c and Figure 4.15a) provides a striking demonstration of the effect 
of even a modest increase in temperature. The other approach is to 
establish the fracture load and allow tne time to failure to be the free 
variable (conventionally known as a stress rupture test) at a given 
temperature.  Fractographic results of tests of this type performed at 
1300 C are shown in Figure 4.16.  Comparison of the extent of subcritical 
crack growth prior to catastrophic failure under load at 90% and 73% of the 
normal flexural test strength (i.e. MOR) is shown in Figures 4.16a and b. 

Q     1300   C ,   Machine   Head   Speed = 0   005  /mm 

RmmsmmBs 

1 300   C M.   H.S.   -   005    -mm 

/Initial    Crack 

1 300   C M .  H    S .   -   0   2 

Figure 4.14   Loading Rate Dependence of Extent of Subcritical Crack 
Growth at 1300 C in Precracked Hot Pressed Silicon Nitride 
(Norton HS-130).  Initial Flaw Size is Marked by Arrow 
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Figure 4.15   Loading Rate Dependence of Extent of Subcritical Crack 
Growth at 1350oC in Precracked Hot Pressed Silicon Nitride 
(Norton HS-130).  Initial Flaw Size is Marked ACB and 

by Arrow 

Figure 4.16 

x-c = 0 73 ^"i ' '■4 mm 

Extent of Subcritical Crack Growth at 1300 C in Stress- 
Rupture Type Tests of Precracked Specimens.  Initial 
Flaw is Marked ABC in (c).  (a) and (b) Failed Under Load 
at the Indicated Fraction of the Fast Fracture Strength and 
in the Indicated Time,  (c) Was Unloaded After 40 Minutes 
at the Indicated Load and Broken at Room Temperature 
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4.5 DEVELOPMENT OF SIALON MATERIALS 

K, H. Jack C31) and a number of other workers have suggested that a high 
strength ceramic with properties similar to those of hot pressed silicon 
nitride might be prepared from an intimate mixture of silicon nitride and 
alumina by pressureless sintering. The obvious attraction of avoiding hot 
pressing has led to the investigation of this ceramic system in a number of 
laboratories. The new material, now generally called by the acronym Sialon, 
is believed to be a solution of AI2O3 in SiaNit, having the same structure 
as that of 3 Si3!^ with a somewhat larger unic cell; presumably the 
aluminum and oxygen atoms substitute for the silicon and nitrogen atoms, 
respectively. There is some uncertainty as to the solubility limit of 
AI2O3 in Si3Ni+ because one or more extraneous phases of unestablished com- 
position are often formed along with the Sialon. 

Although most of the studies of Sialon reported to date used samples 
prepared by hot pressing, the Sialon materials discussed herein were prepared 
by pressureless sintering. The chief characteristic sought in this study was 
high modulus of rupture in 4-point bending at room temperature. In addition, 
attention was given to phase composition (as indicated by x-ray diffraction 
patterns), microstructure, and, to some extent, density. Somewhat less 
importance was attached to the density than was the case in other Sialon 
investigations because it is difficult to know the theoretical density of 
a material of uncertain composition which often contains unknown phases. 
In addition, the sintered Sialon's which had reasonable strength also had 
densities nearly equal to those of a few hot pressed samples prepared in a 

preliminary study. 

The material in this investigation were prepared from a mixture of 
60% by weight of Si 3^ and 40% by weight AI2O3, nearly equimolar. 
The choice of the nearly equimolar mixture as a starting point resulted from 
the report by Oyama (32J that a broad minimum in thermal expansion occurred 
near this composition. 

Experimental Procedure 

Starting materials were standard AME Si3^ powder which was ball milled 
in benzene to a 2-3 ym particle size, high purity AME Si^^  powder, and Plessey 
high purity Si 3^ powder. Specimens were prepared by both cold pressing and 
slip casting. For cold pressing, starting materials were weighed, ball 
milled in benzene for mixing, and dried and pressed into bars at 20,000 psi. 
No binders were used. When high purity AME Si3^ was used, the ball milling 
was continued for 7 days. For slip casting, the starting materials were 
weighed and then ball milled with an alginate suspension. The slip was 
de-aired and cast into plaster molds. 

Sintering was done in a Tocco induction furnace. Specimens were placed 
in a BN crucible within a molybdenum susceptor contained in an alumina crucible. 
The space between the susceptor and the alumina crucible was packed with BN 
powder insulation. The entire assembly was dried at 400 F before sintering. 
After the assembly was placed in the induction furnace, the furnace was 
evacuated and then back filled with A or N2 at one atmosphere pressure. 

A flow of 1 cubic foot per minute was maintained throughout the sintering run. 
The gas passed through a purification chain before entering the furnace. In 
general, the desired sintering temperature (15S0oC to 1750oC) was attained in 
1 to 1-1/2 hours and maintained automatically. The furnace was allowed to cool 
naturally after shutdown. Temperature was measured with a thermocouple inside 

the BN crucible. 
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Room temperature modulus of rupture (MOR) was measured using a 4-point bend 
test. Specimens were 1/4 x 1/8 x 1 inch long with the surfaces ground to a 
45 ym finish. Density was measured using standard ceramic immersion techniques. 
All x-ray diffraction patterns were obtained with a Norelco diffractometer 
using monchromatic CuK« radiation. For microstructure studies, polished 
specimens were prepared by mounting and polishing with a 1 ym diamond paste. 
If desired, these samples were then etched with a hot solution containing 
30 parts by volume HF, 25 n202  and 5 HNO3. Fracture surfaces, and some etched 
polished sections, were examined with a scanning electron microscope. 

Results 

One group of test samples, sintered at 1750 C for 15 minutes in a nitrogen 
atmosphere, attained a reasonably high average MOR (35,000 psi). A material whose 
x-ray pattern indicated that it contained no extraneous phase, and which was 
extremely weak and poorly sintered, was obtained by sintering in argon at 
1670oC for 3 hours. In general though, the materials contained extraneous^ 
phase and those fired in argon at 1750ÖC had average MORs around 20,000 psi or less, 
while those fired at lower temperatures were very weak. Figure 4 17a shows the 
x-ray pattern of a typical Sialon containing extraneous phase, and Figure 4.17b 

of the poorly sintered material containing no extraneous phase. 

The use of high purity AME or Plessey silicon nitrides did not lead to 
improved materials and sintering at temperatures below 1700 C led to weak specimens. 

When the fracture initiating flaw could be identified in the typical 
20 000 psi materials, it was found to be a pore about 50 ym in diameter near 
the surface. Figure 4.18 shows such a pore in a fracture surface as seen with 

the scanning electron microscope. 

Work is in progress to evaluate the effects of additives to the 
60-40 compositions and others, and additional property data will be generated 
preparatory to application of the best composition for turbine engine components. 
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Figure 4.17 X-ray Diffraction Pattern, Taken With CuK^ Radiation, of 
(a) A Typical Sialon Containing Extraneous Phase, and 
(b) Of a Poorly Sintered Sialon Lacking Extraneous 

Phase 
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Figure 4.18   Scanning Electron Micrographs of a Fracture Initiating 
Flaw in a Sialon Specimen Prepared Without Additives 
by Sintering for 15 Minutes in Argon at 1750 C 
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The delayed sweep capability of the oscilloscope and an RF display of the 
ultrasonic signals results in accurate, consistent measurements of transit time. 
This measurement was obtaÄec^using multiples of the round-trip ultrasonic pulse 
and the same corresponding point on successive RF pulses, disregarding the 

initial ultrasonic pulse. 

Acoustic impedance is defined as the product of longitudinal sonic velocity 
and material density. A linear relationship is shown to exist between acoustic 
impedance and modulus of elasticity in silicon nitride, as shown in Figure 4.20 
This curve covers the range of density in silicon nitride obtained from processes 
such as injection molding, slip casting and hot pressing. 

3.8(106) 

; 

E 
u 
E 

> 
II 
M 

U 
Z 
< a 
LÜ 
a. 

CO 
=) 
o 
o 
< 

12 16 20        24        28       32 36        40 

MODULUS OF  ELASTICITY (PS!) 

44  48 52(106) 

Figure 4.20   Acoustic Impedance vs Modulus of Elasticity of 
Silicon Nitride 
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The 74F series of vanes shows the effect of changes made to decrease 
the viscosity of the material. This results in a much improved yield 
(7 out of 10) of flaw free parts and, as shown, changes the flaw morphology 
from long stringer types to voids which are well rounded. Vanes having 
such defects would not, however, be used in a stator assembly.  Further 
work is in progress to eliminate these remaining small voids. 

First Stage Stators 

Previous efforts to mold high density one-piece first stage stators, 
flaw free by x-ray, were unsuccessful. Flaws of varying severity were always 
detected in the outer shrouds of these components. Failures during engine 
testiiig have been correlated with subsurface flaws, detected by x-ray 
radiography, in the outer shroud. A discussion of this correlation appears 

in Section 3.2.3 of this report. 

Using the molding data obtained during the second stage stator vane study, 
it was possible to injection mold first stage stators completely flaw free 
as measured by x-ray. Figure 4.22 is a radiograph of a first stage one-piece 
as-molded stator with no detectable molding flaws. This stator was made of 

higher density material, yielding Si3N4 of 2.55 gm/cm
3 density. 

15 

I 

Figure 4.22   Radiograph of Outer Shroud of As-Molded First 
Stage Monolithic Stator Which is Free From 
Molding Flaws 
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5      INTRODUCTION AND SUMMARY-STATIONARY TURBINE PROJECT 
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operated in conjunction «i^ste^ turbines via^^.^ reaches 

combined cycle operation, the Pf ^ent overai interme(iiate load 
making the combined cycle plants compettivefo ^ 5o% by      p g 

power generation.    This can be raised si^^        o£ 2500oF>    At 

the gal turbine system ^^^f f^^nSioS are competitive for base 
this efficiency, the combined cycle ^^       t role of ceramics because 
load power generation.    Herein lies the important ^^ ^.^ 
they provide the o^d^mai|^|EH^chieved>    In 
inlet temperature where 5hl/^^h efficiency c o£ ^^^ 

^^^^^^^ -^^ ^"^ reliablllty 

even wh'en low grade dirty fuels are used. 
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5.1 STATIONARY TURBINE PROJECT PLAN 

The Stationary Turbine Project is organized to design a turbine 
one stage at a time with ceramic components. Figure 5.1 shows a 
longitudinal section of the Westinghouse 30 MW turbine. In this simple 
cycle machine, air is induced through a large intake silencer and 
filtered into an 18-stage axial compressor before entering the combustor 
housing. The combustor housing supplies air at 650°F to combustion cans 
assembled in a circumferential array. Air is mixed with fuel and ignited 
in the primary combustion zone. The gas passes downstream through the 
combustor section, mixing with secondary air. Flow continues from 
the combustion section, through the transition zone, and enters the 
power turbine at the gas temperature. The hot gases expand through the 
three-stage turbine section and are either exhausted through a stack or 
ducted into a reheat boiler as part of a combined cycle power generating 
unit. 

The first stage stator vane (see Fig. 5.1) is receiving the greatest 
attention on the ARPA program since it represents the hottest material 
application, the location where combustion products first impinge. 
Solving the design problems with this inlet stator vane also develops 
the needed analytical tools and opens the door to the design of other 
ceramic parts for turbines. 

■ 

C0MPRESS0R/C0MBUST0R 
SECTION ASSEMBLY TURBINE SECTION ASSEMBLY- 

BLADE RING 

Figure 5.1 30 MW Test Turbine Flow Path 
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Currently, the ceramic turbine concepts are developed and designed 
for a 30 MW frame size machine. Once feasibility and a performance base 
is achieved the utilization on larger production machinery becomes a matter 
of adaptation and scale up. This practice is especially important because 
material selection and optimum design depend upon several interrelated 
areas of knowledge such as physical properties, mass flow characteristics, 
heat transfer rates under steady state as well as transient condition 
to say nothing about the complex development of mechanical and thermal 
stress patterns in all components. To do the fundamental work on more than 
one basic unit would be far too costly and time consuming. 

- 
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5.2 PROGRESS AND STATUS SUMMARY-STATIONARY TURBINE PROJECT 

To meet the program objective, the'work has been divided into 
two major task areas subdivided as follows: 

1. Component Development 
(a) Design 
(b) Fabrication 
(c) Testing 

2. Material Technology 
(a) Material Engineering Data 
(b) Material Science 
(c) Non-Destructive Evaluation 

The present status is summarized according to Task in Sections 5.2.1 

and 5.2.2. 
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5.2.1 COMPONENT DEVELOPMENT 

Component Development is concerned with the design and analysis of 
the first stage stator vane, fabrication of the first stage stator vane 
design iterations, and the testing of first stage stator vanes in the 
static rig and advance test turbine. Turbine modification and the design 
of ceramic rotor blades are also considered here. 

Design 

A novel, power-generation,  size ceramic stator vane has evolved 
from a unique sandwich type multiple component concept.    The concept 
utilizes a three-piece vane that is insulated,  cushioned, and supported 
in such a manner as to minimize critical steady state and thermal stresses 
which would otherwise preclude the use of brittle materials in an industrial 
turbine. 

The foremost problem in designing and using brittle materials for 
engineering applications is to avoid areas of stress concentration. 
To do this,  the stresses in critical volume elements of a component must be 
known.    Two-dimensional finite elements for stress analysis   (such as 
triangles)  are adequate for analyzing most of the stresses in the 
three-piece stator vane.    Interfacial contact stresses and stresses 
developed in rotor blades, however,  cannot be represented in two dimensions, 
and,  therefore,  require a more sophisticated three-dimensional finite element 
program for resolution.    The ARPA program has helped produce this valuable 
too'. 

Status 

• A novel 3-piece, uncooled, simply-supported, ceramic stator vane 
assembly was selected and designed.(1>2,3,4j 

• To minimize stresses, the cross-sectional size of the ceramic vane 
selected is only half that of the metal vane counterpart.(2) 

• Critical stresses of the 3-piece ceramic vane assembly have been 
evaluated for both transient and steady state conditions expected during 
turbine operation at 2500oF.(2,3,4,5) 

• A full scale kinematic model was built to show that the stator 
vane assembly was functional when subjected to differential motions well 
in excess of design limits.(3) 

• Detailed design of stator vane assembly, including the compressive 
spring loading system and the ceramic/metal insulation system was 
completed.(2.3) 

• 3-D finite element code (WISEC) has been completed except for 
creep and contact stress analysis.(2,3,4,5,6) 

• Preliminary analysis of ceramic rotor blade using 3-D finite 
element code has been completed.(4»5»6) 

• Design emphasis and stress analysis is currently focused on stator 
vane assembly for test turbine demonstration. 
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Fabrication 

Fabrication is perhaps the most important phase in the successful 
application of ceramics to gas turbines.    Only fully dense, high-strength 
Si3N4 and SiC were selected for industrial gas turbine components. 
Currently,  these materials are made commercially by a process of 
hot-pressing, whereby powder is consolidated by the simultaneous application 
of pressure and temperature.    The ARPA program has provided the first 
full-scale power generation size ceramic vanes fabricated from hot-pressed 
Si3N4 and SiC.    These were made to Westinghouse specifications by the 
Norton Company of Worcester, Massachusetts and their suppliers, by 
hot-pressing billets and then using diamond grinding tools and tracer 
milling machines to produce the stator vane geometry.    This particular 
fabrication route has been followed in the ARPA program in order to assure 
the availability of components for testing. 

Status 

• Over 40 prototype vane sets for testing haA/e been successfully 
fabricated by hot-pressing and machining.C3,4,5,6) 

• 100 vane sets are on order for completion of 2500oF static rig 
tests and for the test turbine demonstration. 

• The 100 vane sets on order differ from prototype designs in that 
airfoils will be tapered and twisted and end cap cavities are shallower 
for improved aerodynamic performance.C6J 

Testing 

A very important step in the ARPA program to develop ceramic vanes 
is to check the design and materials by testing full scale parts under 
realistic conditions. The plan is to test in a highly instrumented 
static rig first at 2200oF and then 2500oF under conditions that nearly 
duplicate real gas turbine conditions. This will be followed by full 
scale turbine testing in a Westinghouse 30 MW frame size test turbine 
modified for this purpose. 

Status 

• Design and construction of the instrumented static rig was 
completed after considerable delays due to procurement and start-up 
problems.C3J4J 

e 2200oF static rig testing was successfully completed using 
Si3N4 vane assemblies   (Fig. 5.2).(5J 

• 2500°F static rig testing was initiated and then terminated 
temporarily due to rig damage caused by a combustor failure and failure 
of ceramic ducting. 

• Initial 2500oF tests have demonstrated that Si3N4 ceramics are 
tougher than SiC as evidenced by 

- Ability of Si3N4 to withstand impact of flying metal 
from imploded combustor basket. 

i 
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Ability of Si3N4 to withstand extreme thermal shock 
from 3000oF to 600oF almost instantaneously. 

Complete failure of SiC vanes under the same conditions 
experienced by Si3N4. 

i 

-I 9 

Figure 5.2    Sis^ Stator Vane Assembles After Static Rig Testing 
At 22Ü0CF (100 Cycles) 

;   '^1 

• The static rig has been re-modified for 2500oF operation using 
water-cooled metal ducting and a highly cooled metal  combustor. 

• 2500oF static rig testing is rescheduled for completion by July, 
1975; vane delivery from Norton for these tests are scheduled for May,  1975 

• Design and layout drawings for the test turbine modifications 
have been prepared.    Further design and procurement activity for the 
advanced test turbine has been deferred until completion of the 2500 F 
static rig tests. 
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5.2.2    MATERIALS TECHNOLOGY 

Materials technology has been the basic building block for design 
technology,  fabrication technology and testing.    The sub-tasks consist 
of Materials Engineering Data, Materials Science,  and Non-Destructive 
Evaluation of Materials.    The plan has been to continue this phase 
throughout the program in order to properly evaluate material improvements 
and design changes that are natural evolutions in a focused engineering 
program. 

.Material Engineering Data 

Design technology is highly dependent upon the thermal, physical 
and mechanical properties of the materials being used.    A substantial 
effort has been expended to collect engineering property data for 
commercial hot-pressed Si3N4 and SiC to make the design code more 
comprehensive.    The interaction between properties and design is shown 
in Fig.  5.3.    Since the present design code uses an elastic-to-fracture 
criterion for stator vane ceramics and since the transient stresses are 
much larger than steady state stresses, reliable thermal properties have 
been extensively measured.    Both established and new testing procedures 
have been utilized to evaluate the physical  and mechanical properties of 
gas turbine ceramics at temperatures up to 2500oF. 

I 

Design Requirements 

Thermal Properties 

Conductivity Expan 

Tensile      Shear      Flexural    Friction       Creep    Fatigue 

Computer Codes for 
Stress Calculation 

Design Reliability 

. 

Figure 5.3    Interaction Between Properties And Design 
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Status 

• Thermal properties have been characterized from RT to 2500CF for 
hot-pressed Si3N4  (Norton HS-130)  and hot-pressed SiC  (Norton NC-203). (.3,43 

• Flexural strength, tensile strength,  shear strength,  friction 
behavior, high cycle fatigue and elastic properties have been characterized 
from RT to 2500oF for both HS-130 Si3N4 and NC-203 SiC. U^,4,b,öj 

• Creep, stress rupture,  low cycle fatigue, and corrosion-erosion^ 
behavior are continuing to be evaluated because these relate to reliability 
and require longer term evaluation.    Data will continue to be available 
to 2500oF.(3,4,5,6) 

t Fracture mechanics studies as related to high temperature behavior 
has been initiated in order to assess component reliability and assign 
a practical fracture criterion for engineering use. 

• Statistical treatment of engineering properties continues to be 

conducted as data become available.(2>3>4) 

Materials Science 

The purpose of detailed investigations into materials science is 
to develop an understanding of material behavior which will lead to 
improvements. This is of particular importance since the ceramic materials 
being utilized in turbine engines are relatively new and appear capable 
of considerable improvement. The material science subjects isolated 
for detailed investigation have been defined by the engineering 
requirements of the system and thereby relate mainly to the commercial 
materials being used. They contribute to better control of the 
fabrication process and better properties, and tend to extent the 
useful life of the ceramic materials through property improvements. 

The value of the material science work has already been demonstrated 
by the property improvements that have been made since the onset of 
the ARPA program. By discovering that certain impurities and foreign 
inclusions were detrimental to the strength of hot-pressed Sis^ above 
1800°F and learning how to process starting powders to achieve a desired 
microstructure, strength at 2550oF has improved by 400%. 

Status 

• Identification of microstructural details of commercial hot- 
pressed Si3N4  (Norton HS-110 and 130)  and hot-pressed SiC  (Norton 
NC-203)   completed.C1»2»3»4) 

• Correlations between properties, microstructure, and fabrication 
processing for HS-130 Si5N4 and NC-203 SiC completed.(3,4,5,6) 

• Statistical chemical analysis of Norton HS-130 Si3N4 and 
NC-203 SiC completed.C6) 
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• Analysis of thermodynamic data for Si3N4 and SiC completed. CM) 

« Static oxidation kinetics of HS-130 Si3N4 and NC-203 SiC 
completed.(3»4,5) 

• Simultaneous oxidation-sulfidation kinetic studies in progress.^ 

Non-Destructive Evaluation 

Microstructural uniformity is the key to reliable structural 
ceramics for gas turbine engine applications.    The objectives of NDE 
are to identify and classify microstructural defects and relate these to 
the component fabrication process.    The ultimate goal is to define 
meaningful inspection methods that can be used to accept/reject _ 
components prior to installation in the engine.    Procedures utilizing 
ultrasonics,  X-ray radiography, dye penetrants,  and acoustic emission are 
currently being applied to ceramic systems for evaluation purposes. 

Status 

• Suitability of dye penetrants for detecting surface connected 
porosity and surface cracks has been established for ceramic gas turbine 
components.(5) 

• Sensitivity of commercial techniques in ultrasonic A§C scanning 
to low density inclusions and segregated voids in hot-pressed Sis^ and 
SiC has been established.(5>6) 

• Detection limits and sensitivity by ultrasonic inspection has 
been established for hot-pressed ceramic turbine components. t^öj 

• Feasibility of applying acoustic emission to proof testing of 
ceramic components has been established. f.4J 

• Detection limits and sensitivity by X-ray radiographic inspection 
has been established for hot-pressed ceramic turbine components.*-  ' 

• NDE of ceramic turbine components is continuing. 

■ 
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5.3 FUTURE PLANS 

In November 1974, ARPA announced its intention to extend the 
ceramic turbine program beyond the originally planned 1976 completion 
date in order to compensate for very tight timing schedules on key 
tests, and for reduced technical effort in FY 74 and 7S resulting 
from funding reductions. The future plans for the Stationary Turbine 
Project are briefly discussed. 

i 

Component Development 

Component development will continue but much of the emphasis will 
shift to advance turbine design and modification since the actual 
turbine test of ceramic stator vanes represents the climax of the six 
year program as now planned. 

Design 

The design task on stator vane development will focus on stress 
analysis of the vanes and vane assembly to be used in the"test turbine 
demonstration.    Coolant flow analysis will also be conducted on the 
vane-metal support structure.    This work will continue through FY 76. 

Fabrication 

Vane fabrication will continue through FY 76 so that stator vanes 
will be available in sufficient quantities for the test turbine 
demonstration.    These vanes will be made from Norton NC-132 silicon 
nitride and possibly silicon nitride hot-pressed with yttria providing 
the latter material proves superior in screening tests. 

Testing 

The greatest effort throughout the remainder of the program will be 
in the testing phase of full-scale components. Present status indicates 
that the static rig testing of silicon nitride stator vane assemblies 
should be complete by July 1975. Following this, emphasis will be placed 
upon completing all the tasks leading up to the test turbine demonstration 
which is scheduled for completion at the end of the ARPA program. 
These tasks include installation and check-out of the test turbine, 
completion of design modifications, procurement of turbine parts and 
instmment at ion, completion of the turbine rebuild, check-out of the 
turbine with ceramic parts and advanced metal blading, and finally the 
test turbine demonstration consisting of 100 cycles of operation to 
2500°F. 

Material Technology 

The Material Engineering Data and Materials Science tasks of the 
project will continue as a support function throughout the project. 
Efforts will be limited, however, to those specific areas required for 
the test turbine demonstration. The properties of remnant materials 
from stator vanes, insulators, etc., will be verified to insure 
that the test hardware meet specified standards. Improved commercial 
vane materials, in particular, Y203-doped Si3N4, will be characterized 
as will selected insulator materials in order to guarantee the highest 
component performance, durability, and reliability when used in the 
test turbine. Post-test evaluation of components and non-destructive 
evaluation of components before and after testing will continue. 

zzsz 
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6.  PROGRESS ON CERAMIC COMPONENT DEVELOPMENT - STATIONARY TURBINE PROJECT 

■ 

6.1 STATOR VANE DEVELOPMENT 

SUMMARY 

Design efforts have continued through the first half of this 
reporting period with the major effort directed toward design 
modifications of the rotating test turbine.    This is the 30 MW-frame 
size turbine planned for demonstrating 100 duty cycles using uncooled 
ceramic nozzle guide vanes at a peak temperature of 2500 F.    Layout 
and detailed design drawings have been prepared for 23 different parts, 
sub-assemblies and assemblies.    Further design modification work 
and procurement of parts has been deferred until the completion of the 
2500oF static rig test. 

The stator vane design currently planned for the test turbine 
demonstration at the present time is a modification of the first generation 
design-  i e ,  a tapered and twisted airfoil with tenons representing 
a torroidal shape superimposed upon the airfoil cross-sectional 
geometry.    This design is referred to as "advanced turbine stator vane 
design". 

The second generation vane design will   not   be tested in the advanced 
turbine.    Further stress analysis suggests that maximum principal stresses 
exceed the strength capabilities of candidate ceramics and program limitations 
do not permit confirmation of this design via static rig testing. 

The l&test results of 2 and 3-dimensional finite element stress 
analyses are reported for the stator vane assembly designs being 
investigated.    Two conditions of shutdown from 2500 F are discussed. 
In addition,  a contact stress analysis is presented that deals with 
differential displacements at the airfoil-end cap interface,  a problem 
that is common to all versions of the three-piece stator vane design 
concept. 

The previously reported damage^) to the static rig, which occurred 
in the ceramic duct and mixer section during the ^^l^11^^ 
and shakedown test at 2300oF, was repaired to permit 2500 F operation. 
Testing was initiated in September using an eight-vane assembly that 
consisted of four hot-pressed rilicon nitride and four hot-pressed 
silicon carbide vanes.    During the third cycle of testing,  at least 
two of the silicon carbide vanes appeared cracked, but remained functional. 
These tests were terminated during the fifth cycle when the combustor 
basket imploded throwing metal debris into the ^es and causing a 
temperature excursion to 3000oF and rapid quench to 600 F under choked 
flow conditions.    Even after this dramatic test of endurance,  the silicon 
nitride vanes remained functional.    The silicon carbide vanes, however, 
were totally shattered, and the combustor, ceramic duct and ceramic mixer 
section of the rig were damaged beyond repair.    The static rig has been 
rebuilt with a redesigned combustor,  a water-cooled metal duct and a 
spray-cooled mixer section.    All instrumentation has been repaired or 
replaced to permit heat transfer tests while awaiting delivery of vanes 
for 2500oF testing from Norton.    2500oF testing is scheduled to resume 
in June using silicon nitride stator vane assemblies of the "advanced 
turbine" design. 
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Westinghouse has approved the machining process and airfoil 
qualification procedures for the fabrication of 100 stator vane 
assemblies for the test turbine demonstration. A similar review and 
approval of airfoil tenon and end cap machining practice has been 
scheduled for February. Norton has agreed to deliver 10 silicon nitride 
stator vane assemblies for the 2500oF static rig testing by May, 1975. 
Yttria-doped silicon nitride billets were ordered for initial evaluation. 
Stator vane assemblies may be fabricated from the best yttria compositions 
as part of the 100 vane order providing that the material is properly 

qualified. 
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6.1.1    DESIGN 

fc 

Introduction 

The large size of the Westinghouse stationary power turbine permits 
a ceramic stator vane design which is particularly well suited to brittle 
materials      A three-piece vane assembly has been selected to minimize 
stress  and simplify fabrication.    This replaces  the more conventional 
geometry in which the airfoil is integral with the shrouds.    The use of 
silicon nitride or silicon carbide stator vanes is intended to increase 
the service temperature of the resultant machine from 1955 F,  average 
turbine inlet temperature at reserve power to & peak of 2500 F without 
a need to cool  the first stage stator row. 

Design activity has continued through the first half of this 
report period with the major effort directed toward design modifications 
of the rotating turbine.     Layout and detailed drawings have been prepared 
for parts,  sub-assemblies,  and assemblies.     Further design modification 
work and procurement of parts for the advanced test turbine have been 
deferral until  the completion of the 2500oF static rig tests. 

The Rotating Test Turbine 

Layout drawings and design specifications have been prepared for 
the modification of the W251 test turbine rotating rig.    An average 
turbine inlet  temperature of 2300oF was  selected for the design to meet 
the 2500oF peak temperature requirement on the first stage stator vanes. 
Since only the first stage vanes will be made from ceramic materials, 
considerable attention has been given to the cooling of metal  components 
downstream and the cooling air supply. 

Completed drawings are identified in accordance with associated 
assemblies and sub-assemblies in the turbine longitudinal of Fig.  6.1. 
The turbine cylinder or blade ring, which is represented normally 
as horizontally joined half cylinders enclosing all three stages of 
the power turbine,   has been split and flanged to form upstream and 
downstream segments.    Silicon nitride and/or silicon carbide stator 
vanes  and support structures,  including insulator blocks and spring 
loaded metal shoes,  are contained within inner and outer support rings, 
which are bolted to the static seal housing and the upstream portion of 
the segmented tuxbine cylinder,  respectively.    The first stage rotor 
and all subsequent downstream stages remain within the downstream segment 
of the blade ring,  remembering that the test rig differs from an actual 
power generating turbine in that the entire third stage is removed.    Work 
in excess of that required to drive the compressor is expended against 
an eddy current brake and there is no generator coupled to the shaft ot 
the test turbine. 

The ceramic vane assanblies,  insulators,  seals,  and support 
structure which constitute the first stage stator vane row of the turbine 
test -ig will be the same design as those used for static rig tests. I J 
A full compliment of 80 vanes will be tested in the turbine, however, 
rather than the cascade of 8 vanes which comprises the test configuration 
in the static rig. (4)    Results of static rig testing at 2500 F to date 
and a stress  analysis of the second generation design tentatively 

■.i„Aa i-ho f^-H™ of silicon carbides or the second generation 
and a stress analysis of the seconü generation aesigu uom-a^»* 
preclude the testing of silicon carbides or the second generati 
design,  respectively,  from full turbine testing.     Silicon mtn 
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of advanced turbine designC5»6) win be tested exclusively.    The array- 
may include some vane assemblies hot-pressed with yttria if an evaluation 
of properties so indicates. 

The test turbine was removed from its foundation and moved to a 
storage location pending the rebuilding phase that will start in FY 76. 
Present plans cajl for the installation of the turbine in the new 
developmental laboratory and a check out of all auxiliaries, starting 
equipment,  and control     functions    before the cover is opened for 
rebuilding.    By doing this,  only essential parts of the turbine, rather 
than the entire machine,  need be transported to a plant facility for 
modification. 

Continuation of the advanced turbine design task has been deferred 
until July,  1975. 

COMPRESSOR/COMBUSTOR 
SECTION ASSEMBLY TURBINE SECTION ASSEWIBLY- 

corn:ir GIAKBER 
SEAL 

-upmiNfi  CHAMBER 

COMBUSTOR   — 

>"^     U^    Xr- 

VLINDER 
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Figure 6.1 W-251 Rotating Rig Test Turbine With Modifications Indicated 
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6.1.2    THE STRESS ANALYSIS OF SILICON NITRIDE VANES 

Introduction 

The three dimensional stress analysis of the second-generation 
design stator vane assemblies was repeated to include the asymmetric 
condition of the tapered-twisted airfoil and the interaction of the end 
cap.    Only the outer end cap was considered because principal stress 
maxima occurred there rather than in the inner end cap where the overall 
stress distribution should be proportionate but lower.    The case of 
interference to cause high contact stresses along the mating surfaces 
of the end cap and airfoil was also developed for the second generation 
stator vane at a steady state temperature of 2500oF.    Since the end 
cap geometry of the first,  second, and advanced turbine design are 
similar,  the analytical results presented here may be applied to all 
three end cap designs. 

Analytical Results for Two Conditions of Shutdown from 2500oF 

The qualifying assumptions are similar to those stated previously 
in that the silicon nitride is considered to be homogeneous,  isotropic, 
and elastic at all temperatures and rates.    The contact force between 
the airfoil tenon and the end cap and the gas load are considered 
negligible.    The steady state condition is that of the static rig at 
2500oF with gas temperature profiles extrapolated from data at  1800oF 
and 2300oF  (see Fig.  6.29 under 2500oF Static Rig Testing).    Transient 
thermal analyses were performed for two shutdown conditions, i.e., 
(1)  flame out  O 350oF/sec),  and (2)  controlled at 250F/sec. 

The initial and boundaiy conditions for the end cap thermal 
analysis are superimposed upon the actual end cap geometry in Fig. 6.2. 
Heat transfer data for the airfoil and oi.'ter end cap are presented in 
Fig. 6.3.    The three dimensional element models for the second generation 
design airfoil and an end cap that i-s common to all designs appear as 
Figs. 6.4 and 6.5, respectively. 

Temperature and stress contours for the airfoil at midplane, 
section 3 (Fig,  6.4)  and section 62  (Fig.  6.4) are shown in Figs. 6.6, 
6.7 and 6.8, respectively.    Under flame out conditions from 2500oF,  the 
maximum principal stress at midplane reaches 72,300 psi  at the 10th 
second.    A stress concentration and a high stress gradient are apparent 
near the upper and lower tenon of Fig.  6.7.    This results from the 
arbitrary use of a lower value for the heat transfer coefficient over 
the airfoil contact surface.    The maximum principal stress in the airfoil 
occurs on the pressure side near the trailing edge.    If the value of h is 
not reduced at the contact surface, but rather is considered to be 
exposed as part of the entire airfoil surface, the maximum principal is 
reduced approximately 5% from 127,300 psi   (Fig.  6.8b)  to 120,100 psi 
(Fig. 6.8c).    Changes in the heat transfer coefficient at the contact 
surface has the effect of changing both the location of the maximum 
stress and the stress distribution.    If the cool down rate is reduced 
to 250F/sec,  the maximum principal stress,  occurring after 50 seconds, 
diminishes to 71,800 psi when Fig. 6.9 is compared with Fig. 6.8c using 
similar distributions for h. 
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Figure 6.2 Initial And Boundary Conditions For End Cap Thermal Analysis 
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Figure 6.4 Three-Dimensional Element Model Of The Second Generation 
Airfoil Under Equilibrium Conditions 
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Figure 6.5 Three-Dimensional Element Modr'  Jf The End Cap Under 
Equilibrium Conditions 

NO. TEMP 
0F   (0C) 

1 900  482 

^It 
2 1050  565 
3 1200  649 

^ 
4 
5 

1350  732 
1500   816 

6 1650   899 
7 1800   982 
8 1950  1066 

NO. 

i 

X72.3(498)Z/     ^<     N r^l  0-4.8(-33)- 

STRESS 

ksl     (MPa) 
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1 0 0 
2 10 69 
3 20 138 
4 30 207 
5 40 276 
6 50 345 
7 60 414 
6 70 483 

Figure 6.6 Temperature And Stress Distributions For Second Generation 
Design Airfoil At 10th Second Of Flame Out From 2500oF 
Steady State Gas Temperature (Section 7a)   (h: High-Low) 
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X 2428(1331) 

11 

NO. TEMP 

(0C) 

1 1478 803 
2 1573 856 
3 1668 909 
4 1763 962 
5 1858 1014 
6 1953 1072 
7 2048 1120 
8 2143 1173 
9 2238 1226 
10 2333 1278 
11 2428 1331 1 

0 1477 (803) 

NO. STRESS 

ksi (MPa) 

1 0 0 
2 15 103 
3 30 207 
4 45 310 
5 60 414 
6 75 517 
7 90 621 
8 105 724 

X109(752) 
8 

0 -3.2 (-22) 

Figure 6.7   Temperature And Stress Distributions For Airfoil Section 3 
At 10th Second Of Flame Out From 2500oF Steady State Gas 
Temperature (h: High-Low) 
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NO. TEMP 
0F (0C) 

1 1425 774 
2 1520 827 
3 1615 879 
4 1710 932 
5 1805 985 
6 1900 1038 
7 1995 1091 
8 2090 1143 
9 2185 1196 

NO. STRESS 

ksi (MPa) 

1 15 103 
2 30 207 
3 45 310 
4 60 414 
5 75 517 
6 90 621 
7 105 724 
8 120 827 

NO. STRESS 

ksi (MPa) 

1 0 0 
2 15 103 
3 30 207 
4 45 310 
5 60 414 
6 75 517 
7 90 621 
8 105 724 
9 120 827 

T.E. 

2 ̂sO -3.65(-25.2) 

X120.1(828) 

Figure 6.8   Temperature And Stress Distribution For Airfoil Section 6a 
At 10th Second Of Flame Out From 2500oF Steady State Gas 
Temperature ((a) h: High-Low, (b) h: High-Low, (c) h: High-High) 

For the flame out condition, a maximum principal stress of 123,000 
psi occurs at the inner surface of the outer end cap on the suction 
side near the leading edge of the airfoil after 14 seconds (Fig. 6.11). 
The three dimensional aspects of the temperature and stress 
distributions in the end cap can be obtained from Figs. 6.10, 6.11 
and 6.12. Figure 6.13 describes the state of stress in the end cap 
resulting from cool down at 250F/sec. A maximum principal stress 
of 92,900 psi now occurs within the end cap cavity. 
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r^tp^ 

NO. STRESS 

ksi (MPa) 

1 ■9 ■62 
7 0 0 
3 9 62 
4 18 124 
S 27 186 
fi 36 248 
7 45 310 
8 54 372 
9 63 434 

Figure 6.9 Stress Distribution During Cooling At 250F/Sec From 2500oF 
Steady State Gas Temperature At 50th Second In Airfoil 
Section 6a 

# 

NO TEMP 
0F TO 

1 1080 582 
? 1170 632 
3 1260 682 
4 1350 732 
5 1440 782 
fi 1530 832 
7 1620 882 
8 1710 932 
9 1800 982 

01000(538) 

NO. STRESS 

ksi        (MPa 

1 15        103 
2 30        207 
3 45        310 
4 60        414 
5 75        517 
6 90        621 
7 105        724 
8 120        827 

0 4.9(34) 

Figure 6.10 Temperature And Stress Distributions For End Cap Section 7e 
At 14th Second Of Flame Out From 2500oF Steady State Gas 
Temperature (h: High-Low) 
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NO TEMP. 
0F (0C) 

1 1350 732 
2 1440 782 
3 1530 832 
4 1620 882 
5 1710 932 
6 1800 982 
7 1890 1032 
8 1980 1082 
g 2070 1132 

0 1269(687) 

NO. STRESS 

ksi (MPa) 

1 •11 ■76 
2 - 2 •14 
3 8 55 
4 17 117 
5 27 186 
6 36 248 
7 45 310 
8 55 379 
9 64 441 

10 73 503 
11 83 572 

Figure 6.11   Temperature And Stress Distributions For End Cap Section 6e 
At 14th Second Of Flame Out From 2500oF Steady State Gas 
Temperature (h: High-Low) 

These 3 dimensional stress analyses confirm a supposition that 
the states of stress in the second generation design airfoil under all 
conditions of flame out or controlled shutdown are much higher than 
those generated in the first generation design. Furthermore, the 
maximum principal stresses in the second generation design are expected 
to exceed the engineering strength of Sis^, whereas the first, generation 
and advanced turbine stator vane design are expected to survive multiple 
cycles in a controlled shutdown mode of peaking type service. The 
second generation design airfoil will be given no further consideration. 
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NO. TEMP 

1 1330 717 
2 1425 774 
3 1520 827 
4 1615 879 
5 1710 932 
fi 1805 985 
7 1900 1038 

012E 4(679) 

NO. STRESS 

ksi         (IWa 

1 
2 
3 
4 
5 
6 
7 

■ 7           48 
0            0 
7           48 

14           97 
21         145 
28         193 
35         241 

Figure 6.12 

X53.6(370) 

Temperature And Stress Distributions For
c
End/aP ^^ ^ 

At 14th Second Of Flame Out From 2500oF Steady State Gas 
Temperature  (h:  High-Low) 

I \\ 

> 

NO. STR ESS 

ksi (MPa) 

1 ■1.5 -10.3 
? 7.8 53.8 
3 17.2 118.6 
4 26.5 182.8 
5 35.0 247.7 
fi 45.2 311.9 
7 54.6 376.7 
8 63.9 440.9 
q 73.3 505.8 

in 82.6 569.9 
ii 91.9 634.1 

Figure 6.13 
Stress Distribution During Cooling At 2S0F/Sec From 2500oF 
Steady State Gas Temperature At 58th Second In End Cap 

Section 7e 
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Contact Stress Analysis 

The airfoil-end cap interface of all versions of the three piece 
stator vane assembly is designed for partial area contact with the 
remaining portion of the mating surfaces in close proximity. Maximum 
clearances are specified at room temperature such that the contact 
stresses due to the axial spring load, which holds the assembly together, 
and the gas load remain low. However, differential deformation of the 
mating geometries can either reduce the contact area below that required 
to maintain acceptable contact stress levels or create interference, thus 
changing the contact points altogether thereby increasing the possibility 
of producing large bending and/or torsional stresses. The displacement 
components in the y-direction at four points. A, B, C and D, on the 
contact surface are shown in Fig. 6.14 with the second generation design 
stator vane used as a typical example. "Steady state" and "transient" 
displacements are defined as the distance a point moves from its original 
room temperature position to its position at steady state temperature or 
position at any transient temperature with respect to time. The transient 
chosen here occurs after 50 seconds under controlled shutdown conditions 
at 250F/sec cooling rate. 

SECTION i-r SECTION 3-3' SECTION 5-5' 

■SSil 
SUCTION SIDE 

z 0 
A       B       C       D 

PRESSURE SIDE 

-l2 

T 0E ^ 

A       B 
H +- 

^ 
^ 

c    A -ft—?- 

-,2 

=f 0 
ABC 

H h 

x 

"       0 

-12 

0  * 
E 

AIRFOIL   /    X- STEADY STATE 
HmhU,L   (    • - TRANSIENT END CAP it STEADY STATE 

TRANSIENT 

Figure 6.14        Deformations Of The Airfoil End Cap Contact Surfaces At 
Steady State And During Transient 

The u and w displacements,  in the x and y directions, respectively 
are similar for the airfoil and end cap in both the steady state and 
transient cases calculated.    They are not expected to create contact 
problems.    The displacements v in the y-direction are also small  and 
similar in magnitude in the airfoil and end cap for the steady state case 
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While the transient displacements of Section I1,  3'  and 5'   (Fig,  6.14) 
o£ the end cap remain small, the transient displacements in the airfoil 
become large,  i.e.,  important.    Section 3, at the mid-chord stays at 
the same location while Section 5, near the leading edge,  displaces 
toward the pressure side;  and Section 1, near the trailing edge,  displaces 
toward the suction side.    The displacements  calculated at the 10th second 
of a flame out transient from 2500oF for the airfoil have not been plotted 
because the corresponding displacements for the end cap have not been 
calculated.     It should be mentioned, however,  that the v displacements 
for this case are nearly three times those for the transient discussed 
above for Sections  1  and 5;  they remain the same for Section 3. 

The displacements in the y direction may create large contact 
stresses in as-yet-undetermined locations,  and high bending and torsional 
stresses.    These may also cause fretting at the interface surfaces. 

Because of manufacturing considerations and a request from the 
vendor,  the resulting    radial difference between the mating surfaces 
at the airfoil tenon-end cap cavity interface is currently specified 
as 0.002 inches, minimum and 0.012 inches,  maximum. 
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Selecticmj^fMle™^^ 
i     ct^tiv state heat transfer and stress 

A qualitative,  one-dimensional,   f^^i4ulator materials, 
analysis was used initially to compare P^entxal    nsu^ ^ calculated 

The heat transfer model appears in l^'^7^ a clamped plate subjected 

ZZ ^i/o?1^ rp^r/radfeS difference  (T.T.)  as follows: 
aE(T1 -T  1 

(1) 
a.  = 2(l-v) 

RADIAL HEAT FLOW, q. 

I 

COOLING AIR 
FILM 

COMPRESSOR DISCHARGE 
il?1       ' COOLING AIR 

HOUSING RING (g) 

T2       Tl 

  SHOE (e) 

— CUSHION (d) 

INSULATOR (c) 

 END CAP (b) 

GAS FILM (a) 

GAS FLOW 

Figure 6.17 Heat Transfer Model - bteaay OX-ö.^ 

Six candidate materials - co^e^ in ^e ^-calculated 

stresses are based on fera^ P^f1 ^ rates best as long as the 
materials as supplied by ^f ^ed 1800-1900°? where permanent changes 
maximum temperature does not exceed 18UÜ lyu ^  iargest 

in the material's ^ov^es occur      ^^an ^ (Table 
AT at the lowest ^ress level in the insulator ^ ^ ^^ the 
whereas hot-pressed silicon carbide s^ains t her materials are 

highest stress in the S13N4 ^d.^^basi      LAS is  5.54 times as 
ranked between.    On a sf ^"^^/desired temperature capability and 

f ftrrn^^^ b" 4 — StandardS- 

6.2), 

131 

, ,      ■   - 



TABLE 6.1 
INSULATOR MATERIAL STRESS COMPARISON 

M ii M 

INSULATOR 

1T1>T2 
T1 = CT2 

f)0T 2 EHVIZJ 
2 (l-i1) 

MATERIAL 

PROPERTIES STRESS 

K 
BTU-IN 

T,T2® 

0F 

T1+T2® E 
PSI 

x106 

a 
IN/IN/0F 

KIO"6 

V MOR 

PSI 

aT 
PSI 

MOR 
0T 

R.F. 

2 
0F HR-FT2-0F 

1.   LAS 12.0 1229 1425 12.5 0.15 0.28 20,000 1610 12.4 1.00 

2.   H.P.Si3N4. 15S.0 327 1363 41.0 1.70 0.23 100,000 14,800 6.75 1.84 

3.    H.P.SiC 395.0 147 1351 G4.0 2.50 0.23 75,000 15,250 4.94 2.52 

4.    "A" BN 120.0 399 1368 9.0 1.35 0.23 11,000 3140 3.51 3.54 

5.     R.S. Si3N4 61.2 631 1384 18.5 1.65 0.23 28,500 12,500 2.28 5.44 

6.    "M" BN 55.0 672 1387 13.0 1.10 0.23 14,000 6240 2.24 5.54 

R.F. = RATING FACTOR  -/MORN    H-    /MOR\ 

\aT/LAS      \ÖT/MTL T GAS = 2250oF 

® TVT2 FROM 1-D HEAT TRANSFER ANALYSIS T AIR = 650oF 
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TABLE 6.2 
END CAP STRESS FOR VARIOUS  INSULATOR MATERIALS 

M 
',|T, 

M 

END CAP 

i   T1>T2 
T! = CT2 

2   (l-V) 

INSULATOR 
MATERIAL 

PROPERTIES ENO CAP STRESS 

K 
BTU-IN 

HR-FR-0F 

T,T2® 
0F PSI 

MOR 
R.F. 

1.    LAS 12.0 157 6540 15.30 1.0 

2.    "M" BN 55.0 394 ■ 6,400 6.10 2.51 

3.    R.S.Si3N4 61.2 412 17,100 5.86 2.62 

4.    "A" BN 120.0 510 21,200 4.72 3.24 

5.   H.P.SI3N4 155.0 541 22,500 4.44 3.44 

6.    H.P.SiC 395.0 617 25,700 3.89 3.94 

R.F. = RATING FACTOR =/MOR\    -=-    /MORN 

\0T / LAS     \ O T / MTL T GAS = 2250oF 

®Ti-T2 FROM ID HEAT TRANSFER ANALYSIS T AIR = 650oF 
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Two-Dimensional Finite Element Analysis of Insulators 

The axisymmetric nature of the insulator makes it ammenable to 
2-dimensional heat transfer and stress analyses. Figure 6.18 illustrates 
the finite element model which excludes the end cap cavity for 
the sake of simplicity. The heat transfer model includes the effect of 
conduction through the elements (zero gradient across the interface 

is assumed) and convection and radiation at all boundary locations. 
Seventeen heat transfer coefficients, seven fluid temperatures, and six 
external body temperatures versus time are specified. All were derived 
from theoretical considerations or from appropriately scaled experimental 
results  Thermal properties such as emmisivity, specific heat, and 
conductivity are utilized with respect to temperature. Fluid temperatures 
are reduced to compressor discharge levels in 2.5 seconds and decay 
exponentially thereafter. The heat transfer coefficients are ramped and 

similarly decayed. 

SHOE 

INSULATOR 

END CAP 

Figure 6.18 Two-Dimensional Finite Element Model Of End Cap -  Insulator 
Combination 

The analysis was conducted for the normal condition and the hot 
gas condition as defined in Figs.  6.19 and 6.20.    The hot gas condition 
is approximately three times as severe as the normal one.    Steady state 
is defined as five minutes after start up.    The results are presented 
for the upstream half of the insulator only.    The temperature-time 
histoiy for the gas/air boundary fluid and the convective heat transfer 
coefficients versus time are plotted in Figs.  6.19 and 6.20,  respectively, 
High heat transfer coefficients tend to force the surface temperature 
toward the impinging gas temperature,  thus maximizing the stresses. 
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Figure 6.19        Gas/Air Temperature vs Time Profile For Insulator - End Cap 
Combination 
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Figure 6.20   Convection Coefficients vs Time Profiles For Shoe, Insulator, 
End Cap Combinations 

The 2-D temperature and stress responses were performed for two 
materials, LAS and hot-pressed Sis^ because a large amount of temperature- 
dependent data was available. Furthermore, these materials represent 
the upper and lower bounds of temperature and stress response. Only the 
most severe hot gas condition is presented. The transient temperature 
responses for LAS and hot-pressed Si3N4 are given in Figs. 6.21 and 6.22, 
respectively. LAS insulator surface nodal points 120, 139, and 177 
demonstrate clearly that 1800oF design limit has been exceeded. As 
expected, surface nodal points 139 and 177 (and others not shown) 
respond rapidly to the gas/air boundary transient of Fig. 6.19, whereas 
internal points such as 127, 167 and 204 are hardly affected. In general, 
the response of the hot-pressed Si3N4 insulator, as shown in Fig. 6.22, 
is not as drastic in terms of temperature, time response and gradients. 
For the LAS insulators, temperatures near the end cap interface (points 1^0 
and 127) are hotter, whereas temperatures near the shoe (points 205 and 
215) are cooler. These results reflect the relatively lower thermal 
conductivity of LAS. It is interesting to note that even for the severe 
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hot gas  condition,  points away from direct hot gas impingement are at 
temperatures below the design limit of 1800oF. 

2200 i- 

2000 

1800 

1600 

UJ 
cc = 
<     1400 

1200 

1000 

800 Y 

0  L I       I L 

215    197    198   199   200   201    202   203   204 

0        12        3       4        5 

TIME AFTER 
STARTUP, MIN. 

215- 

_L 
5 10 15 

TIME AFTER SHUTDOWN, SEC. 

20 

Figure 6.21   Insulator Hot Gas Transient Thermal Response Of LAS 
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215   197   1S8   199   200   201    202   'OS   204 

5 10 

TIME AFTER SHUTDOWN, SEC. 

n 

TIME AFTER 
STARTUP, MIN. 

Figure 6.22        Insulator Heat Gas Transient Thermal Response Of Hot-Pressed 
Si3N4 

The output from the 2-D heat transfer model was utilized to compute 
the transient (and steady state) in-plane stresses as defined by the 
insulator stress model of Fig. 6.23. Z and R denote the longitudinal 
(flow) direction and the radial direction, respectively. The stress 
response for an LAS insulator appears in Fig. 6.24, while Fig. 6.25 is 
characteristic of hot-pressed Sis^. The stresses presented are the 
maximum tensile principal values (amax) representing vectorial 
combinations of aR, az, and 6RZ with the principal contributing stress 
indicated in parenthesis. As expected from the temperature response, 
the maximum transient stresses occur at the points (139, 158) from 
hot gas impingement. For LAS, point 158 attains the maximum transient 
value of 600 psi, 7 seconds after shutdown, for hot-pressed Si3N4; 
point 139 attains the maximum transient value of 3000 psi, 2 seconds 
after shutdown. The overall temperature condition of the insulator tends 
to result in steady state oz (plate bending) type stresses at points 
away from hot gas impingement (e.g., points 148, 215), whereas 
the local temperature condition tends to result in transient aR type 
stress at points of impingement. The transient condition has a greater 
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(but delayed)  effect on LAS than on hot-pressed Si3N4, because of 
the relatively low thermal conductivity and hi^ier specific heat of 
LAS.    As  a result, the maximum principal stress in the LAS insulator 
is transient while that in hot-pressed Si3N4 is  steady state.    In 
addition,  the analysis indicates that hot gas impingement point 158 
operates under a compression-tenson reverse cyclic mode. 

If j 

Figure 6.23        Insulator Two-Dimensional Stress Model 
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Figure 6.25        Insulator Hot Gas Two-Dimensional Maximum Stress Response 
Of Hot-Pressed Si3N4 

Within the range of parameters studied,  all of the calculated stresses 
are within the design allowable stress of the materials studied assuming 
that they don't exceed 1900oF.    Since hot gas impingement does cause hot 
locations in the insulator above 1800oF,  as observed in static rig tests, 
LAS will no longer be used. "Combat M" boron nitride has been selected for 
exclusive insulator use when static rig testing at 2500oF is resumed. 
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6.1.4 STATIC RIG TESTS 

Introduction 

The static rig was repaired following performance evaluation and 
calibration runs which were terminated after five cycles at 2300 FW 
when the exhaust ceramic duct cracked discharging debris downstream 
to damage the ceramic mixer section. A new silicon nitride bonded 
silicon carbide duct was installed to permit the resumption of cyclic 
testing at 2500oF. The results of testing, after five cycles, are 
reported. Silicon nitride vanes remained functional. Silicon carbide 
stator vane assemblies failed catastrophically. The static rig itself 
had to be rebuilt to include a redesigned combustor, a water-cooled 
exhaust duct, and water spray mixer section. 

2500oF Static Rig Test Results 

• Test Conditions — After the test assembly consisting of four hot- 
pressed"iilicon nitride and four hot-pressed silicon carbide vanes was 
installed in the static rig  (Fig.  6.26),   seven additional  calibration 
runs were made with aspirating thermocouple rakes to  (1)  establish gas 
temperature profiles at 1200oF,   1800oF,  and 2300oF,  and   (2)   correlate 
rake temperature data with radiation pyrometer readings.    Ramp rates 
were also established using the Veritrak Data Acquisition System. 

THERMOCOUPLE 
RAKES 

BARRIER PLATE 

COOLED HOLLOW 
METAL SIDE VANES 

CERAMIC VANES 

PYROMETERS 

GAS MEASUREMENT 
THERMOCOUPLE 

SPRAY WATER 

B0RESC0PE & EXTERNAL CAMERA 

Figure 6.26   Static Test Rig For 2500oF Test Of Ceramic Vanes 

Gas temperature profiles are presented in Figs. 6.27, 6.28, and 6.29. 
These data, together with radiation pyrometry,  were used to extrapolate 
a representative gas temperature profile for 2500oF (Fig. 6,30). The 
resultant profile is somewhat asymmetric with the peak temperature 
shifted toward the left because cooling air discharged from the horoscope 
enters the gas passage from the right. 
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®=   PYROMETERS 
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Figure 6.27   Temperature Profile At 1200oF, Idle 
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Figure 6.28        Temperature Profile At 1800CF 
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Figure 6.29   Temperature Profile At 2300oF 

Figure 6.30   Temperature Profile At 2500oF 
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Other operating conditions were specified as follows 

Airflow 

Air Preheat Temp. 

Fuel Flow 

Fuel Temp. 

Shell Pressure 

31.5  lb/sec 

600oF 

0.85 lb/sec 

70oF 

105 psig 

The maximum heat transfer coefficient on the vane airfoil was  about 
500 BTU/hr/ft2/0F.    The cycles were similar to ^V^ ^f °°0^

tlC 

rie testing with an increase in peak temperature to 2500 F as shown m 
Fig    6 31      The heat-up rate remained 10oF/sec from 1200°F      Cool  down 
represented a ramp to 2000oF   (from 2500oF),  the 45 second hold,  and 
controlled temperature decay from 2000oF to 1200oF at 25 F/sec.     The 
oscillatins temperature condition at 2500oF   (Fig.  6.31)  apparently 
?esiued from oscillation in the fuel pressure caused by an interaction 
of the pressure relief valve with an undersized fuel nozzle.    Wh^e «i 
aveSg/tSerature of 2500oF was achieved, fluctuations from 2450 to 
2600oF were observed. 

3000 

2500 - 

2000 - 

TEMP. 
F0 

1500 - 

1000 

150 

TIME SEC 

t = TIME AT TEMPERATURE, A VARIABLE 

Figure 6.31   Typical Cycle For 2500oF Testing 
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• Test Configuration -- As stated ;jrsviously, ^      the test 
configuration contained four silicon nitride stator vane assemblies in 
positions  1-4 and four silicon carbide stator vane assemblies in 
positions  5-8.     Three insulator combinations were also employed  (Fig.   6.32) 
Hot-pressed silicon nitride occupied insulator position 1 which protects 
and supports stator vane positions  1 and 2.     LAS Cervit C140 insulators 
were used in positions  2 and 3 covering vane positions  3-6.    The LAS 
insulator at position 2 was of modified design in that the longitudinal 
edges were contoured to a 0.250 in.  radius  to provide edge relief.    The 
LAS insulator at position 3 was of the standard design which failed in 
2200CF static rig testing.    The fourth insulator position, capping vane 
locations  7 and 8, was filled with Combat M boron nitride. 

OUTER INSULATORS 

w- 

4 5 

4 5 

NNER INSULATORS 

■-i 

END CAPS, INNER 

AIRFOILS 

END CAPS, OUTER 

i 

POSITION 
END CAPS& 
AIRFOILS 

INSULATORS 

1 

2 

3 

4 

5 

6 

7 

8 

Si3N4 

Si3N4 

Si3N4 

Si3N4 

SiC 

SiC 

SiC 

SiC 

Si3N4 HOT PRESSED 

LASCERVITC 140 

LASCERVITC 140 

BORON NITRIDE TYPE M 

Figure 6.32        Location Of Parts In 2500oF Static Rig Test Assembly 
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« Test Observations  -- Sixteen millimeter Ektachrome color movies 
were made during the first cycle of static rig testing at 2500oF.     It 
was also possible to observe the concave surfaces of four silicon nitride 
and two silicon carbide vanes  (positions 1-6) visually through the wide 
angle horoscope as succeeding cycles progressed. 

Flames were observed at the vane location from the outset.    The amount 
of flairs bathing increased with temperature and completely obscured 
the vanes at 2500oF.    The luminous flame should not and apparently 
did not affect the radiation pyrometer response to airfoil temperatures, 
since visible yellow light constitutes only a small part of the spectrum 
influencing the thermal response.    Over 80% of the pyrometric response 
is attributed to infra-red wavelengths beyond the visible region. 

The first and second cycle were run without incident.    Cracks were 
observed in two silicon carbide vanes during the third cycle.    These 
cracks apparently started near the leading edge and propagated roughly 
parallel to the leading edge.    A chip dislodged from the concaveside 
of one airfoil near the leading edge.    All silicon nitride parts appeared 
undamaged.    No significant changes occurred during the fourth cycle. 

On the fifth cycle,  after reaching steady state at 250GoF,  a 
temperature excursion to 3000oF was noted.    The rapid temperature rise 
invoked automatic emergency procedures which stopped the fuel supply 
terminating the test.    Compressor air continued under conditions of choked 
flow r;-enching the vanes  to 600oF.    The  compressor did not stall,  but 
was rapidly unloaded manually using air by-pass valving in the system. 
Events occurred too rapidly to identify any pressure increase from these 
effects and the steady state computerized data acquisition system had not 
yet started to function.    The pyrometers and the supervisory thermocouple 
did record the 3000oF  reading. 

Inspection of the rig after cool down disclosed: 

(1) The combustor basket   [Fig. 6.33)  had buckled and imploded 
(creep rupture)  sending molten metal and sheet metal  debris downstream. 

(2) The silicon nitride vanes in positions 1-4 from the left in 
Fig. 6.34 remained in place and apparently intact.    Some metal debris 
from the combustor is shown against them implying impact.    The vanes 
were heavily coated on the pressure side with metallic splatter and 
other oxide combustion deposits. 

(3) All of the silicon carbide vanes in positions 5-8 were shattered 
(Fig.  6.34).    Airfoils  and outer  (upper)  end caps at positions 7 and 8 
had been discharged downstream.    The inner  (lower)  end caps from vane 
locations 7 and 8 had been displaced but at the test  location.    The 
airfoils at positions  5 and 6 were damaged    extensively.    These components 
remained under compressive spring load with end caps  in place, however. 

(4) The metal debris from the combustor and dislodged silicon 
carbide vane fragments  apparently passed through the entire rig since 
only a few pebble-sized  (1 to 3 cm diameter) pieces were reclaimed. 

(5) Evidently,  the passage of metal and carbide pieces triggered 
the failure of the ceramic lining of the hot gas duct, pieces of v.'hich 
then slammed into the mixer section.    Duct  lining fragments literally 
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blasted a hole through fifteen inches of cast alumina barrier wall 
before coming to rest.     The mixer inlet and exit are shown in 
Figs.  6.35 and 6.36,  respectively. 

(6)  All  control  themiocouples were bent back nearly flat either 
by creep or the passage of debris. 

Figure 6.33        Combustor Failure Fran 2500oF Static Rig Tests 

Figure 6.34        Silicon Nitride   (Left)  And Silicon Carbide  (Right)   Stator 
Vane Assemblies After 2500oF Static Rig Test   (5 Cycles) 
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Figure 6.35        Ceramic Mixer-Inlet Side -  2500oF Static Rig Test 

Figure 6.36        Ceramic Mixer-Outlet Side -  2500oF Static Rig Test 
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Figure 6.38        Silicon Nitride Airfoil With Thermal  Cracks After 2500oF Test 

The crack pattern on Sis^ end cap #2 is shown in Fig.   6.39.    There 
is  a well defined origin at "0" which is associated with  the edge of 
the torroidal  cavity.     Cracks were also observed in Si3N4 end cap #4 
(Fig.   6.40).    Here,  the major crack branching originated at point OA which 
is  at the lower edge of the end cap.    Two other points of origin were 
identified at OB and 0c as indicated.    Since there is no possibility of 
edge  loading at either the specific point of crack origin in end cap #2 
or at any of the origins  in end cap #4,  failures must be attributed to 
transient thermal  stress.     Stress  concentrations may be associated with 
rough grinding marks  along irregularly finished edges. 
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Figure 6.41   Silicon Carbide End Cap Outer #5 After Static Rig Test 

At 2500"? 

■ 

EI"
:
 ' 

i  i 

I : 

Figure 6.42   Silicon Carbide End Cap Inner #6 After Static Rig Test 

At 2500OF 

End cap #6, Tig. 6.42, shows three points of crack initiation. 
0A the origin of the major crack pattern, is associated with the bottom 
edge of the end cap. Point Oß has not been located, but it is probably 
associated with a point at the edge of the torroidal cavity. 0C appears 
at the edge of the front face. Again, all failures originate at edge 

locations but none are associated with edge loading. 
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In summary: 

(1] Cracking of the one Si3N4 airfoil was attributed to thermal 

stresses. 

(2) Most of the cracked end csps showed multiple failure origins, 
all associated with edges.  Since edge loading was considered impossible 
in all cases, failures are attributed to thermal stresses. 

(3) It was impossible to tell anything further about the failure 
of silicon carbide vane components because mixing of fragments and missing 
pieces made reconstruction impossible.  However, the airfoil failures 

occurred prior to impact from metal debris. 

Insulator Evaluation After Test 

Insulator pairs from the first five cycles of static rig testing 
at 2500oF are shown in Fig. 6.43. The LAS insulators developed thermal 
cracks as predicted.  Local points of fusion were also identified. 
Failure occurred by edge loading principally at the left downstream 
position. The design change creating edge relief did not improve LAS 

insulator performance appreciably. 

Figure 6.43   Insulators From 2500OF Static Rig Test (5 Cycles) 

The hot-pressed silicon nitride and Type M boron nitride insulator 
survived without apparent damage. Type M boron nitride will be used 
exclusively in the continuation of static rig testing at 2500 F since 
it appears to be the best alternative to LAS according to data presented 
in Tables 6.1 and 6.2 and it is not limited to temperatures below 1800 F. 
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6.1.5    VANE FABRICATION 

Introduction 

The Norton Company continues  as the sole source of hot-pressed 
materials for the fabrication of stator vane assemblies.    No new 
hardware has been delivered during  the report period, but silicon nitride 
vanes  are being fabricated in production quantities.     Billets  of silicon 
nitride hot-pressed with yttria have been ordered for initial  evaluation. 

Vanes  for Advance Turbine Testing 

Norton is  currently fabricating one hundred silicon nitride stator 
vane assemblies  for the Advanced Turbine Test from their NC  132 material. 
The design is that of a tapered-twisted airfoil with two end  caps  in 
which the cavity depth has been reduced from that of the first generation 
design.C5»6)     Fabrication differs  from that employed previously in 
that production methods ammenable to  large quantities rather than 
individual pieces will be employed.     For example, Norton has  engaged 
Ex Cello Corporation to grind the airfoils using a modified version of 
their drum-cam milling process which is competitive with the forging 
of  compressor and turbine blading. 

Prototype airfoils have been produced.    Westinghouse has  approved 
the processing steps and accepted the qualification standards  and guillotine 
guaging required for airfoil  inspection. 

Originally scheduled for delivery for the end of June 1975, 
Norton agreed to produce the first ten stator vane assemblies by March  1,   1975 
so that these could be used for the resumption of static rig testing in 
April,   1975.    As  things now stand,  airfoils and end caps will become 
available after May 1,  1975 with airfoils to be delivered by April  25,  1975. 

A vendor problem is cited as  the cause of delay.    An original 
source could not complete the airfoil tenon machining job as  contracted. 
Ex Cello has accepted the committment to produce the entire airfoil with 
tenon ends but changes in the machining process made the re-order of small 
formed grinding wheels mandatory.    Problems with the end cap machining 
process were also encountered. 

Yttria Hot-Pressed Si^N4 

,(33) 
The development of yttria hot-pressed silicon nitride by AMMRCV 

provides  a new,  creep-resistance material with exceptional high temperature 
strength for turbine vane evaluation.    Norton has accepted a purchase 
order to produce six 6" x 6" x 1/2" billets;   2 each containing  13.0%, 
16.5% and an optimum composition within six weeks for initial property 
evaluation.    The best of three compositions will be selected for vane 
fabrication and eventual test if properties warrant it. 
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6.1.6 WATER-COOLED STATIC RIG FOR 2500°? TESTING 
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Introduction 

Rig failure during the fifth cycle of static rig testing at 2500CF 
necessitated the complete rebuilding of the static rig. Only the 
outer shell and test configuration were retained. A redesigned 
combustor was installed. Water and spray cooling are being employed for 
the exhaust duct and mixer sections, respectively. 

Static Rig Modification 

The static rig has been completely rebuilt after the catastrophic 
failure during the fifth cycle of testing at 2500oF. A schematic 
drawing of the modification is presented in Fig. 6.44. The combustor 
was redesigned and fabricated with a new secondary section. Two rows 
of smaller diameter scoops, two extra corrugations (for additional 
wall cooling), and a conical portion between the corrugations were added 
without changing the downstream diameter. The exchange of dillution air 
for the extra cooling air was designed for no overall change in pressure 
drop. Six thermocouples were installed to measure secondary section 
wall temperatures. 

Loose Insulation 

® 
Water Cooled 
Exhaust Duct 

Vane Assembly 

Transition 

Figure 6.44   Water Cooled Rig For 2500 F Test of Ceramic Vanes 

The ceramic exhaust duct was replaced with the water-cooled 
component shown in Fig. 6.45. Three separate cooling sections are 
supplied with three separate inlets and outlets. Fifteen thermocouples 
were provided to monitor the metal wall temperatures during operation. 
The miter shell section was modified to permit entry and exit of cooling 
water for the exhaust duct. 

The mixer section was redesigned to provide an insert containing 
six water spray nozzles upstream and a metallic mixer downstream. The 
insert was cast into the shell using castable alumina with fiberfoam 
liners. The spray water will cool the gas to 2000oF maximum at the 
mixer inlet when the vanes are operating at 2500oF. 
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Figure 6.45   Water Cooled Exhaust Duct 

The alumina castable liner of the spool piece was repaired in the^ 
upstream portion. Only 5 thermocouples were installed to measure exiting 
gas temperatures because control will be moved upstream using Pt/Pt-Rh 
thermocouples and the radiation pyrometers at the vane inlet location. 

Test Plan 

The static rig testing at 2500CF will be resumed in June when 
silicon nitride stator vane assemblies of the advanced test turbine 
design are made available. This hardware will have the tapered- 
twisted airfoil but will not exhibit the enlarged tenon ends to fill the 
end cap cavities. Test results are expected at the end of the next 
report period. 

Heat Transfer Tests 

The static rig will be used to conduct low temperature heat transfer 
tests and make strain measurements in the interim period before the 
silicon nitride vanes of advanced turbine design are delivered and 
installed for the resumption of 2500oF testing. Metal vanes, instrumented 
with tehxmocouples and strain guages, will be used to obtain data to 
check the accuracy and reliability of stress analyses conducted on ceramic 
vane assemblies. Heat transfer coefficients will be generated for an 
actual three piece vane configuration. 

Tests are planned in two temperature regimes:  (1) RT to 1050oF with 
strain guages and thermocouples attached, and (2) RT to 2000oF with 
only thermocouples. Data extrapolation from 2000oF to 2500oF should 
produce small errors only because the film coefficient of heat transfer 
does not change rapidly as a function of temperature at high temperature. 
To date, the metal vane assemblies have been fabricated and are being 
instrumented with thermocouples and strain guages. 
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PROGRESS ON MATERIAL TECHNOLOGY-STATIONARY TURBINE PROJECT 

7.1    MATERIAL ENGINEERING DATA 

SUMMARY 

In the stationary tuibine project,  commercially produced hot-pressed 
silicon nitride and silicon carbide have been under intensive investigation 
so that physical, mechanical and thermal property data would be available 
to the design engineers and stress analysists, as required.    This work 
is expected to continue throughout the program in order to up-date 
properties as material improvements evolve and to verify billet properties. 
The latter helps assure reliability o£ test components fabricated from 
the hot-pressed billets.    This section deals with this continuing 
acquisition of property information. 

Tensile testing of hot-pressed silicon nitride at high temperatures 
was continued during this report period with emphasis on the acquisition 
of stress-strain data.    These data are being used for 3-dimensional  finite 
element stress analysis that takes into account non-elastic material 
behavior. 

Tensile creep experiments were conducted to determine the possibility 
of beneficial effects of pre-oxidation on the stress rupture life of 
hot-pressed silicon nitride in both inert atmospheres and air. 

Because LAS insulators have not performed well under static rig 
testing conditions, the flexural strength of this material was examined 
to determine the effects of machining and heat treatment. 

The flexural creep test has been analyzed to explain differences 
that are found when flexural and tensile creep data are compared 
The latest results of low cycle fatigue testing are presented.    Erratic 
behavior appears to be associated with billet to billet variability. 
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7.1.1    TENSILE TESTS OF Si3N4 

Introduction 

Previous reports have presented statistical tensile strength data 
for Norton HS-130 silicon nitride.C2"6)    In this report period,  a closer 
exairünation has been made of the non-elastic response of this material 
from 1800° to 2500oF.    The data are of interest for 3-dimensional finite 
element stress analyses that take into account the non-elastic behavior 
of materials. 

Results 

Eight 2-1/4" x 1/4" guage tensile specimens(3^ were pulled to failure 
at 2500oF  (strain rate 0.001 in/in/min).    The results are plotted in 
Fig.  7.1.    Failure occurred between 20,000 and 25,000 psi in all cases 
at strains between 0.0023 and 0.0018, respectively.    A definite yield 
point can be cbtected at ^ 0.0008 in/in strain  (16,000 psi). 
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Figure 7.1 Average Stress Strain Curve For Silicon Nitride At 2500oF 
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7.1.2 FLEXURAL TESTS OF LAS 

Introduction 

LAS insulators of the 8.00 inch radius configuration were tested in 
both the 2200oF and 2500oF static rig tests. All LAS insulators 
developed cracks, caused principally by transient thermal stresses at 
the upstream r-.rcumferential edge or by edge loading at the downstream 
circumferential edge. As a part of the evaluation of the failed insulators, 
4-point loading flexure tests at room temperature were conducted on both 
untested insulator remnant material and material removed from one of 
the failed insulators at an apparently undamaged location (2200oF static 
rig testsC5)]. Specimens which had been heat treated to 2000oF for 2 hours 
to permit the healing of machining damage and specimens ground in both 
the longitudinal (lengthwise) and transverse (widthwise) directions 
were also tested. 

All specimens were 1.125" x 0.125" x 0.25" ground approximately 
to the specification used for the insul'ators tested in the static rig. 
Th: results are given in Fig. 7.2. Transverse grinding lowered th'5 
average strength ^ 15% below that of the material ground longitudinally. 
Heat treatment had very little effect. The insulator that was exposed 
in the 2200oF static rig tests degraded to 46% of the materials virgin 
transverse strength. 

One can only conclude that temperatures in the static rig at 
insulator locations did exceed 2000oF locally and this condition contributed 
to the insulator failure observed. 
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Figure 7.2   Flexural Test Results For Cervit C140 LAS Insulator Material 
At Room Temperature 
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7.1.3    CREEP  IN  Si3N4 

Introduction 

It has been shown in previous reports^4-  J  and a pending pub 1 i cat ion C3^ 
that the stress  rupture life of Si3N4 tested in air exceeds  that of 
specimens  tested in an inert atmosphere,  i.e.,  helium.    Silicate glass 
that forms  rapidly on the surface as  a product of oxidation is  thought 
to provide an effective mechanism for smoothing surface imperfections 
and healing crack type defects.     Experiments were conducted to test this 
hypothesis and to see whether pre-oxidizing heat treatments would increase 
the stress  rupture life of silicon nitride in a turbine environment. 

Results 

Several specimens were pre-oxidized in air at 2500oF for tensile 
creep tests in helium and in air at  15,000 psi  stress.     The results 
are summarized in Table 7.1.     It is clear that pre-oxidation increases 
the stress rupture life of Sis^ in He by the accommodation of more strain 
to failure.     Total  creep strain is highest in air because the supply of 
fresh oxide is  continuous.^)     In helium,  some oxide is   lost as  a 
result of the  low oxygen partial pressure of the system. 

(a) 
TABLE  7.1.     CREEP OF PRE-OXIDIZED Sis^  (HS-130) 

No 
Treatment 

Pre-oxidized 
200 hr,   2500oF 

Rupture life 
hrs. 

75,   44 503 

Total 
Strain % 

0.8 0.7 1.17 
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(a) Tested in He at 2300oF, 15,000 psi tensile stress 
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7.1.4 FLEXURAL CREEP ANALYSIS 

Introduction 

The flexural test is commonly used to determine creep properties 
of ceramic materials. Often, there is a discrepancy between creep values 
determined by this test and those determined by uniaxial tensile 
testing.  For apparently equivalent initial stress levels, the flexural 
test produces both lower strains and steady state strain rates than does 
the uniaxial test. The differences can be attributed to the fact that 
whereas the constant load applied to a tensile specimen translates into 
constant stress, a constant load on a flexural specimen creates a constant 
moment. The stresses throughout the flexural specimens respond so as to 
maintain this moment. In fact, they change for all cases except for those 
materials having a linear stress-strain response. The lower strains 
and strain rates observed for the flexural test result from decreases in 
outer fiber stresses from those initially imposed. 

(5 6  35-39") 
Analyses have been presented previously.  ' '      The analysis to 

be presented here considers creep in bending for a material having an 
arbitrary time dependent law of deformation. Methods for calculating 
outside fiber stresses from measurable quantities will be given. Also, 
the results of several exemplary calculations are shown to illustrate 

the methods. 

Analysis of Flexural Creep 

For a bar with rectangular cross-section,   loaded by forces 
directed perpendicular to its longitudinal axis, having cross-sections 
which remain planar during bending,  the general equation relating the 
outer fiber stresses to the moment, time and strain is: 

a a 
t c 

a    + c 
=   $ = 

bli 
[2M rdM 

de*/dt     Mt ^A*    "    A+ 
dM 
dt )] (1) 

where at is  the outer fiber tensile stress, ac is the outer fiber 
compressive stress, b is the specimen width, h is the specimen thickness, 
M is  the applied moment,  e* is the total strain difference between the 
tensile and compressive outer fibers and t is the time.    The instantaneous 
total strain rate de*/dt is the rate of applied moment change,  and 
dM/dt|e* is the rate of moment change due to stress relaxation at constant 
total strain.f5»6^    For a constant moment creep test,  dM/dt is  zero. 
Therefore,  the generation equation for flexural  creep is: 

Vc 
at + ac 

= $   = 
c bh^ 

[2M de*/dt 
dM 
dt ] (2) 

Equation  (2)  relates the unknown values of a.   and ac on the left 
to the measurable quantities on the right.    M is the applied moment. 
In four-point  loading: 

P 
M C3) 

where P is the load and a is the moment arm. The e* is linearly 
proportional to the deflection, the proportionality constant being a function 
of the loading fixture geometry and the specimen thickness. Over a 
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region of constant moment (the 
specimen): 

inner span, c, of a four point loaded 

hD/c' (4) 

where D is the deflection at the center with respect to the inner loading 
points. The de*/dt is the tangent to the creep curve, e* versus t, for 

the particular E* being considered. 

The values of dM/dtL* can be obtained in a variety of ways. The 
simplest,from an experimental standpoint, is to run multiple creep 
tests at three or more moment levels. On a M versus t plot, iso-strain 
(moment relaxation) curves can be drawn. Tangents to these curves at the 
particular moment magnitudes determine the dM/dt|e* values. 

An alternative method of obtaining these moment relaxation rates with 
a single test requires equipment that can be switched from a constant 
load mode to a constant deflection mode. Intermittently, the creep test 
is interrupted and moment relaxation curves are determined over a period 
just sufficient to establish the slope. This method is particularly 
useful if the material has a strong history dependence where multiple 
tests may not produce the proper moment relaxation data.  If the times of 
creep test interruptions are small in comparison to the total time, the 
interruption should have little effect on the material structure. 

As with the constant deflection rate test previously reported,C5»6) 
it is necessary to have another function relating at to ac in order to 
exactly solve Eq. (2).  Lacking that function, boundary conditions can be 
established. The creep responses of most materials will fall within these 
boundaries, and, generally, depending on the nature of the deformation, 

will fall closer to one or the other. 

This is illustrated in the tensile stress-tensile strain-time plot 
of Fig. 7.3. A material will respond so as to remain on the surface 
bordered by OABCDE. For the creep test, the material is initially loaded 
elastically along line OA at time zero. Three types of creep (et versus t) 
curves are illustrated. Curve AB is the constant stress curve 
calculated from uniaxial tensile testing. Curves AC and AD are calculated 
for constant moment flexural creep tests. Curve AC is for a material 
whose non-linear, time dependent deformation response is the same in 
tension and compression. This would be the case for most metals and 

some ceramics.  Curve AD is for a material which is resistant to compressional 
deformation, as are numerous ceramics. It is calculated by allowing^ 
the compressional side of the flexural specimen to deform only elastically. 
The creep deformation of most real materials would, therefore, fall 
between the boundaries of curves AC and AD. 

It should be noted from Fig. 7.3 that the tensile stresses of bars 
flexed under conditions of constant applied moment decreases with 
time for a material which undergoes creep and has a non-linear stress- 
strain response. Also, the total strains and strain rates are less than 

for uniaxial creep. 

After experimentally determining the value of the right hand side 
of Eq. (2), the outside fiber stresses for materials which have equivalent 
deformation in tension and compression are given by: 
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Fi gure  7.3 Tensile Stress-Strain-Time Deformation Surface,   Intersected 
By Lines Of Constant Stress   (AB)  And Constant Moment   (AC And AD) 

a=2 c 
(5) 

.ance. 
where eti   1 and Eci-1 are the Previous maximum tensile and compressive 
strains,   e* is the total measured strain,   and A is  the elasticcomplianc 
Initially/both stresses and strains  are considered t" be applied 
elastically and are,  therefore,  easily determined.    The compressive strain, 
eci,   and stress, aci,   are given by: 

U (8) 

and 

aci = eci/A 

together with the measured strains 

et ::: ec = e 72 

(9) 

C6) 

an d times,   t,   curve AC can be calculated. 

For materials that are resistant to flow in the compressive mode; 
the stress-strain-time curves  can be incrementally determined using the 
methods previously developed for constant deflection rate tests. (.5,6) 
The tensile strain,  eti«  at a given time is the smallest root of the 
quadratic equation: 

'h (e Ci ,  - 2 e*) 
i-l i 

=   [A   * 
Vi 

(e*  - A   ^   del ^Ci-Pl   =  0 

(7) 
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Finally,   the tensile stress, ati,  can be detemdned from: 

a       0       - e c.   v c- c \j (10) 

m Mg. 7.3, as well as a similar compressive curve, may be constructed. 

Examples of Analysis 

defo^aUon'L0! ^Pl ^^f^ '^ Wil1 n0W be given using calculated detormation data. Flexural creep data were first calculated using the 
following equation of material deformation: g 

E. = A at + ß at
n tm 

Cli) 
where    at = tensile stress 

et = tensile strain 

A = elastic compliance =0.2 

B =  8 x ICT4 

n = 2 

m =  1/2 

compassion! ^ eqUiValent time deP^dent deformation in tension and 

e    = e. c        t (12) 

For the case in which the material 
mode: resists deformation in the compressive 

A a 

It  i 

(13) 

at all  times. 

previo^ly^escrifed'^f^ ^ ^ ^^ ^-g the methods 

guivalentTi^ Dependent, Non-Linear Deformation in Tension and 

Eqs     mwn^mw^65611^ in FigS-   7'4 and 7'5^ calculated from 
WW;H    K        J  

(l\OT a constant moment of 100 bh2/6 where the bar 
width,  b,   and the bar thickness, h,  were both unitv      TM .-; e 1 

A^      .   "y^  in/J-g.   /.4.    The data on these two figures  can be 
determined experimentally on real materials. 

th. ^Va-fS r3Uired f0r the analysis of flexural  creep  (those on 
the right side of Eq.   (2))  are contained in Figs.  7.4 and 7 5      Z 
examp e is given.    Equation  (S) was applied and' the results L plotted 

I Ig\l   :        e SOlld llneS rePresent the stress-strain distributions 
within the bar at the given times.    The dashed lines and circles are the 
outer fiber values.     Initially,  there is a rapid drop in stress anf then 
a slower but continual stress decrease with time. 
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Figure 7.4 

100- 
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£•=100 

200 400 600 
Time 

800 1000 

Constant Moment Line And Moment Relaxation Curves For A 
Calculated Example Where Deformation In Tension And Compression 
Are Equal, Time Dependent And Non-Linear 

II 

j 

400 600 
Time, t 

1000 

Figure 7.5    Total Strain Versus Time For A Calculated Example Where 
Deformation In Tension And Compression Are Equal, Time 
Dependent And Non-Linear 
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100 r t = 0 
t= 10 t= 100 1 = 1000 

Figure 7.6 

t = 1000 

Stress-Strain Distributions At Various Times During A Constant 
Moment Flexural Creep Test For A Calculated Example Where 
Deformation In Tension And Compression Are Equal, Time 
Dependent And Non-Linear 

■il 

In Fig. 7.7, a comparison is made between creep for this constant 
moment flexural test and that which would be expected for a constant 
stress uniaxial test. Each was elastically stressed initially to the 
same value. Note that both the strains and strain rates differ 

considerably. 

Time Dependent, Non-Linear Deformation in Tension and Linear Elastic 
Deformation in Compression   

The creep and stress relaxation data presented in Figs. 7.8 and 7.9 
were calculated from Eqs. (11) and (13) for a constant moment of 
100 bh2/6 for a bar width and thickness of unity. The values of M, 

dM/dtL*, i and de*/dt at various times were deteimined as before. 

These data were analyzed incrementally using the procedures 
associated with Eqs. (7) through (10). The results are plotted on Fig. 7 
and represent the stress-strain distribution within the bar at the given 
times. The dashed line and circles are the outer fiber values. In this 
case, the diagram in tensile stress with time is much greater than in the 
previous case even though the same tensile deformation equation was used. 

In Fig. 7.11, a comparison is made between creep for this example 
of constant moment flexural test and that for the constant stress uniaxial 
test  The flexural test for the present case results in even lower 
tensile strains and strain rates than for the previous case. The increase 
in flexural compressive strain over the constant uniaxial compressive 
strain is due to the necessity of the bar to maintain a force balance 
between the tensile and compressive sides. The curve for e*/2 versus time 
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Figure 7.7 
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(a) Constant Stress=100 ^ 
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Creep Curves For The Uniaxial Constant Stress Test And The 
Flexural Constant Moment Test For A Calculated Example Where 
Deformation In Tension And Compression Are Equal, Time 
Dependent And Non-Linear 
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Figure 7.8 Constant Moment Line And Moment Relaxation Curves For A 
Calculated Example Where Deformation In Tension Was Time- 
Dependent And Non-Linear, And Deformation In Compression 
Was Linear Elastic 
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Figure 7.9 

Figure 7.10 
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Total Strain Versus Time For A Calculated Example Where 
Deformation In Tension Was Time Dependent And Non-Linear 
And Deformation In Compression Was Linear Elastic 
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Stress-Strain Distributions At Various Times During A Constant 
Moment Flexural Creep Test For A Calculated Example Where 
Deformation In Tension Was Time Dependent And Non-Linear, 
And Deformation In Compression Was Linear Elastic 
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Constant Stress = 100^ 
,H 
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s 

Constant Moment = 100 • -^r- 

Constant Stress =100 
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Figure 7.11 Creep Curves For The Uniaxial Constant Stress Test And The 
Flexural Constant Moment Test For A Calculated Example Where 
Deformation In Tension Was Time Dependent And Non-Linear, 
And Deformation In Compression Was Linear Elastic 

was also included in Fig. 7.11 because this is the flexural creep curve 
normally reported. For materials that resist flow in compression it 
only represents an average. 

The results of the two analyses were actually used to construct 
Fig. 7.3. Reference to that figure clearly shows the relationship 
between these and uniaxial creep. 
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7.1.5 LOW CYCLE FATIGUE  IN HOT-PRESSED Sis^ 

Introduction 

High cycle fatigue results for hot-pressed silicon nitride were 
reported early in the program  C1'2)    Tests up to 2350°F indicated no 
apparent problem.    Preliminary low cycle fatigue tests, however, point 
to the possibility of adverse affects from themal fatigue,  a condition 
chronic to superalloy applications in gas turbines.    Seventeen fully 
reversible low cycle fatigue tests in the flexural mode have now been 
completed on hot-pressed silicon nitride. 

Results 

Low cycle fatigue data are tabulated in Table 7.2. Results for 
billets 10 and 7 are erratic and indicate relatively short fatigue 
life  Billet 2, for which there are only two values, performed in a 
significantly superior manner indicating that the low cycle fatigue 
properties of the material are sensitive to some, as yet undefined, 
characteristic of microstructure and composition. This test will 

continue. 

TABLE 7 2.  LOW CYCLE FATIGUE PROPERTIES OF SILICON 
NITRIDE AT 2300ÜF 

Hold 

Test 

1 

Billet 

10 

stress, psi 

none 

time, sec. 
Cycles to 
Failure Remarks 

none 139 stopped 

2 10 none none 1190 stopped 

3 

4 

10 

10 

20,000 

20,000 

30 

30 

107 

14 not explained 

5 10 20,000 30 640 

6 

7 

8 

10 

10 

10 

20,000 

20,000 

20,000 

30 

30 

30 

78 

9 

5 

flaw indication 

flaw indication 

9 

10 

10 

10 

20,000 

20,000 

30 

30 22 flaw indication 

11 10 20,000 30 82 not explained 

12 7 20,000 30 293 

13 7 20,000 30 155 

14 7 20,000 15 213 

15 15 20,000 15 338 

16 2 30,000 30 606 

17 2 30,000 30 2095 
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See Reference 6 for cycle description 
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7.2 MATERIALS SCIENCE 

SUMMARY 

The purpose of detailed investigations into material sciences is to 
develop an understanding of material behavior which will lead to improved 
materials through better control of composition, processing,  and 
fabrication.    This is of particular importance since the ceramic materials 
being utilized in turbine engines are relatively new and appear car-ble 
of considerable improvement.    Various phases of the material scie: .ces 
investigation will be continued throughout the life of the program. 

The impurities in eight billets of Norton NC 203 hot-pressed SiC 
have been determined and are reported.    The most significant impurities 
are aluminum and boron at concentrations of >_ 1 w/o and<   0.001-0.060 w/o, 
respectively. 

Thermochemical considerations in the use of Si3N4 and SiC in gas 
turbines are discussed. 

i 
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7.2.1 MICROSTRUCTURE OF HOT PRESSED SILICON NITRIDE AMD SILICON CARBIDE 

Introduction 

The microstructural characterization of Norton HS-130 silicon 
nitride and Norton hot-pressed silicon carbide, now identified as 
NC 203, is essentially complete as reported.C1-5? Remnant material 
from the fabrication of vane assemblies has been examined and found 
to be consistent generally with previously established microstructural 
features. Norton NC 132 silicon contains far fewer low density 
inclusions, however, which apparently accounts for its superior low 
temperature strength.C4»5) New data include additional chemical analyses 
of silicon carbide. 

The Chemical Composition of Norton NC 203 Silicon Carbide 

Quantitative spectrographic analyses have been obtained on the 
last eight billets of Norton NC 203 silicon carbide. Tungsten content is 
typically< 0.3 w/o and, therefore, is not shown. Results are reported 

in Table 7.3. 

The aluminum concentration is reasonably uniform at a concentration 
slightly greater than 1.0 w/o in most cases. This is significant because 
it does represent a standard of quality control in the blending process 
where alumina is apparently the hot-press additive employed. Boron which 
is low in billet 050873, is shown to rise significantly from 300 to 
300 ppm. We can only speculate that boron in some form was deliberately 
added during the fabricatioii of these later billets. 

The calcium content has been reduced to levels approaching the 
alkali metals. Again it is impossible to comment on the significance 

at this time. 

Twenty-eight elements were identified in the analyses. Most of 
theöe represent trace impurities whose role in affecting the performance 
of SiC has not been ascertained. 

TABLE 7.3 CHEMICAL ANALYSIS OF NORTON NC 203 SILICON CARBIDE 

Sample/Element   Al    Na _ Ca Cr 

050875 
05Ü875 

3B 
3B 
4B 
4B 
2A 
2A 

SB 
SB 
3A 
3A 
2B 
2B 
6B 
6B 

032073 A-l 
032073 A-l 
33841 B 
33841 ß 
433836 A 
433836 A 

1 
1 
1 
1 
1 
1 
1 
1 

1 
1 
1 
1 
1 
1 
1 
1 

1 
1 
1 
1 
1 
1 

<0 
<0 
<0 
<0 

003 
,003 
,003 
,003 

< 0.003 
<0.003 
<0.005 
< 0.003 

< 0.003 
<0.003 
< 0.005 
<0.005 
<0.005 
< 0.003 
<0.005 
<0.003 

<0.005 
<0.Ü03 
< 0.003 
<0.003 
<0.003 
<0.005 

<0.001 
<0.001 

0.04 
0.03 
0.03 
0.06 
0.08 
0.06 

0.06 
0.02 
0.02 
0.02 
0.03 
0.02 
0.03 
0.05 

0.04 
0.03 
0.04 
0.04 
0.1 
0.04 

0.02 
0.02 
0.003 
0.004 
0.00S 
0.007 
0.007 

<0.005 
<0.005 
<0.005 
<0.005 
<0.005 
<0.005 
<0.005 

0.007 
0.005 
0.004 
0.005 
0.004 
0.003 
0.006 
0.004 

0.01 
0.003 

<0.001 
<0.001 

0.01 
0.01 

Fc 

0.1 
0.1 
0.1 
0.1 
0.1 
0.1 
0.1 

Ti 

0.02 
0.02 
0.02 
0.02 
0.02 
0.02 
0.02 

Li 

0.007     <0.005    0.1    0.02 

<0.005 
<0.005 
<0.005 
<0.003 
^ 0.005 
< 0.005 
<0.003 
<0.003 

<0.003 
<0.005 
<0.005 
<0.005 
<0.003 
<0.003 

0.1 
0.1 

0.1 
0.1 
0.1 
0.1 
0.1 
0.1 

0.02 
0.01 
0.01 
0.1-1 
0.01 
0.01 
0.01 
0.01 

0.01 
0.01 
0.01 
0.01 
0.01 
0.01 

<0.001 
<0.001 
<0.001 
<0.001 
< 0.001 
<0.001 
<0.001 
<0.001 

<0.001 
<0.001 
< 0.001 
<0.001 
< 0.001 
<0.001 
<0.001 
< 0.001 

<: 0.001 
<0.001 
<0.001 
<0.001 
<0.001 
<0.001 

<0.001 
< 0.001 
<0.001 
<0.001 
<0.001 
• 0.001 

0.001 
<0.001 

< 0.001 
<0.001 
< 0.001 
<0.001 
<0.001 
<0.001 
< 0.001 
<0.001 

<0.001 
< 0.001 
<0.001 
< 0.001 
<0.001 
<0.001 
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7.2.2    GAS-SOLID REACTIONS  - THERMOCHEMICAL CONSIDERATIONS  IN THE USE 
OF Si3N4 AND SiC  IN GAS TURBINES 

Introduction 

The kinetic processes involved in the static-oxidation and 
sulfidation of silicon nitride and silicon carbide have been discussed.1-  "  J 
Further thermochemical analyses have been performed to assess the effect 
of the turbine environment on the decomposition of Si3N4 and SiC.    The 
stability of the Si02  layer on the formation of SiO   (gas) are 
considered. 

Composition of Combustion Gases in a Stationary Gas Turbine 

The diesel  fuel used in stationary gas turbines has a carbon 
to hydrogen ratio of approximately 1:1-78.     In turbine operations at 
10 atm total pressure,  air to fuel ratio approximates    50:1   (by weight). 
The partial pressure of various species in the combustion gases,  assuming 
complete combustion of the fuel and ignoring any sulfur therein, may be 
calculated in accordance with the following reaction: 

^H 1-78 
+   1-445 02 + N2 -> CC2 +  0-89 H20  + N2 (1) 

The partial pressures for the various species calculated from this 
reaction are  listed below: 

Species Partial Pressure,  atm 

Nitrogen  (N2) 

Oxygen  (O2) 

Carbon dioxide  (CO2) 

Water vapor (H20) 

It is clear that the combustion gases in a stationary gas turbine are 
highly oxidizing.    However,  any carbon deposition on turbine components 
may promote localized reducing conditions.    These reducing conditions may 
play an important role in the oxidation of silicon nitride and silicon 
carbide. 

Decomposition of Si5N4 

The decomposition of Si3N4 takes place according to the reaction: 

7. 75 

1 47 

0 41 

0 36 

Si3N4 -^ 3 Si   (s,Ä.)   +  2 N2 (2) 

Figure 7.12 shows the decomposition , 1^ssure of nitrogen over Si3N4 at 
different temperatures.(25) JANAF Tables list the decomposition temperature 
of Si3N4 (the temperature at which the decomposition pressure of nitrogen 

reaches 1 atm) ^ 2151QK (34140F). In stationary gas turbines, the 
nitrogen pressure is about 7.75 atm. Therefore, the decomposition of 
Si3N4 should not occur at temperatures of 3400°F and above in the gas 

turbine environment. 
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Figure 7.12        Decomposition Pressure Of Nitrogen Over Si3^(5) 

However,  various volatile species,  e.g.,  SiN(g),   Si2N(g),  Si (g), 
Si2(g). SisCg),   can form over bare Si3N4   (this,   at best,  will be a 
localized condition since a layer of Si02 should form over 813^ in 
the highly oxidizing atmospheres of gas turbines).    The partial pressures 
of these volatile species at different temperatures at nitrogen pressures 
of 1 atm and 7.75 atm are shown in Figs.   7.13 and 7.14.     The predominant 
volatile species at a nitrogen pressure of 7.75 atm at  2550oF is SiN(g) 
with a partial pressure of about  10-9 atm.     Only at about 3000°F does the 
partial pressure of Si(g)  become significant with the partial pressure 
of both SiN(g)   and Si(g)  being about lO"6 atm. 

1 M 

Decomposition of SiC 

Various investigators have reported conflicting decomposition 
temperatures and decomposition species  for SiC.    According to the JANAF 
Tables,  silicon carbide decomposes at 32590K.    This temperature is 
calculated as the point at which the total pressure reaches   1 atm for 
vapor consisting of S^Cg),  Si (g), S.i2C(g),  Si2Cg),  SiC(g)  and Si3(g) . 

Figures  7.15 and 7.16 show the partial pressures of various volatile 
species over SiC at 1400 and 2000oK, respectively.    Si(g)  is the predominant 
vapor species formed by the decomposition of SiC(s).    At  1600oK, the 
partial pressure of Si(g)  at the SiC/C interface is only about 10 9 atm, 
which is very small and should not be significant even if any carbon 
deposits on the surface of bare SiC.    However,  at 2000oK,  the partial 
pressure of Si(g)  at The SiC/C interface is about 10  5 atm,  and therefore 
localized carbon deposits at such high temperatures might cause excessive 
decomposition of silicon carbide. 
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Figure 7.13        Partial Pressures Of Various Volatile Species Over SisN^s;) 
In Nitrogen At 1 atm Pressure 

Figure 7.14 

Temperature, 0C 

1200 1400 

104 / T, K-1 

Partial Pressure Of Various Volatile Species Over Si3N4(s) 
In Nitrogen At 7.75 atm Pressure 
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Figure 7.15 

Figure 7.16 
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Partial Pressures Of Various Volatile Species Over SiC(s) 
At  1600oK 

-11.6     -11.4    -11.2    -11.0    -10.8   -10.6 
log pc, aim 

Partial Pressures Of Various Volatile Species Over SiC(s) 
At 2000oK 

Stability of Si02 Formed Over Si3N4 and SiC 

When silicon nitride and silicon carbide are exposed to oxidizing 
atmospheres at elevated temperatures,  a passive  layer of Si02(s)  is  formed 
on their surfaces according to reactions: 

Si3N4(s)   +  3 O2 ^ 3 Si02Cs)  +  2 N2 

SiC(s)  +  2 02 ^ Si02(s)  + C02 

(3) 

(4) 

ivj 

The volatilization and/or decomposition of this surface si^-ca can 
result in the formation of various volatile species, e.g., Si02(g), 
SiO(g), Si(g), Si2(g] and SisCg). The partial pressures of these volatile 
species over Si02(s) at 1400, 1600, 1800 and 2000oK as a function of 
oxygen partial pressure in the ambient are shown in Figs. 7.17 through 7.20. 
It is clear from these figures that Si02(g) is the predominant vapor 
species at low oxygen pressures. Figure 7.21 shows the partiil pressures 
of these volatile species formed over Si02(s) in 1 atm oxygen pressure 

176 

t.j* .i«.^« > -—- ifclMniinl *"" j_u 



^,^^r^f^^lm'^^viii^>^^^3^!^^^y^^.-lrm 

as a function of temperature.    Under normal  conditions,  the oxygen 
pressure in gas turbines is usually greater than 1 atm,  and,  therefore, 
the predominant vapor species over Si02(s) will be Si02(g)  with a 
partial pressure of about 10~10 atm at 2550oF.    However,  if localized 
reducing conditions surround the Si3N4 and SiC parts,  then oxygen 
partial pressure over Si02(s)  formed on their surfaces  can become quite 
low.    Under such reducing conditions, Si02(s)   can decompose through 
the formation of Si02(g).    This is exemplified in Fig.  7.22, where 
the partial pressures of various volatile species over Si02(s) in oxygen 
at 10"8 atm pressure are shown as a function of tonperature.    At this 
low oxygen pressure,  the partial pressure of SiO(g)  at 2550oF is only 
about 10"8 atm. 

-24      -20 -16       -12 

log Po2 , atm 

Figure 7.17        Partial Pressures Of Various Volatile Species Over Si02(s) 
At 1400oK  (11270C) 
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Figure 7.18        Partial Pressure 0£ Various Volatile Species Over Si02Cs) 
At  1600oK 
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Figure 7.19 
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Figure 7.20        Partial Pressures Of Various Volatile Species Over SiC^OO 
At  2000oK   (17270C) 
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Figure 7.21        Partial Pressures Of Various Volatile Species Over Si02(s,Ä) 
In Oxygen At 1 atm Pressure 
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Figure 7.22 Partial Pressures Of Various Volatile Species Over Si02(s,£) 
In Oxygen At  10"8 atm Pressure 

Formation of SiOCgj   at Si.^N4(s)-SiO (s^  and SiC(s)-Si02Cs)   Interfaces 

The Si02(s)  foimed at the surfaces of Sis^ or SiC can react 
at the Si3N4-Si02 or SiC-Si02 interface to produce SiO(g)   according 
to reactions: 

SijN^s)  +  3 Si02(s) -> 6 SiO(g)  +  2 N2(g) 

SiC(s)  +  2 SiO;:(s)  -»■ 3 Si0(g)  +  C0(g) 

(5) 

(6) 

The equilibrium partial pressures of SiO(g) thus formed are shown in 
Fig 7.23 as a function of temperature. It is clear from this figure 
that at -v 2908oC, SiO(g) pressures for both Si3N4 and SiC are of the order 
of 0.1 atm and this high SiO(g) pressure can cause catastrophic rupture 
of the protective Si02 layer at these high temperatures. 
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7.2.3 NON-DESTRUCTIVE EVALUATION OF MATERIALS  -  STATIONARY TURBINE PROJECT 

The value of non-destructive method of material evaluation and 
component inspection cannot be over-emphasized.    Westinghouse continues 
to employ dye penetrant techniques, ultrasonic scanning and radiography 
for material  characterization and component certification.    During this 
report period, however, nothing was done to advance the "state-of-the-art" 
All results apply to component failure analysis and,  therefore,  are 
discussed in Section 6.1.4 as part of static rig testing. 
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ABSTRACT 

The "Brittle Materials Design, High Temperature Gas Turbine" program 
objective is to demonstrate successful use of brittle materials in demanding 
high temperature structural applications.  A small vehicular gas turbine 
and a large stationary gas turbine, each using uncooled ceramic components, 
will be utilized in this iterative design and materials development program. 
Both the contractor. Ford Motor Company, and the subcontractor, Westinghouse 
Electric Corporation, have had in-house research programs in this area prior 
to this contract. 

In the vehicular turbine project, a major program milestone, comprising 
a 100 hour durability test of the stationary ceramic hot flow path components 
in an engine was completed.  In the fabrication of ceramic turbine rotors, 
significant improvement in bonding the components of the silicon nitride duo 
density rotor resulted when,hot pressing of the shaped hub was combined with 
press bonding to the blade ring.  Spin testing of seven hot pressed silicon 
nitride rotor hubs, with burst speeds ranging from 102,000 to 120,000 rpm, 
confirmed that this material was adequate for rotor requirements. A silicon 
carbide combustor tube has been successfully tested in a combustor rig for 
a total of 171 hours, including 20 hours at an outlet temperature of 2500 F. 
A redesigned ceramic flow path. Design D, was conceived using common one piece 
Stators and common rotors in both first and second stage locations. Through 
variations in particle size distribution, it was found that injection molded 
reaction sintered silicon nitride of 2.7 gm/cm3 density (84.5% of T.D.) could 
be made. The effect of oxidation on lower density forms of reaction sintered 
silicon nitride was evaluated. 

In the stationary turbine project, static rig testing of hot pressed silicon 
nitride and silicon carbide stator vanes up to 2500 F was initiated. Cracks 
were observed visually on two of the four silicon carbide vanes during the third 
cycle, but the vanes remained functional.  During the fifth cycle, the metal 
combustor basket imploded, throwing metal debris into theovanes, followed by a 
temperature excursion to 3000oF and a rapid quench to 600 F under choked flow 
conditions.  Following this accident, it was found that all four silicon carbide 
vanes had been shattered. One of the four silicon nitride vanes was cracked, 
while the remaining three vanes were still intact, an encouraging example of 
ceramic material survival under unexpected catastrophic conditions^ The static 
test rig is being modified and rebuilt for the continuation of 2500 F testing. 
Additional tensile strength and creep tests were performed on hot pressed silicon 
nitride. 
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